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How to Order 


By Phone On the Web By FAX By Mail 


(800) 866-5353 wwwsspecialized.net (800) 234-8286 1100 S. Kimball Ave. 
Southlake, TX 
76092-9009 


Customer Service 


Same-Day Shipping 
Orders received by 4 p.m. CST will be shipped the same day. 
“Y UNITED STATES | Ese Fed 
B POSTAL SERVICE ct hey tes 
30-Day Risk-Free Guarantee 


If you're not completely satisfied with your purchase, call the SPC Sales Support 
Department at (800) 866-5353, Ext. 101 to arrange a return. 


No-Hassle Returns 


If anything is wrong with your purchase, Specialized Products will arrange to have it 
exchanged or replaced at no cost to you. 


Unparalleled Customer Service 


Order on-line 24 hours a day, seven days a week at www.specialized.net. Or call 
(800) 866-5353 toll free before 6:00 p.m. CST to speak with any of our reliable 
Sales Representatives during the week. 


Payment Methods 


Company Purchase Orders ” 


For qualified commercial firms and government agencies, Specialized Products can 
open a new account usually within just 24 hours of receiving your request. 


alized net 


Ghee 
see 


—~—— Organizations or persons making initial purchases from SPC should include full pay- 
ment with all mail orders. Make checks payable to Specialized Products Company. 


Payments in Advance 


° Powerful searc 
e Saved shipping addresses : PayPal® 
e Express checkout sf Web purchases can be paid conveniently over the internet through [PA ayP al ® 


e Order history Credit Cards 
e Duplicate order Specialized Products accepts MasterCard, Visa, Discover and American Express. 


e Address Book 


e E-mail updates Hardware Store GS-O6F-0011J 


Faq FSC Schedule 51, Part V SIN 105-002 
G S Fx Cage: 62764 Class: SMALL BUSINESS 
Effective Dates: 5/14/09-4/14/14 


SPECIALIZED PRODUCTS COMPANY Payment By Government Credit Card or Purchase Order. 


1100 S. Kimball Ave. Standard Freight Prepaid (CONUS) 
Southlake, TX 76092-9009 


Toll-Free Phone: (800) 866-5353 Some products appearing in this print catalog are not eligible for inclusion on 
Toll-Free FAX: (800) 234-8286 GSA contracts. Please refer to our website or contact us at 
Dallas Metro Phone: (817) 329-6647 for contract verification. 
www.specialized.net 
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Singlemode) 


OFL250 


850/1300 nm 
22/22 dB 


850/1300 nm 
22/22 dB 


8504300 nm 
22/22 dB 


Multimode Models 


850/1300 nm + 1310/1550 nm | 850/1300 nm + 1310/1550 nm| 
22/22 dB + 26/26 dB 22/22 dB + 26/26 dB 


850/1300 nm + 1310/1550 nm 
22/22 dB + 26/26 dB 


Multimode + 
Singlemode Models 


1310/1550 nm or 
1310/1550/1625 nm 
26/26/26 dB 


1310/1550 nm 
38/36 dB 


1310/1550 nm 
26/26 dB 


1310/1550 nm 
26/26 dB 


1310/1550 nm 


Singlemode Models 26/26 dB 


Event Dead Zone 


Touchscreen 


Trace File Storage Capacity 


Long File Names 


Event Table 


Manual LSA Line Adjustment 


Optical Power Meter 


Optical Light Source 


Lapole 
color, VGA 


"6.57. 
color, VGA color, VGA 


color, 4 VGA color, 4 VGA 


5 pounds 


2 pounds 1.7 pounds 


8 hours 12 hours 


NOTES: All models have VFL; two-point (A/B) loss measurement; full auto, 
expert and real-time modes; zoom adjust. 


www.specialized.net 800-866-5353 
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M650 QUAD OTDR 


Full-Featured Singlemode and Multimode 


e 22 dB (MM), 26 dB (SM) dynamic range 
e Full Auto, Expert and Real-Time test modes 
e Integrated OPM and VFL (650 nm) 


The M650 Compact Quad OTDR is a full-featured Singlemode and Multimode OTDR 
with an integrated Visual Fault Locator, optical power meter and large transflective touch 
screen suitable for both indoor and outdoor operation. With short dead zone and intermedi- 
ate range specifications, the M650 is ideal for Tier 2 testing of premises (building and 
campus) networks. The M650 OTDR supports Full-Auto, Expert, and Real-Time test modes, 
precision event analysis, dual-wavelength testing, rich file naming, and an intuitive job setup 
functionality. Thousands of test results may be stored internally for transfer to a computer 
via a USB cable or a standard USB drive. Once test data is transferred to a computer, the 
supplied Windows® compatible software allows technicians to view, print, and generate 
professional reports. Includes Li-ion battery, ac charging cord, user manual and soft or hard 
case. The 5-pound unit is 10.8" x 7.6" x 2.8". One-year warranty. 


812X374 M650-100-LP1-S1 M650 Compact Quad OTDR w/Soft Case....... $12985.00 ea. 
812X372 M650-100-LP1-H1 M650 Compact Quad OTDR w/ Hard Case....... 13235.00 ea. 


C850 Compact QUAD OTDR 
SM/MM with OLS 


© 22 dB (MM), 26 dB (SM) dynamic range 
e LED 850/1300 nm and Laser 1310/1550 nm sources 
e Integrated OPM, OLS and VFL (650 nm) 


The Noyes C850 from AFL Telecommunications is a full-featured QUAD OTDR in a com- 
pact case with a large transflective touch screen display suitable for both indoor and outdoor 
operation. The C850 offers built-in auto test functionality when used with another C850 or 
the C840 QUAD Certification Tester. The C850 features MM and SM OTDR capabilities, both 
single-mode and multimode Optical Light Sources (OLS), Visual Fault Locator (VFL, 650 nm), 
and an Optical Power Meter (OPM). As an OTDR, the C850 supports Full Auto, Expert (man- 
ual) and Real-Time test modes, simultaneous dual and single wavelength testing, and Event 
and Pass/Fail analysis based on default or user-defined thresholds. Two C850s or a C840 
Tester and C850 can be used together to perform Tier 1 dual wavelength MM (850/1300 
nm) and SM (1310/1550 nm) auto tests of one or two fibers in one or both directions; and 
measure both loss and length of the fibers and compare to industry standards, applications 
and user-defined thresholds values to certify the fibers. Includes Li-lon battery, software and 
soft or hard case. The 5-pound unit is 10.8" x 7.6" x 2.8". One-year warranty. 


812X148 C850-100-LP1-S1 C850 OTDR W/OLS and OPM in Soft Case...... $15985.00 ea. 
812X145 C850-100-LP1-H1 C850 OTDR w/OLS and OPM in Hard Case....... 16240.00 ea. 


800-866-5353 


M650 Compact QUAD OTDR Specifications 


Emitter Type 
Safety Class 


Center Wavelengths 
Wavelength Tolerance 
Dynamic Range (SNR = 1) 
Event Dead Zone 

Attenuation Dead Zone 

Range Settings 

Distance Sampling Points 
Group Index of Refraction (GIR) 
Trace File Storage Capacity 
Tool Free adapters 


Multimode 


Singlemode 


Laser 
Class | FDA 21 CFR 1040.10 and 1040.11, 
IEC 60825-1: 2007-03 


850/1300 nm 1310/1550 nm 
+ 20/30 nm + 20/30 nm 
22.dB 26 dB 
1.5m 
9m 
250 m to 64 km 250 m to 208 km 
Up to 16,000 


1.4000 to 1.6000 
Internal > 1000 fibers 
Modular cleanable SC/ST/LC 


(s00)866-5353 


Next-day 


Delivery Available 
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C850 Compact QUAD OTDR Specifications 


Emitter Type 
Safety Class 


Center Wavelengths 
Wavelength Tolerance 
Dynamic Range (SNR = 1) 
Event Dead Zone 

Attenuation Dead Zone 

Range Settings 

Distance Sampling Points 
Group Index of Refraction (GIR) 
Distance Uncertainty 


Loss Measurement Accuracy (linearity) 


Multimode Singlemode 
Laser 
_ Class | FDA 21 CFR 1040.10 and 1040.1 1 


i IEC 60825-1: 2007-03 


~ 850/1300 nm 1310/1550 nm 
+ 20/30 nm + 20/30 nm 
22 dB 26 dB 
1.5m 
9m 
250 m to 64 km 250 m to 208 km 
Up to 16,000 


1.4000 to 1.6000 


(m) 3 + (1 + 0.005% x distance + data point spacing) 
+ 0.05 dB/dB 
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A Division of AFL Telecommunications 


M200 Series Handheld OTDRs 
Singlemode, Multimode and Quad Models 


¢ Backlit transflective indoor/outdoor color display 

¢ Data entry using touchscreen or physical keys 

¢ Integrated 650-nm visual fault locator 

The Noyes M200 from AFL Telecommunications offers unmatched OTDR capabilities in 
a lightweight handheld package. Choose from multimode, singlemode and quad-wavelength 
models. Multimode unit has 850/1300-nm wavelengths and 22-dB dynamic range. The sin- 
glemode version features 1310/1550-nm wavelengths and 26 dB dynamic range. Choose 
the quad version for both. With short dead zone and intermediate range specifications, 
they're ideal for Tier 2 testing of premises (building and campus) networks or certification 
and troubleshooting of FTTX PON networks. And a bright, transflective touchscreen display is 
Suitable for both indoor and outdoor operation. 
This series is based on a new hardware/software platform that supports automatic 
and manual setup, precision event analysis, dual-wavelength testing, rich file naming and 


OTDR Multimode Singlemode 
Emitter Type Laser 
Safety Class 1 FDA 21 CFR 1040.0 and 1040.11 
Center Wavelengths 850/1300 nm 1310/1550 nm 
Wavelength Tolerance +20/+30 nm +20/+30 nm 
Dynamic Range (SNR=1) 22 dB 26 dB 
Event Dead Zone 1.5m 1.5m 
Attenuation Dead Zone 9m 9m 
Pulse Widths 10, 30, 100, 300 ns; 1, 3 us 10, 30, 100, 300 ns; 1, 3, 10 ps 
Range Settings 250 m to 32 km 250 m to 208 km 
Data Points Up to 16,000 Up to 16,000 
Data Point Spacing 0.25 m (range < 4 km) 


Range/16000 (range > 8 km) 
Group Index of Refraction (GIR) 1.4000 to 1.6000 


Distance Uncertainty (m) + (1 + 0,005% x distance + data point spacing) 

Trace File Format Bellcore GR-196 Version 1.1 

Trace File Storage Medium _Internal, non-volatile memory and removable Compact Flash Card 

Trace File Storage Capacity > 100 internal; thousands on Compact Flash or USB Drive 

Trace File Transfer to PC USB Flash Drive Type 1.1, Compact Flash or Mini USB Cable with ActiveSync 


Visual Fault Locator 


Emitter Type Laser 

Safety Class Class Il FDA 21 CFR 1040.10 & 1040.11; IEC 825-1:1993, EN60825-1:1994 
Wavelength 650 nm 

Output Power (Nominal) 0.8 mW 


OTDR and OLS Series Test Port Adapters 


For a Complete Selection of 


folder setup, 6-hour battery life, internal 
and removable media data storage plus 
USB connectivity. Test ports have tool- 
free adapters, which can be changed in 
seconds. Custom-designed polycarbonate 
casing and shock-absorbing boot with 
integrated quick-release adapter and 
stand make these the most rugged Noyes 
OTDRs ever. 

Save results as industry-standard .SOR 
files, which can be viewed, printed and 
analyzed on a PC with free-ware download 
from www.afltele.com. Unit firmware, 
user settings and test results are 
saved in non-volatile memory. Thus 
the M200 may be stored with battery 
removed for an extended period of 
time and still be up and running in 
seconds when needed. 

A USB Host Port offers a 
convenient way to transfer data 
from the OTDR to a PC. By using a + 


standard USB Flash Drive (not included) M200 Series Applications = 


to transfer traces, the user no longer 
* Tier 2 testing of premises networks 


needs a USB Cable, ActiveSync or 
Compact Flash reader. Using the tools _* FITx PON certification and troubleshooting 
in the M200 File Manager, one or * Fast fault location 

° Splice verification 


more folders or files may be copied to 
¢ Network documentation 


Zoom Adjust Unzoom 


et 
M200 OTDR _VNOYES 


mUuUltimode/singlemode 


oe 


a USB Flash Drive for transfer to a PC. 
Thousands of files will fit on a 64-MB 
or larger USB Flash Drive. 

All models include a 110/220-V 
ac power adapter with country-specific power cord and user guide in a rugged, soft-sided 
carry case with shoulder strap. Each 2-pound handheld OTDR measures 8.8” x 4.3” x 2.8”. 
One-year warranty. 


812X302 M200-K-MM 850/1300-nM MM OTDR 2..0.ccccss000sse00sse00cse000s.e. $6290.00 ea. 
812X306 M200-K-SM 1310/1550-nM SM OTDR ....ccccsccscsssescssssceessseoeesses 5990.00 ea. 
812X304 M200-K-QUAD 850/1300-nm MM & 1310/1550-nm SM OTDR . 8990.00 ea. 


The test ports on Noyes OTDRs (M200, 250 and OFL280 series) and light sources (OLS1-Dual, OLS2-Dual, OLS4 and OLS7 series) are equipped with tool-free, switchable adapters. You’ 
can change accessories in seconds to allow these test tools to interface launch cables with a variety of connector styles. 


Adapter Cap Stock No. 


812X156  2900-50-0004MR 


812X158 2900-50-0006MR 


812X152 


2900-50-0002MR 


812X154 = 2900-50-0003MR 


www.specialized.net 


Description 


ST: Tool-free, switchable Test Port ST Adapter for Noyes OTDRs and OLSs. 
LC: Tool-free, switchable Test Port LC Adapter for Noyes OTDRs and OLSs. 
FC: Tool-free, switchable Test Port FC Adapter for Noyes OTDRs and OLSs. 


SC: Tool-free, switchable Test Port SC Adapter for Noyes OTDRs and OLSs. 


Price Ea. 


54.00 


800-866-5353 


M700 Singlemode OTDR 
With Integrated VFL and Power Meter 


e 38/36-dB dynamic range at 
1310/1550 nm 

¢ Pass/fail event and link 
threshold settings 

¢ OPM stores results/displays 
up to three wavelengths 
simultaneously 


The Noyes M700 from AFL Tele- 
communications is a compact, full-fea- 
tured, singlemode OTDR that includes an 
integrated Visual Fault Locator (VFL) and 
an Optical Power Meter (OPM) capable 
of displaying up to three wavelengths 
simultaneously. A large transflective 
touch-screen display is suitable for both 
indoor and outdoor operation. 

This OTDR supports real-time, full-auto and 
expert (manual) modes plus precision event analy- 
sis, dual-wavelength testing, rich file naming and an 
intuitive job set-up functionality. In addition to OTDR event 
analysis, pass/fail. acceptance values may be set to alert 
the test operator of failing or marginal events. Using one 
of the Least Squares Approximation (LSA) loss methods, 
events may be added or deleted manually. 

Store thousands of OTDR and OPM test results 
internally or on the supplied USB drive. They’re transfer- 
able via a USB cable or drive to a computer for viewing, 
printing and analyzing with supplied Windows®-compatible 
software. Saved OPM loss values for a cable in one or two 


812X375 M700-11-0901PR Compact Singlemode OTDR 


Noyes OFL280 Series OTDRs 
Handheld FTTx OTDR 


e 30 dB (28 dB @ 1625 nm) dynamic range 

¢ Construction model operates at 
1310/1490/1550 nm 

¢ OPM, OLS, and VFL (650 nm) 

e Installation model operates at 
1310/1550/1625 nm 


The Noyes OFL280 from AFL Telecommunications 
is a singlemode OTDR offered in two FTTx-optimized 
models. The ‘installation and repair’ model can operate at 
three wavelengths (1310/1550/1625 nm) on dark fibers 
but automatically switches to a filtered, 1625 nm only 
mode if a live fiber is detected. In addition, the test port 
is equipped with a PON power meter, which allows the 
OFL280 to detect live FTTx fibers, measure FTTx network 
power levels, and fault-locate live FTTx fibers with a single 
OTDR to network connection and a single automated test. 
A conventional three-wavelength (1310/1 490/1550 nm) 
‘construction’ model is also available to certify or fault- 
locate dark fibers in FTTx or other networks. 

Both OFL280 models can operate in Full Auto, Real- 
Time, or Expert (manual) modes, and offer precision event 


analysis, an optical power meter, laser source, 12-hour bat- 


tery life, internal data storage, and USB connectivity. OTDR 
and OPM test ports are equipped with tool-free adapters, 
which can be changed in seconds. 


812X505 OFL280-102U-ENG FTTx Construction OTDR..... 
812X510 OFL280-103U-ENG FTTx Installation OTDR........ 


-Stinelennoc® 


directions may be displayed in a table on the M700 for 
evaluation and comparison. With short dead zones, a dy- 
namic range of 38 dB and greater than 8-hour battery life 
during continuous testing, the M700 is perfect for testing 
optical fibers in service provider metro areas. 

Includes USB drive, OTDR trace analysis/OPM loss 
reporting software, ac adapter, 1.25/2.5-mm VFL/OPM 
universal adapters, SC/FC/LC OTDR adapters and user 
guide in a soft case. The 5-pound unit is 10.8" x 7.6" x 
2.8". One-year warranty. 


Pe ph Palak oe SE. 5 SO ioe pee ee $7795.00 ea. 
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Results are saved as industry standard .SOR files, 
which can be transferred to a PC for viewing, printing, and 
analyzing with supplied Windows® compatible software. 

Both OFL280 models come with a carry case, SC 
adapter for the OTDR/OLS port, 2.5 mm Universal adapter 
for the OPM port, 2.5 mm Universal adapter for the VFL 
port, USB cable, AC power adapter, and a user guide. Each 
1.7-pound unit is 7.5" x 4.4" x 1.9". One-year warranty. 


RN nee et Oe ee nee oe Rees te a $5685.00 ea. 
Be Se oer eran Tete 6485.00 ea. 
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Emitter Type Laser 

Safety Class Class 1 FDA 21 CFR 1040.0 
and 1040.11 

Center Wavelengths 1310/1550 nm 

Dynamic Range (SNR = 1) 38/36 dB (1310/1550 nm) 

Event Dead Zone 0.9m 

Attenuation Dead Zone 5.5m 

Pulse Widths 5, 10, 30, 100, 300 ns; 1, 3, 
10, 20 ms 

Range Settings 250 m to 256 km 

Distance Sampling Points Max 64,000 points 

Data Point Spacing 0.125 m (range = 2 km) 
0.25 m (range < 4 km) 

0.5 m (range = 8 km) 

Range/# of data points 
(range = 16 km) 

Group Index of Refraction (GIR) 1.4000 to 1.6000 

Distance Uncertainty (m) + (1 + 0.0005% x distance 
+ data point spacing) 

Trace File Format Bellcore GR-196 Version 1.1 


Trace File Storage Media Internal flash memory 


USB flash drive 
Downloadable, OTDR directly to PC 


Trace File Storage Capacity Internal 1000 fibers 

Data Transfer to PC USB 

OTDR Modes Full auto, real time, expert 
Tool-Free Adapters Modular cleanable SC/FC/LC 
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Emitter Type Laser 

Safety Class Class 1 FDA 21 CFR 1040.0 
and 1040.11 

Available Wavelengths 1310/1490/1550/1625 nm 

Wavelength Tolerance +20/+20/+20/+10 nm 

Dynamic Range (SNR = 1) 30/30/30/28 dB 

Event Dead Zone 1.3m t 


Attenuation Dead Zone @5ns_—_—‘ Typical 5.0 m, maximum 6.0 m 


Pulse Widths" 5, 10, 30, 100, 300 ns; 
; 1, 3, 10, 20 us 

Range Settings 250 m to 256 km 

Data Points Up to 16,000 

Data Point Spacing 12.5 cm (range = 4 km) 


Range/16000 (range > 4 km) 
Group Index of Refraction (GIR) 1.4000 to 1.6000 
Distance Uncertainty (m) + (1 + 0.0005% x distance 
+ data point spacing) 


Trace File Format Bellcore GR-196 Version 1.1 


Trace File Storage Medium Internal flash memory (>1000 traces) 
Data Transfer to PC USB 
OTDR Modes "> Full auto, real time, expert 


800-866-5353 
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OFL250 Series Singlemode Handheld OTDRs 
Four-in-One Tool Includes OPM, OLS and VFL 


¢ 26-dB dynamic range 
¢ Integrated OPM, OLS and VFL (650 nm) 
¢ 3.5" indoor/outdoor color LCD screen 


The Noyes® OFL 250 is a multiple-wavelength singlemode optical time domain reflecto- 
meter (OTDR) with an integrated optical power meter (OPM), optical laser source (OLS) and 
visual fault locator (VFL) in a single handheld package. With short 1.5-meter typical event 
dead zone and mid-range 26-dB dynamic range performance, this versatile instrument is 
ideal for testing optical fibers in service provider metro areas and FTTx networks. 

Model OFL 250 provides automatic and manual setup, precision event analysis and 
internal data storage. It saves test results in industry-standard Bellcore (GR-196) .SOR file 
format. See them clearly on the 3.5", 
320 x 240, indoor/outdoor, color, trans- 
flective LCD. Or use the mini USB port 
and provided cable to transfer data to a 
PC for viewing, printing and analyzing 
with the supplied Windows® compatible 
software. OTDR and OPM test ports 
are equipped with tool-free switchable 
adapters, which can be changed in 
seconds. OFL 250 may be powered by 
a 12-hour rechargeable Li-ion battery 
life or ac power. 

Includes SC and FC adapters for 
OTDR/OLS port, 2.5-mm universal 
adapters for OPM and VFL ports, USB 
cable (connects with normal Type A USB 
port on your PC), ac power adapter, 
power cord and user guide in a carry 
case. The 1./-pound unit measures 7.5" x 4.4" x 1.9". Three-year warranty, Launch 
cables not included. 
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OFL 250 OTDR _/NoYES™ 


812X407 OFL250 1310/1550 Singlemode OTDR.............+.. $4290.00 ea. 
812X409 OFL250 1310/1550/1625 SINGIEMOE OTDR.u...ccccccccesescsesesesees 5690.00 ea. 
OFL 250 Specifications 
OTDR Optical Power Meter Optical Light Source Visual Fault Locator (VFL) i nae 
Emitter Type Laser Calibrated Wavelengths 1310/1490/1550 nm Emitter Type Laser Emitter Type Laser pepe 
Safety Class Class | FDA 21 CFR 1040.10 Detector Type InGaAs | Safety Class Class 1 FDA 21 CFR 1040.10 Safety Class Class ll FDA 21 CFR 1040.10 
and 1040.11 Measurement Range +23 to -40 dBm and 1040.11, IEC 60825-1 -and 1040.11, IEC 60825-1: _ 

Center Wavelengths 1310/1550 nm Center Wavelengths 1310/1550 nm 1994, IEC 825-1: 1993 


Wavelength 650 nm peat 
Output Power (nominal) 0.8 mW into SMF-28 


Test Event Fiber Cables 


Index @1310 
BC @1310, dB 
Index @ 1550 


BC @1550, dB 


Set Fiber Parameters 


www.specialized.net 
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UPC OTDR Fiber Rings 

Stock No. Configuration Connector Type Fiber Type Fiber Length Price Each 
Multimode 

812X286 Standard, One Fiber ST to ST 50 um 150 m (492 feet) $208.00 
812X284 Standard, One Fiber SC to ST 50 um 150 m (492 feet) 208.00 
812X282 Standard, One Fiber SC to SC 50 ym 150 m (492 feet) 208.00 
812X292 Standard, One Fiber ST to ST 62.5 um 150 m (492 feet) 208.00 
812X293 Standard, One Fiber ST to LC 62.5 um 150 m (492 feet) 208.00 
812X290 Standard, One Fiber SC to ST 62.5 um 150 m (492 feet) 208.00 
812X288 Standard, One Fiber SC to SC 62.5 um 150 m (492 feet) 208.00 
812X287 Standard, One Fiber SC to LC 62.5 um 150 m (492 feet) 208.00 
812X289 Standard, One Fiber FC to LC 62.5 um 150 m (492 feet) 208.00 
Singlemode 

812X294 Standard, One Fiber FC to FC SM 150 m (492 feet) $208.00 
812X296 Standard, One Fiber FC to SC SM 150 m (492 feet) 208.00 
812X295 Standard, One Fiber FC to LC SM 150 m (492 feet) 208.00 
812X298 Standard, One Fiber SC to SC SM 150 m (492 feet) 208.00 
812X299 Standard, One Fiber SC to ST SM 150 m (492 feet) 208.00 
812X297 Standard, One Fiber SC to LC SM 150 m (492 feet) 208.00 
812X227 Standard, One Fiber ST to ST SM 150 m (492 feet) 208.00 
812X291 Standard, One Fiber ST to LC SM 150 m (492 feet) 208.00 


APC OTDR Fiber Rings 


Stock No. 
Singlemode 
812X272 
812X274 
812X275 
812X278 
812X276 
812X277 


MTRJ OTDR Fiber Rings 


Stock No. 
Multimode 
812X262 
812X261 
812X264 
812X263 


Singlemode 
812X267 
812X266 


Configuration 


Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 


Configuration 


Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 
Standard, One Fiber 


Standard, One Fiber 
Standard, One Fiber 


Launch and Receive Test Cables 
OTDR Fiber Rings 


OTDR to the link under test, reveals the insertion loss and reflectance of the near-end connection. The receive cable, which is connected 
to the far-end of the link, reveals the insertion loss and reflectance of the far-end connection. Noyes Fiber Rings provide 150 m of 50-um 
or 62.5-11m multimode or singlemode fiber in a compact, lightweight ring. They're ideal for testing optical fiber links (up to about 2 km) in 
premises networks, 
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OTDRs require launch and receive test cables to measure the end-to-end loss of optical fiber links. A launch cable, which connects the 


Connector Type Fiber Type Fiber Length Price Each 

FC to Angled Polished FC SM 150 m (492 feet) $208.00 
FC to Angled Polished SC SM 150 m (492 feet) 208.00 
FC to Angled Polished LC SM 150 m (492 feet) 208.00 

- $C to Angled Polished SC SM 150 m (492 feet) 208.00 
SC to Angled Polished FC SM 150 m (492 feet) 208.00 
SC to Angled Polished LC SM 150 m (492 feet) 208.00 


Connector Type Fiber Type Fiber Length Price Each 
MTRJ to ST MM 150 m (492 feet) $341.00 
MTRJ to SC MM 150 m (482 feet) 341.00 
MTRJ to ST MM 150 m (492 feet) 341.00 
MTRJ to SC MM 150 m (492 feet) 341.00 
MTRJ to ST SM 150 m (492 feet) $341.00 
MTRJ to SC SM 150 m (492 feet) 341.00 
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= 
AXS-110 FTB-150 FTB-200¢ 


Multimode Models AXS-110 MM FTB-150-MM FTB-7200D-12CD-EI-EUI-91* 


Multimode and AXS-110 Quad FTB-150-QUAD FTB-7200D-12CD-23B-EI-EUI-91* 
Singlemode Models ie carics teed 


Singlemode Models AXS-110 SM FTB-150-ACCESS FTB-7300D-023B-El-EUI-91* 
FTB-150-METRO FTB-7300D-034B-El-EUI-91* 
FTB-7400E-0023B-El-EUI-91* 


Event Dead Zone 0.8m : an 1 mor less, depending on module 4 


Attenuation Dead Zone 3.5/4.5/4/4.5 m 3/4/4.5/5 m 3 to 5 m, depending on module 


Dynamic Range 24 to 32 dB, depending on model 26 to 42 dB, depending on model 


Max Distance** MM is 40 km; SM is 260 km MM is 40 km; SM is 260 km 


Memory Type Internal Compact Flash and USB 


Size 9A" xX 4'%e" X 3" 12's" X TH" X 4fe" 


2.2 Ibs. 


Battery Life 8 hours 


NOTES: 
* Must be purchased with an FTB-200 Platform to work. + OTDR Modules are required to perform OTDR functions. ** Maximum distance can be affected by many different factors such as type of cable, 
number of splices, number and type of connections, etc. These distances should only be used as a rough guide in determining amount of dynamic range needed. 
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Add Options to Configure 


Model 
AXS-100-003B = Access OTDR 1550 nm 
AXS-100-023B = Access OTDR 1310/1550 nm 
AXS-100-034B = Access OTDR 1550/1625 nm 
AXS-100-000 = None 4 


Connector 
EA-EUI-28 = APC/DIN 47256 
EA-EUI-89 = APC/FC, narrow key 
EA-EUI-91 = APC/SC 

EA-EUI-95 = APC/E-2000 
EI-EUI-28 = UPC/DIN 47256 
EI-EUI-76 = UPC/HMS-10/AG 
EI-EUI-89 = UPC/FC, narrow key 
EI-EUI-90 = UPC/ST 

EI-EUI-91 = UPC/SC 

EI-EUI-95 = UPC/E-2000 


Second Port 
00 = None 
048 = Filtered 1625 nm ? 


Second Connector 
EA-EUI-28 = APC/DIN 47256 
EA-EUI-89 = APC/FC, narrow key 
EA-EUI-91 = APC/SC 

EA-EUI-95 = APC/E-2000 
El-EUI-28 = UPC/DIN 47256 
El-EUI-76 = UPC/HMS-10/AG 
EI-EUI-89 = UPC/FC, narrow key 
EI-EUI-90 = UPC/ST 

EI-EUI-91 = UPC/SC 

EI-EUI-95 = UPC/E-2000 


Notes: 


a, Please refer to the example. First select the singlemode connector and then the multimode connector. 


b. Singlemode only. 
c. Mandatory with FP7 or FPS. 
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AXS-100 Access OTDR is the Definitive Troubleshooting OTDR 


EXFO’s AXS-100 Access OTDR combines the industry's leading OTDR technology with power meter functionalities 
in one powerful handheld unit. Optimized for point-to-point testing of passive optical networks (PON) within FITx archi- 
tectures, it offers several wavelength configurations and a wide range of options for first-class flexibility. 


In-Service PON Troubleshooting Option 

The AXS-100 Access OTDR is specifically designed for in-service PON troubleshooting. You may add an optional 
dedicated port for testing at 1625 nm. It incorporates a filter to reject all unwanted signals (1310, 1490 and 1550 nm) 
that could contaminate the OTDR measurement. This filter lets only the 1625-nm OTDR signal through, ensuring accu- 
rate OTDR measurements. 

In-service OTDR troubleshooting of optical fiber doesn’t interfere with the information channels’ normal operation 
and expected performance. Model AXS-100 doesn’t interfere with the CO’s laser transmitters because it uses an out- 
of-band wavelength per the ITU-T L.41 recommendation (“Maintenance Wavelength on Fibers Carrying Signals”). 


Contact a Specialized Products representative for your custom quote. 
Call 1-800-866-5353 or e-mail sales@specialized.net. 


Pill 


Your AXS-100 


AXS-100-XX-XX-XX-XX-XX-XX-XX-AKAX-AK 
| " Software Summary Kit 
i | SK1 = SmartKit including macrobending 

Ve A eo AY detection, pass/fail and fault finder 
ee FY SK2 = IP testing 

| | SK3 = Fiber inspection probe software © 
es Ede eS ——# Probe 
| 00 = Without probe 
FP4S = Inspection probe (400x) 
FP4D = Inspection probe (200x/400x) 


—s VFL 


00 = Without visual fault locator 
VFL = With visual fault locator 


Connector Adapter 

FOA-12 = Biconic 

FOA-14 = D4, D4/PC 

FOA-16 = SMA/906 

FOA-22 = FC, FC (PC/SPC/UPC/APC), NEC-D3 

FOA-28 = DIN 47256 (LSA): DIN 47256 (PC/APC) 

FOA-32 = ST, ST (PC/SPC/UPC) 

cae ame i FOA-40 = Diamond HMS-0, HFS-3 (3.5 mm) 
| FOA-54 = SC (PC/SPC/UPC/APC) 

FOA-76 = FSMA HMS-10/AG, HFS-10/AG 

FOA-78 = Radiall EC 

FOA-84 = Diamond HMS-10, HFS-13 

FOA-96B = E-2000/APC 

| FOA-98 = LC 

| FOA-99 MU 


~——* Power Meter 
00 = Without power meter 
PM2X = With GeX power meter 


| 
f 
a 


Example: AXS-100-023B-EI-EUI-89-04B-EA- 
EUI-91 -PM2X-FOA-22-VFL-FP1-SK1-SK2-SK3 
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AXS-110 Series Handheld OTDRs 
LAN/WAN Test Solutions 


¢ Tests through high-port-count splitters 
e Automatic pass/fail analysis and 
macrobend locating 

EXFO's rugged, compact and lightweight AXS-110 Handheld OTDR 
Series helps boost test productivity for inside-plant applications. It 
features unrivaled 0.8-meter event dead zones for easy location and 
characterization of all events between transmitter and central office's 
fiber, access and FTTH network applications where events are usually 
closely spaced. 

Test through high-port-count splitters, even 1 x 32 splitters. These 
units are perfect for passive optical network (PON) testing. OTDRs have 
a USB port so they're memory-stick compatible for easy data transfer. 
Superior automated analysis provides a better, easier and faster diag- 
nosis. Top user-friendly features include one-touch testing, summary 
screen and macrobend finding. 


OTDR Singlemode “Multimode QUAD 
Calibrated Wavelengths (nm) 1310/1550. - 8650/1300 850/1300/1310/1550 
Fiber Type | Singlemode == Multimode ~ Multimode/Singlemode 
Dynamic Range (dB) 32/30 24/25, + 26/25/32/30 

Max Distance Range (km) -260 ide, ren tei tea 7. eagles 
Emitter Type i Class 1M Laser ass 11 Class 1M 8Laser 
Event Dead Zone (m) 0.8 222 SOBs 
Connector Style UPCISC - vPcise 


FTB-150 Series Compact OTDRs 
Factory Configured to House any EXFO OTDR 


e Test up to four wavelengths 
e The industry’s fastest 5-second 
acquisition time 

¢ Shortest 1-meter dead zone available 

The compact FTB-150 Series takes EXFO’s world-renowned 
OTDR technology to the next level of user-friendliness. This small, 
lightweight OTDR-dedicated platform is offered in three configurations 
for outside plant applications. Choose the multimode, singlemode or 
combination model that suits your test requirements and applications 
best. Test up to four wavelengths. Whether you need to carry out 
tier-2 certification of premises networks, characterize your links during 
construction and installation or perform fast, efficient maintenance and 
troubleshooting testing, the FTB-150 Series delivers the performance 
you need. 

These fast, powerful units feature four-second power-up time with 


Windows CE/mobile. Choose touchscreen or convenient shortkey method. 
Enjoy the industry's quickest acquisition times and shortest dead zones. 
These OTDRs offer faster processing and reporting for improved productivity. Oth- 

er features include instantaneous Compact Flash (memory, Wi-Fi and Bluetooth), AutoSync 
USB data transfer plus USB A/A-B, RJ-45 and Bluetooth flexibility. File transfer and software 


OTDR e ACCESS Nee eet Ge OMAD. are 
Calibrated Wavelengths (nm) 1310/1550 e50/1300 ©» 50/1300/1310/1550 
FiberType ~ Singlemade “Multimode == Muitimode/Singlemode 
Dynamic Range (dB) = 35/34 2708 (BR IBBIBA 
Max Distance Range (km) rie OR Sa Maas Sa ebanet age 
EmitterType (sles tLaser =a Laser = Class t Laser 
Event Dead Zone (m) ira lN ay Mint Se ri) were ee 
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For a Complete Selection of 
Launch, 
Cables ® 


Save time in the field with the included SK1 Smartkit Software's 
automated analysis functions. Let the instrument work for you. This 
software package combines automatic macrobend detection, pass/ 
fail and fault-finding features. It enables you to access all test results 
at once and check link status easily. A single summary screen 
shows you detailed pass/fail status, fiber-length measurements and 

pinpoint macrobend localization. 

Choose from three versions. Model AXS-110 Singlemode OTDR 
is a dual-wavelength singlemode OTDR that’s ideal for FTTx/access 
and CATV testing. It has 1310/1550-nm (9/125-m) wavelengths 
and 32/30-dB dynamic ranges. 

The dual-wavelength multimode AXS-110 is optimized for 
enterprise/premises/private network testing on 50- and 62.5-um 
multimode fiber. It features 850/1300-nm (50/125-um, 62.5/125- 

um) wavelengths and 24/25-dB dynamic ranges. 

AXS-110 Quad OTDR is the four-wavelength multi/singlemode 

quad version for enterprise/campus/access networks. To maximize your return on 
investment, just one unit tests multimode fiber within premises or singlemode fiber between 
premises. It has 850/1300-nm (50/125-ym, 62.5/125-um) and 1310/1550-nm (9/125-ym) 
wavelengths plus 24/25/32/30-dB dynamic ranges. 

All models include UPC/SC connector, SK1 SmartKit software summary kit and Li-ion 
batteries for eight hours of continuous operation. These 2.2-pound units measure 9.875" x 
4.94" x 3". One-year warranty. 


880X860 AXS-770 Singlemode OTDR with SK1 SmartKit.........ccccccce $ 8495.00 ea. 
880X855 AXS-770 Multimode OTDR with SK1 SmartKit. 
880X850 AXS-770 Quad OTDR with SK1 SMAMMHKIt.........cccccseseeseseeseceseeee 


] 


Pill 
i, 
4 


upgrading are possible through USB. The advanced TFT transflective 
display assures great visibility under direct sunlight. Numerous ports 
mean easy, flexible and future-proof connectivity. Waterproof outer 
shell, sealed joints and door panels provide extra port protection. 
FTB-150 OTDR software is automated and easy to use. Choose 
from three operating modes according to your specific requirements. 
Auto Mode lets you select acquisition parameters automatically. It’s 
perfect for basic, repetitive OTDR applications or occasional users. 

Advanced Mode offers multiple setup and measurement capabili- 

ties for increased flexibility. You can change index of refraction and 

helix factor settings for optimal distance measurements. Template 

Trace Mode compares each acquisition with a designated template 

for complete cable testing and documentation. 

FTB-150-ACCESS and QUAD are ideal for access and FTTH — 
network testing. These short-range OTDR configurations offer an 
exceptional 1-m event dead zone, letting you characterize all events 

between the transmitter and the central office’s fiber distribution panel. They feature a highly 
efficient, lightning-fast trace acquisition routine as full averaging is performed in 45 seconds. 
Four-times shorter testing time minimizes testing costs. Thanks to next-generation OTDR 
software, these models enable you to test through high-port-count (even 1 x 32) splitters 
that are perfect for passive optical network (PON) testing. 

Model FTB-150-MM is a two-wavelength multimode OTDR designed for enterprise/ 
private network test applications. It features best-in-class specifications. 

OTDRs include FTB-150 Compact Platform Installation and ToolBox 6 Software CD- 
ROMs, power supply cord, USB computer cable, SC connector, ac adapter, rechargeable 
eight-hour Li-ion batteries, shoulder strap and quick-reference guide in a padded case. Meets 
GR-196-CORE. The 6.6-pound platforms are 12.7" x 7.75" x 4.32". One-year warranty. 


880X520 FTB-150-ACCESS Short-Range OTDR......2.:..ccccsccesesesececeseseseee $ 8315.00 ea. 
880X531 FTB-150-MM Premises Network OTDR........2.::cccceccececseseseeeeseeees 8615.00 ea. 
880X557 FIB-150-QUAD Short-Range OTDR......:..2ccccececcseceesececeseeceerseee 12580.00 ea. 
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EXFO FTB-200 Modular OTDRs 
Ideal for FTTx, Metro/Access and Long Play 


e Designed for multilayer and multimedium testing 

e Accommodates two field-interchangeable modules 

e Integrated hardware options include power meter 
and VFL 


The FTB-200 is a compact modular platform designed for 
multilayer and multimedium testing. Use it for physical, transport 
and datacom testing. It accommodates two field-interchange- 
able modules. A module and adapter are required to make it 
work. Integrated hardware options include power meter and 
visual fault locator (VFL 

This fast, powerful and lightweight platform is designed for 
metro/access and FTTx networks. The color 640 x 480 TFT 
6.4375" touchscreen is resistant to shock, water, dust and 
common chemicals. This OTDR features a dial and shortkeys 
for easy scrolling and selecting. Extended battery autonomy of 
more than eight hours makes it perfect for OTDR testing. Im- 
proved productivity features include four-second power-up time 
with Windows CE/mobile plus faster acquisition (down to five seconds), 
processing and reporting. It also provides instantaneous AutoSync USB data transfer plus 
remote control and virtual applications. 

EXFO’s compact platform is optimized for large-scale network deployments. It's the first 
true compact platform for the supertech. Whether you're testing triple-wavelength insertion 
loss at the central office or testing data integrity at the core, the FIB-200 has the power, 


multimode/singlemode 


Fill 


Built for the outside plant, the FTB-200 has a waterproof 
outer shell, sealed joints and door panels for extra port protection. 
Advanced TFT transflective display provides great visibility under 
direct sunlight. It also features rugged shortkeys and tracking knob. 
This unit is GR-196-CORE-compliant. Battery provides more than 
eight hours of use. 

Two platform models come with an optional power meter with 
an InGaAs detector for high dynamic range. It’s calibrated at seven 
wavelengths. Other features include data-saving capabilities and 
tone recognition. 
One model includes an optional Visual Fault Locator (VFL). It 
features simple fiber identification. A bright and powerful red laser 
pinpoints breaks and faulty connections. 
Choose from three models. FTB-200-S1 features a platform with 
TFT active touchscreen display. You must order a module and adapter 
for it to work. 
Model FTB-200-S1-PM3-FOA-54 includes a platform with TFT active 
touchscreen display, power meter with InGaAs detector and SC (PC/SPC/ 
UPC/APC) connector adapter. 
FTB-200-S1-VPM3-FOA-54 contains a platform with TFT active touch- 
screen, VFL, power meter with InGaAs detector and SC (PC/SPC/UPC/ 
APC) connector adapter. 

Platforms include 8-hour Li-ion batteries that recharge in three hours and ac/dc adapter. 
Each model’s 5.4-pound platform measures 12.6875" x 7.75" x 4.9375". One-year war- 
ranty. Order modules and adapters separately. 


FTB-200-S1 FTB-200 Modular OTDR Platform 


speed and modularity you need in the field. It’s optimized for all phases of the network life GROKGSO Cee le Werte ed ity ee $3140.00 ea. 
cycle including construction and installation, system provisioning and service activation plUS ra nnn ca oera Ep A_rA ETROGN Malar ATOR Platform wi ee 
maintenance and troubleshooting. FTB-200-S1-PM3-FOA-54 FTB-200 Modular OTDR Platform with Power Meter 
FTB-200’s flexible connectivity allows file transfer through the USB port. This platform BBOKG SS oon eececseseeeececeseeeeeeeennneeetnnnnneeescssnnseccesssasscecennsencersonnssssecs $3930.00 ea. 
features USB A/A-B, RJ-45 and Bluetooth flexibility. It also may be used with Compact Flash © FTB-200-VPM3-FOA-54 FTB-200 Modular OTDR Platform with VFL, Power Meter 
(memory, Wi-Fi and Bluetooth). SBEOK SS Dee ee ee ee a srarincaniinesestecetuves $4405.00 ea. 
OTDR Modules 
Stock No. Part No. Description Wavelengths Price 
880X571 FIB-7200D-12CD-23B-El-EUI-91 Quad-Wavelength MM/SM OTDR Module 850/1300/1310/1550 nm $11335.00 ea. 
880X572 FIB-7200D-12CD-EI-EUI-91 Dual-Wavelength MM OTDR Module 850/1300 nm 7040.00 ea. 
880X574 FTB-7300E-023B-El-EUI-91 Dual-Wavelength SM Access OTDR Module 1310/1550 nm __ 8045.00 ea. 
880X576 FIB-7300E-034B-El-EUI-91 Dual-Wavelength SM Metro OTDR Module 1550/1625 nm 12090.00 ea. 


880X578 FIB-7400E-0023B-El-EUI-91 


Dual-Wavelength SM Metro/Long Haul OTDR Module 1310/1550 nm 
880X580 FIB-7400E-0234B-VFL-EI-EUI-91 Triple-Wavelength SM OTDR Module with VFL 


9725.00 ea. 
16785.00 ea. 


1310/1550/1625 nm 


Optional Adapter Caps 


~ FOA-54 Power Meter SC Adapter Cap_ 
$70.00 ea. 


FOA 32 Power Meter ST Aaa Cap 


880X71 5 $70.00 ea. 


FOA 22 Power Meter FC Adapter Cap 


$70.00 ea. 


$140.00 ea. 


FOA- 96B Power Meter E-2000 Adapter Cap 


exe i eopeteeeneas sat sap hose rtavesiter eet 118.00 6 ea. De 


EUI-91 Source SC Adapter Cap 
$95.00 ea. 


$95.00 ea. 


EUI-89 Source FC Adapter Cap 


880X350 $95.00 ea. 


= 


EUI-95 Source E-2000 Adapter Cap 


880X356 $250.00 ea. 


800-866-5353 
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OFTM-5612 } ' ae eee 
“ASRYEORE. das: 5 5. '  OFL Series OptiFiber Certifying OTDRs 
: LAN Certification/Diagnostic/Documentation Tools 


¢ Certify fiber with integrated Auto OTDR analysis, 
automated loss/length and fiber endface inspection 


¢ Diagnose fiber with integrated ChannelMap™ 


¢ Document fiber with LinkWare™ PC data management 

Event Information: 102.31m 0.12 dB g and reporting software 

" $Zoom, @Cursor, press EXIT to view SUMMARY 4 3 Certify, diagnose and document fiber with the first certifying OTDR designed for LAN in- 

| AE 7 st rie ee 3 stallers. The use of fiber in premise networks is continually growing, and so are the require- 
| ell awa ments for testing and certifying it. More and more, LAN cable installers win or lose business 
= based on their ability to provide a whole new level of required certification, diagnostics and 
documentation. No solution hands you a more complete and competitive edge than Fluke 
Networks’ OptiFiber Certifying OTDRs. 

These are the first tools specifically designed to keep LAN installers on top of the latest 
requirements for testing and certifying fiber networks. They integrate insertion loss and 
fiber length measurement, OTDR analysis and fiber connector endface imaging to provide 
a higher tier of fiber certification and diagnostics. The companion LinkWare™ PC software 
documents, reports and manages all test data: OptiFibers let contractors and private network 
owners of all experience levels certify fiber to industry and customer specifications, trouble- 
shoot short-haul connection-rich links and document their results thoroughly. 

With these user-friendly OTDRs, you get enhanced visibility into premise, campus and 
metro networks with event deadzones as short as 1 meter. Boost productivity with an easy- 
to-use interface and small, lightweight design. Their modular design supports multimode 
and singlemode testing. Add Smart Remote options for loss/length certification. 

Compact, lightweight and tough OTDRs are ideal for use in tight spaces, crowded distri- 
bution closets and the harshest field conditions. Their modular design accepts test modules 
that can be swapped without tools in seconds. Choose from six models with varying abilities 
and accessories. Versions with FiberInspector™ let you view magnified fiber endface images. 
Test a full eight hours between charges with the included Li-lon battery, Each portable 10.6” x 
7.5" x 2.5” unit weighs 4.5 pounds with battery and module. One-year warranty. 


100 150 200 
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OptiFiber Package Comparison 


OF-500  =——-OF-500-01 ~=—s«OF-500-02 = s(OOF-500-10 =F -500-15 
OptiFiber Main Frame with Carrying Strap and User Guide : v dea Bikes Seto Aetna aan OnON 14a9 eae ees: 
Multimode OTDR Module : eGR a en ROR PN WES ts 
Multimode OTDR + Power Meter Module eufige is Page) 
Multimode OTDR + Power Meter + Loss/Length Module ; g tes i 
Singlemode OTDR + Power Meter + Loss/Length Module aay eure Bile det he ae 
ChannelMap™ : Be RN aca Sie citi tars tite, Rha Ca er eee rane aing ee eg RE oh a 
Fiberlnspector Inspection Camera “ eet ae cea aa RR ery ie 
62.5-11m Launch Cable Sane - LESH a cn ena Sete MR See eS 
Case CHS Risen se aie [Re eta tees Puree Ran EGGS ae eG - Soft and Hard or aSe 


Stock No. 
OptiFiber Mainframe and Battery 044X676 OF-500 $ 4990.00 ea. 


OptiFiber OTDR 044X854 OF-500-01 13990.00 ea. 
OptiFiber Advanced OTDR 044X861 OF-500-02 14990.00 ea. 
OptiFiber Certifying OTDR 044X678 OF-500-10 19990.00 ea. 
OptiFiber SR Certifying OTDR 044X680 OF-500-15 24985.00 ea. 
OptiFiber Pro Inspector OTDR 044X885 OF-500-35 30790.00 ea. 


OptiFiber Multimode OTDR Module 044X892 OFTM-5610B $ 7990.00 ea. 
OptiFiber Multimode OTDR + PM Module 044X691 OFTM-5611B 8490.00 ea. 
OptiFiber Multimode OTDR + PM + Loss Length Module 044X693 OFTM-5612B 11990.00 ea. 
OptiFiber Singlemode OTDR Module 044X694 OFTM-5730 7990.00 ea. 
OptiFiber Singlemode OTDR + PM Module 044X696 OFTM-5731 8490.00 ea. 
OptiFiber Singlemode OTDR + PM + Line Loss Module 044X698 OFTM-5732 11990.00 ea. 
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DTX Compact OTDR for 
Fiber Testing and Certification 


e Shoot/analyze OTDR single- and multimode traces at 850, 
1300, 1310 and 1550 nm 
¢ Perform basic loss/length certification and extended OTDR 
trace certification 

¢ Diagnose hard-to-find fiber failures 

The Fluke Networks® DTX Compact OTDR is a full-featured module that snaps 
quickly onto the back of a DTX CableAnalyzer™ mainframe. It transforms the popu- 
lar copper tester into a fully functioning optical time domain reflectometer (OTDR) 
capable of testing both multimode and singlemode fiber. The powerful module 
makes the CableAnalyzer the only copper cable certification and diagnostic tester 
that can also perform OTDR testing. 

This versatile combination provides unmatched ease of use for premises 
fiber testing. OTDR functionality will make your team become fiber testing and 
troubleshooting experts. Powerful, single-ended OTDR accelerates troubleshoot- 
ing. Shoot and analyze traces on singlemode and multimode fiber. Features 
fiber and extensive automatic OTDR settings, loss limits for events and fiber links, 
launch fiber compensation, automatic event analysis and results management. 

Whether you choose to buy a kit with the DIX CableAnalyzer and an OTDR module or 
just the module to add to your existing tester, you'll have a revolutionary test platform for 
both copper and fiber testing. 


DTX Compact OTDR Packages 
Choose the Correct OTDR Solution 


e Pick kit with OTDR module, mainframe 
and all accessories 

e Choose kit with OTDR module, mainframe 
and case 

e Get OTDR module with accessories and case 

e Select OTDR module with loss/length 
accessories and case 

e Or order just OTDR module and case 


DTX-OTDR-KIT is a DIX Compact OTDR Add-on Kit. This is 
the right option if you own a DIX CableAnalyzer with loss/length 
fiber capability and want to add the OTDR option with accessories. 
ncludes DTX Compact OTDR module, launch fibers, Fiber Optic 
Cleaning Kit and carrying case for OTDR with accessories. 

Select the DTX-OTDR/LL-KIT DTX OTDR and Complete Loss/ 
Length Kit if you own a DIX CableAnalyzer without fiber capability. 
t features OTDR module with accessories that provide complete 


Choose from two OTDR module and DTX mainframe kits fiber certification and troubleshooting capability. You also get fiber 
packaged with or without accessories. If you already own a DIX accessories, launch fibers, Fiber Optic Cleaning Kit, multimode 
CableAnalyzer™, pick from three module models you can install Be and singlemode fiber (loss/length) module sets and carrying case 
on your copper tester easily. They’re supplied with or without or OTDR with accessories. 
accessories. Or buy just the DTX-OTDR-QMOD DTX Compact OTDR Module if you want to add OTDR 

The DTX-1800-MSO is the Complete DTX-1800 Copper/Fiber/OTDR Certification Kit. It capability to an existing DTX mainframe. Also includes carrying case for OTDR with acces- 
features the DIX-1800 CableAnalyzer and DTX Compact OTDR module with the complete sories. Launch fibers not provided. 
testing and troubleshooting package. Pick this model if you install and maintain premise net- The 3-pound DIX mainframe with OTDR module installed measures 8.5" x 4.4” x 3.6". 
works with both copper and fiber cable. Accessories include smart remote, adapters, fiber One-year warranty. 
accessories, launch fibers, Fiberinspector Mini video microscope, Fiber Optic Cleaning Kit, 044x628 D7X-1800-MSO 120 Copper/Fiber/OTOR Certification Kit....... $30995.00 ea. 
multimode and singlemode fiber (loss/length) module sets plus cases for DIX CableAnalyzer : 
and OTDR with accessories. 044X643 DTX-QUAD-OTDR DTX Compact OTDR Starter Kit ........:cc 12990.00 ea. 

Model DTX-QUAD-OTDR is a DIX Compact OTDR Starter Kit that features the DIXCa- 944X640 DIX-OTDR-KIT DTX Compact OTDR AdA-ON Kit...-.-resesee 11490.00 ea. 
bleAnalyzer with OTDR module. Order it if you're looking for an OTDR for fiber troubleshoot- 044X637 DTX-OTDR/LL-KIT DTX Compact OTDR Loss/Length Kit........... 21990.00 ea. 
ing and extended certification. Also includes OTDR and fiber accessory case. 044X642 DTX-OTDR-QMOD 850/1300/1310/1550 DTX OTDR Modtule....... 9990.00 ea. 

DTX-1800-MSO DTX-QUAD-OTDR DTX-OTDR-KIT _ DTX-OTDR/LL-KIT DTX-OTDR-QMOD 


Complete DTX certification Fullfunctioning Compact OTOR kit Complete fiber kit Compact OTDR for 
__and troubleshooting kit DIX Compact OTDR _ for DTX owners for DTX owners DTX owners 


cen Multimode Launch 
Fibers 50 ee ve 


Fiber Optic ( Cleanin ‘Kit 


Standard Protective carrying ce 
Case for DTX CableAnalyzer 


Protective Carrying Case for 

DTX Compact OTDR and Accessories 
Multimode Fiber Module Set (loss/length) 
Singlemode Fiber Module Set (loss/length) 


800-866-5353 a 13 | www.specialized.net 


T-BERD 4000° Singlemode OTDR 


Modular Multiple Services Test Platform 


¢ Cost-effective, modular, and hand-held platform 
e Large 7-inch display 
¢ Flexible connectivity (WiFi/Bluetooth/1G Ethernet/USB) 
* Scripting capability for automatic data reporting 

The JDSU T-BERD 4000 FTTX Singlemode OTDR is a mini modular test platform with 
Singlemode FTTX module. Features a 7" High Visibility TFT Color Screen for indoor/outdoor 
usage. Numerical keypad for number and text edition and Menu/Sub-fnenu shortcuts. This 
advanced field design supports up to two modules at a time and comes with four rugged 
molded bumpers. 

The JDSU T-BERD 4000 offers the first multi-test platform that addresses the complete 
requirements of field service technicians entrusted with the installation and maintenance 
of leading-edge fiber- and copper-based digital subscriber (DSL) access network and 
triple-play services. The modular design of the tester enables maximum flexibility, upgrade- 


<> JDSU 


T-BERD 6000° QUAD Wavelength OTDR 
Compact Optical Field Test Platform 


¢ Best all-in-one multimode and singlemode solution 
¢ Highest-performance LAN OTDR 
¢ 8.4" Color Screen 

The JDSU T-BERD 6000 QUAD Wavelength OTDR is a highly integrated platform with 
a QUAD wavelength module for multimode and single-mode OTDR traces. Large 8.4" high- 
visibility Transflective Color Display screen is ideal for inside or outside use. Also features 2 
USB ports, RJ-45 ethernet port for remote control or FTP transfer. 

The event dead zone for the T-BERD 6000 is .5m for MM and .8 m for SM. The attenua- 
tion dead zone is 2 m for MM and 4 m for SM. Distance range is 80 km for MM and 380 km 
for SM. Operation time is eleven hours with standard display. Internal memory holds a 
thousand test results. 
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Expert 
Tools 
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App's 


ability, seamless support for future 
requirements and new testing 
capabilities. This provides continu- 
ous return on investment. 


Module Capacity 
OTDR Dynamic Range 
Display — : 


Includes handheld platform Preis Ss ene 
with super-size 7" landscape j Be Forces ys open 
high res color display, short- ee motte rane os 
range (32/30dB 1310/1550nm) Display Range — 
singlemode OTDR module with Battery Type 


light source/power meter option in 
module, UPC connector, SC connector adapter, wrap-around carrying case, ac adapter and 
manuals. The 4.35-pound unit measures 10.2" x 5.3" x 3.5". One-year warranty, 


345X700 784-DIS-LMD-S JDSU TBERD 4000 FTTX Singlemode OTDR....$5485.00 ea. 


Includes T-BERD 6000 Quad 
OTDR Package, Basic T-BERD 
6000 distributor package with 
multimode/singlemode range 
OTDR and SC/PC field replaceable 
connector, wrap around soft car- 
rying case, English user manuals 
(base unit and module), ac/dc 
adapter and removable high-capacity Li-ion battery. The 7.5-pound unit is 11.2" x 7.7" x 
3.7". One-year warranty. 


345X706 7B6-DIS-QUAD-S TBERD 6000 QUAD Wavelength OTDR.......... $8995.00 ea. 


800-866-5353 
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Display Wavelength 
Sweep Mode 


CYIDSU [Rete 
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Dense Wavelength os 
Channel Checker ae 
DWDM System Maintenance 


e Industry’s smallest and lightest 
DWDM channel checker 


e Supports C-band or L-band 
applications 


e Supports 50 GHz, 100 GHz, or 
200GHz channel spacing 

e Graphical/tabular display mode 
The JDSU OCC-56 is a handheld, battery- 
operated DWDM Channel Checker that is ideal 
for field service groups tasked with the installation, maintenance, and upgrades of DWDM 
systems. The OCC-56 scans the DWDM system and automatically records all channels with 
the wavelength/frequency and the related power level. The information can be displayed 
in a graphical spectrum format, or in a table of results so that users can easily check the 
performance of each and every channel. 

OCC-56C covers all ITU-T frequencies from 1528 nm to 1564 nm based on a 50 GHz 
grid. Includes four NiMH rechargeable batteries, AC adapter, belt bag and interchangeable 
SC adapter. The 1.1-pound unit is 3.74" x 2.36" x 7.68". One-year warranty. 


2277/41 JDSU OCC-56C DWDM Dense Wavelength Channel Checker SC 
SASN2G te eer an etree ate cess eee nents $6705.00 ea. 
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1550 nm 


ValidatorPRO™ 


ValidatorPRO™ and ValidatorPRO-NT 
Ethernet Network Management Tools 


e Measures optical power on single mode and 
multimode fiber 


e Conducts BER testing to speed certify Ethernet 
data transmission speed up to 1000BASE-T (1 Gb/s) 


e Measures SNR and skew to uncover impairments 
to electrical Ethernet data transmission 


Building on the capabilities of the JDSU Validator and Validator- 
NT, the JDSU ValidatorPRO series of Ethernet Network Management 
Tools offers a complete solution to test copper and fiber Ethernet 
cables. The ValidatorPRO Ethernet speed certifier with integrated opti- 
cal power meter and accompanying Plan-Um cable management soft- 
ware delivers the power to test both copper and fiber cabling, determine 
if cables can support Gigabit Ethernet, and perform troubleshooting for 
cable installations. The ValidatorPRO performs all tests offered by the Validator and Valida- 
tor-NT, including speed certifying the data-carrying capabilities of copper Ethernet network 
cables up to 1 Gb/s by testing for noise in the network, detecting faults in the cabling wiring, 
and ensuring that cables can support the speed capabilities of active equipment. 

To certify Ethernet speed performance of cable runs, the ValidatorPRO series of hand- 
held testers conducts bit error rate (BER) tests by sending data packets down specified cable 
runs at defined data rates to check for errors at the maximum throughput of the link. The 
ValidatorPRO also reports on signal quality that can impact high-speed data transmission 


800-866-5353 
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Coarse Wavelength 
Channel Checker 
CWDM System Maintenance 


e Wavelength scan range: 
1260 nm to 1620 nm 
e Industry’s smallest and 
lightest CWDM checker 
¢ Outstanding battery lifetime 
ensures highest flexibility 
e Graphical/tabular display mode 
The JDSU OCC-55 is a handheld, bat- 
tery-operated CWDM (Coarse Wavelength 
Division Multiplexing) Channel Checker that 
is ideal for field service groups tasked with 
the installation, maintenance, and upgrades 
of CWDM systems. The OCC-55 scans the 
CWDM system and automatically records 
all channels with the wavelength and related power level. The information can be displayed 
in a graphical spectrum format or in a table of results so that users can easily check the 
performance of each and every channel. 
Includes four NiMH rechargeable batteries, AC adapter, belt bag and interchangeable SC 
adapter. The 1.1-pound unit is 3.74" x 2.36" x 7.68". One-year warranty. 


2277/40 JDSU OCC-55 CWDM Coarse Wavelength Channel Checker SC 
345X258 


$5760.00 ea. 


(300) 866-5353 


Next-day 


Delivery Available 


2 kHz 


by measuring signal-to-noise ratio (SNR). Skew measurements 
provide the signal time delay between pairs that can impact 
Ethernet data transmission. The ValidatorPRO also provides 
continuity testing that detects opens, shorts, miswires, split 
pairs, reversals, and high-resistance faults while accurately 
measuring distance to faults and total cable length. 

The ValidatorPRO includes an integrated optical power meter 
that measures optical power at 850/1300/1310/1490/1550 nm on 
multimode or single-mode fiber to address an increasing number of 

Ethernet networks that now include optical links. 
The ValidatorPRO-NT version includes a comprehensive set of 
features for testing a network's active network capabilities; measure 
Power over Ethernet (PoE) to ensure the correct power is available on 
the correct pins, use port discovery to ensure the correct speed and 
duplex capability are available; connect at gigabit Ethernet and run ping 
tests to verify connectivity to IPhosts; discover network devices using 
Cisco Discovery Protocol (CDP) or Link Layer Discovery Protocol (LLDP), 
discovery and display essential information regarding functionality and configuration of 
802.11 b/g/n networks. The unit is 13.5" x 17.75" x 5". One-year warranty. 


NT1150 JDSU ValidatorPRO w/Optical Power Meter 
SB5XSB 1 Bere eee ce ees craisraes 1-2, $1690.00 ea.; 3-up $1611.00 ea. 
NT1155 JDSU ValidatorPRO-NT w/Optical Power Meter/Active Network Test 

335X392 1-2, $2390.00 ea.; 3-up, $2276.00 ea. 
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AXS-200/350 


Optical Loss Test Set 
FTTH, CWDM and DWDM Networks 


e Ideal for network-link characterization 
¢ Clear, LED-based pass/fail assessment 


Combined with EXFO's future-proof AXS-200 
Handheld Modular Platform, the AXS-200/350 Optical 
Loss Test Set (OLTS) is ideal for network-link char- 
acterization. Designed for first-class ease of use, this 
meter/source combo features a clear, LED-based pass/ 
fail assessment and indicator. It lets you set your own 
thresholds for loss measurements. Thanks to large data 
storage and reporting software, this test set facilitates data 
management and enables data transfer via Bluetooth or 
USB connection. It also offers complete test reports includ- 
ing certification of link with pass/fail information. 

AXS-200/350 provides simple operation, clear results, 
error-free semi-automatic loss testing and straightforward 
step-by-step loss testing wizard. Advantages include modular- 
ity, connectivity and high-legibility color screen. Controlled 
multimode launching conditions ensure reliable and repeatable 
loss measurements. 

Certify your network in a snap. At first, edit and save your 
standard. To get test results, select a standard. Follow easy step- 
by-step loss wizard. Set reference. Start test. Retest fibers as needed, 

If loss measured is above budget, fiber can be retested easily. View all results at a glance. 
Once cable is completely tested, AXS-200/350 displays a table of all values measured along 
with pass/fail status based on user-inputted fiber length. 

MM/SM model features a Ge detector meter with 850/1300-nm LED and 1310/1550- 
nm laser source (9/125 jm). SM version has a Gex detector meter with 1310/1550-nm 


AXS200/360 
Now TIA/TSB-178 
Compliant 


e Pass/fail results 

e Fiber loss wizard 

e User-definable 
thresholds 


To validate that the perfor- 
mance of their fiber networks 
meets industry standards, 
enterprise network installers and 
contractors must make sure that 
fiber links are installed properly and 
within specifications. To achieve this, 
they need to perform fiber certification 
testing prior to network commis- 
sioning, which provides them with 
complete documentation to fully assess 
the quality of the fiber installation. 

The AXS-200/360 Fiber Certifica- 
tion Test Set provides unparalleled ease 
of use and accuracy to perform all fiber 
certification and troubleshooting tasks. 
Moreover, it makes it simple to certify fiber 
to the latest standards. 

Combined with the AXS-200 Handheld 
Modular Platform, the AXS-200/360 has a 
user-friendly interface and numerous features. 

Optimized for various applications such as 10Gbit/s transmission, this test set delivers 
optical loss measurements at multiple wavelengths automatically and verifies user-inputted 
fiber lengths. 
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(300) 866-5353 


Next-day 


Delivery Available 


Power Meter MM/SM SM 
Detector Ge Gex 

Power Range (dBm) 10 to -75 26 to -59 
Wavelength Range (nm) 800 to 1650 800 to 1650 
Display Units dB, dBm, W dB, dBm, W 
Tone Detection 270 Hz, 1kHzand2kHz 270 Hz, 1kHz and 2 kHz 
Data Storage 10,000+ 10,000+ 
Nominal Wavelength (nm) 850/1300 1310/1550 
Spectral Width (nm) 50/135 25 

Output Power (dBm) =-20/=-20 (62.5/125 pm). 21/21 

Power Stability (dB), 15 min/8 hr + 0.05/+ 0.1 +0.03/+ 0.1 
Auto-Switching v v 

Tone Generation 270 Hz, 1 kHz, 2 kHz 270 Hz, 1 kHz, 2 kHz 
Battery Life (Typical Hrs/Auto Mode) 8 8 
Automatic Wavelength Recognition Vv v 


laser source (9/125 1m). Both include UPC/SC connector and SC (PC/ 
SPC/UPC/APC) connector adapter, reporting software, USB cable, Li-ion 
battery, ac adapter/charger, shoulder strap, Certificate of Calibration and 
CD-based user guide in a carrying case. The 3.22-pound module and 
platform measures 11.19" in x 4.94" x 3.25". Three-year warranty. 


multimode/singlemocde TK-AXS-350-2-A8-El-EUI-91 -FOA-54 
AXS-200/350 MM/SM Optical Loss Test Set 

S8ONS27 ie Seneca eee A eo ee $8990.00 ea. 

TK-AXS-350-2-A3-El-EUI-91-FOA-54 


AXS-200/350 SM Optical Loss Test Set 
880X823 2c Ae ees pee ee eet er tee A er $7790.00 ea. 


Singlemode 


Fill 


The FLS-600 Light Source is 
included with all three kits below. 


Your network may be comprised of multimode and singlemode fibers. Thanks to EXFO’s 
complete test set, you can now test both fiber types without changing module. You only need 
one tester—the AXS-200/360. This instrument allows you to qualify the physical layer for 
Ethernet transmission at up to 10Gbit/s on singlemode and multimode fibers. 

In addition to a powermeter, fiber certification requires a light source, namely the FLS- 
600 LightSource, which comes with the AXS-200/360 kit. 

All three kits include UPC/SC connector and SC (PC/SPC/UPC/APC) connector adapter, - 
reporting software, USB cable, Li-ion battery, ac adapter/charger, shoulder strap, Certificate 
of Calibration and CD-based user guide in a carrying case. The 3.2-pound unit is 116" x 
4'%/a" x 34", Three-year warranty, 


TK-AXS-360-A1-B3-El-EUI-91 
muUltimode/s lemod 
SSIES 'aXS-200/360 SM/MM Fiber Certification Test Kit 


SBOKG1 2 Pe bison sis cred tev aa ee $4885.00 ea. 


einglemodt de TK-AXS-360-A1-B2-El-EUI-91 


AXS-200/360 SM Fiber Certification Test Kit 
880X910). .cisisi hear ee ee $3485.00 ea. 


TK-AXS-360-A1-B1-EI-EUI-91 
AXS-200/360 MM Fiber Certification Test Kit 


880X906 2 s.cigssn, stata Ge aa ia, oe $3485.00 ea. 


TK-AXS-360-A1-EI-EUI-91 Fiber Certification Tester (Light Source not included) 
880X915 oii Aen ne ee ee aes $2795.00 ea. 
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A Division of AFLTelecommunications 


QUAD Fiber Certification Test Kit 
For Testing and Troubleshooting MM and SM Fiber Links 


e Integrated OPM, OLS, and VFL (650 nm) 

e Dual-wavelength certification Pass/Fail 

e Internal (1000s tests) and USB storage 

e Transflective (indoor/outdoor) touch screen display 


Combining two C840 Certification Testers, the Noyes C880 QUAD 
Certification Test Kit from AFL Telecommunications is designed for testing 
and troubleshooting both multimode and singlemode fiber links. Each tester 
includes an integrated Visual Fault Locator (VFL, 650 nm), both single-mode —— 
(Laser 1310/1550 nm) and multimode (LED 850/1300 nm) Optical Light 
Sources (OLS), and an Optical Power Meter (OPM). Each tester may be used 
alone as a traditional power meter, light source or visual fault locator. 

in Auto Test mode, the user may perform certification tests to one of the 
industry cabling standards (TIA, ISO, EN), one or more application standards, or 
a user-defined loss/length limit. Certification reports may be generated based on the 
selected standards and rules using PC reporting software. The transflective touch screen 
display of the C840 tester is suitable for both indoor and outdoor operation. Thousands of 
test results may be stored internally for transfer to a computer via a USB cable or a standard 
USB drive. Once test data is transferred to a computer, the supplied Windows® compatible 812X132 C880 Quad Fiber Certification Test Kit W/SC-LC.......0..:0-se000 $12346.00 ea. 
software allows technicians to view, print, and generate professional certification reports. 812X137 C880 Quad Fiber Certification Test Kit W/SC-ST........cccccseee 12346.00 ea. 


1) \ Neves” 


A Division of AFLTelecommunications 


Includes adapters, accessories software and soft carry case. The 2-pound unit is 8.8" x 
4.3" x 2.8". One-year warranty. 


QUAD OTDR and Fiber . 
Certification Test Kit 
For MM and SM Fiber Networks 


e Integrated OPM, OLS, and VFL (650 nm) 
e Full Auto, Expert, Real-Time 
OTDR test modes 
¢ Large transflective (indoor/outdoor) 
touch screen display 
e Tool-free, switchable test port adapters 
The Noyes C860 QUAD Certification and OTDR 
Test Kit from AFL Telecommunications includes one ; Bets sat 
handheld C840 QUAD OLTS Tester and one C850 J 3 a eS 
QUAD OTDR/OLTS with built-in auto test = o. = 
functionality. With this kit, technicians can 
troubleshoot and perform both Tier 1 and 
Tier 2 certification tests of MM and SM fiber 
networks, store results and create profes- 
sional test reports. 
The C850 is both a QUAD Certification 


Tester and full-featured QUAD OTDR te : ; ' (850/1300 nm) and SM (1310/1550 nm) auto loss tests of one or two fibers in one or both 
compact case with a large transflective touch pall display Suitable for both indoor and directions as well as measure both loss and length of the fibers and compare to industry 
outdoor pperanion: The C850 teatlires singlemode and multimode OTDR capabilities, hoth standards (TIA/ISO/EN), applications and user-defined thresholds values to certify the fibers. 
singlemode and multimode Optical Light Sources (OLS), Visual Fault Locator (VFL, 650 Either unit can be identified as the Main or Remote. 

nm), and an Opt cal Power Meter (OPM). As an OTDR, the C850 supports Full Auto, Expert includes one C850 Quad OTDR/Auto Test Certification Tester, one C840 Quad Auto 
(manual) and Real- ue lest modes, simultaneous dual and single wavelength testing, and Test Certification tester, port adapters, fiber rings, jumpers, mandrels, stylus pens for touch 
Event and Pass/Fail analysis based a) default or user-defined thresholds, screen, USB thumb drive (1G), USB to mini-usb cable, small plastic parts box, one-click 

The C840 QUAD Certification Tester includes VFL, OPM, and both singlemode cleaner, Cletop SB white tape, report software, user guide, hard transit case and soft case 


(1310/1550 nm) and multimode (850/1300 nm) OLS. The C840 may be used alone as a 


a : ; for C850. One-year warranty. 
traditional power meter or light source to measure fiber loss or as a visual fault locator to 2 
find fiber breaks. 812X120 C860 Quad OTDR & Fiber Certification Test Kit SC-LC............ $22796.00 ea. 


The C840 and C850 can be used together to perform Tier 1 dual wavelength MM 812X126 C860 Quad OTDR & Fiber Certification Test Kit SC-ST...........4+. 22796.00 ea. 


800-866-5353 Boz www.specialized.net 
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For a Complete Selection of 


Petia hed - A Division of AFLTelecommunications ‘ ' A A 
Caps LWA 
Multimode/ AFL Telecommunications 
Singlemode Test Kit — Light Source 
With Wave ID wit Moe 0 
and Set Reference 


Kit with OLS4 integrated LED/ / (=) =) (-} G) 
laser light source and OPM4-2D power =] | 


meter tests fiber optic networks with O 


hybrid (singlemode and multimode) 

cables. Source has 850- and 1300-nm | 1 

LED output from MM output port plus | NOYES , OPate 
1310- and 1550-nm laser output from OP : VOYES 
SM port. Outputs are stabilized for 
accurate results per current TIA/EIA 
requirements, 

Meter has Wave ID automatic 
wavelength identification and switching 
when used with OLS4. Use 270-Hz, 330-Hz, 1-kHz and 2-kHz multiple test tone detection for fiber identification. Meter with 
large, dual-wavelength LCD and backlight stores optical references for each calibrated wavelength. 

The SMLP-4 kits include rubber boots, adapter cap, 50- and 62.5-1m mandrels, AA batteries and user's guide in a case. 
The 4-pound kits are 12" x 12" x 5", Three-year warranty. Patch cords not included. 


Dual-Port Source os 1-2, $2590.00 ea.; 3-up, $2513.00 ea. 
sae ce ee 1-2, 2590.00 ea. 3-up, 2513.00 ea. 
Connector Styles SC, ST, FC 1-2, 2590.00 ea.; 3-up, 2513.00 ea. 

Meter AS ~ OPM4-2D 812X708 OLS4 (SC) Optical Light Source Onl 2225. ea he 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 

_ Measurement Range/Units 6 to -60 812X710 OLS4 (ST) Optical Light SOUFCE OMM.....ccc0ccsecccc00s+c0+ss00seecseeseseess.-... 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 

i p dB, dBm, pW 812X706 OLS4 (FC) Optical Light SOULCE OMMY......:+c.+se00+c00+se0ss00+sec00ee00s000s-- 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 
Wavelengths (nm) 850, 1300, 1310, 1550 812X554 OPM4-2D Power Meter OMY ..ccccccccccscscscsssssssssssssssssssseseeseessesscccc. 1-2, 445.00 ea.; 3-up, 432.00 ea. 


880-1900 
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Multimode/ | OLs4 
. - iptical Light Source 
Singlemode Test Kit oa Haw 


With Wave ID and Data Storage = tees 


Test fiber networks with hybrid (singlemode and 
multimode) cables using OLS4 integrated LED/laser light 
source and OPM5-2D power meter. Source features 
850- and 1300-nm LED output from MM output port 
plus 1310- and 1550-nm laser output from SM port. 
Outputs are stabilized to ensure accurate test results per 
current TIA/EIA requirements. 

Meter offers Wave ID automatic wavelength iden- 
ification and switching when used with the OLS4 light 
source. Use 270-Hz, 330-Hz, 1-kHz and 2-kHz mul- 
tiple test tone detection for fiber identification. Meter 
with large, dual-wavelength LCD and backlight stores 
optical references for each calibrated wavelength. Store up to 500 records per wavelength The Noyes SMLP5-5 
of power or insertion loss measurements in internal non-volatile memory. Using the supplied kits include protective rubber 
Windows® compatible software and USB connection, these test records may be transferred boots, adapter cap, USB cable, Eniiitse 7 # 
to a PC for storage, display, analysis and printing. Windows® compatible software, cusneele Bae 
50- and 62.5-um mandrels, AA erin? 


Har nae Meter : si 
batteries and user's guide ina 
—————___SMLP4-4and SMLP5-5Speciiatons Comparison © aes anus 4-pound ‘Measurement Range/Units 


ie 


— 


_ Wavelengths | 


SMLP4-4 _ SMLP5-5 kits measure 12" x 12" x 5", 3 Wavelengths (nm) a 

Source ig ols4 I oLs4 Three-year warranty. Patch Test Storage 

= : : cords not included. 

___ Lightwave Transmission SM/MM SM/MM 

__ Tone Generation Mode Hp 4: fides Sal eset G7 isa 812X207 SMLP5-5 (SC) Complete MM/SM Kit. 1-2,$2990.00 ea.; 3-up, $2901.00 ea. 

j . . NE 812X578 SMLPS5-5 (ST) Complete MM/SM Kit. 1-2, 2990.00 ea.; 3-up, 2901.00 ea. 

ain scans) Ets Evie cL 812X728 SMLP5-5 (FC) Complete MM/SM Kit. 1-2, 2990.00 ea.; 3-up, 2901.00 ea. 

_ Multimode/Singlemode Both Both 812X708 0L54 (SC) Optical Light Source Only 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 

_ Reference Power Level Storage 9 ¥ pene 812X710 OLS4 (ST) Optical Light Source Only. 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 

ar toe $3 A 812X706 0LS4 (FC) Optical Light Source Only. 1-2, 2290.00 ea.; 3-up, 2222.00 ea. 
812X560 OPM5-2D Power Meter Only............ 1-2, 790.00 ea.; 3-up, 767.00 ea. 
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Singlemode Test Kit 
1310/1490/1550nm Test Kit, SC 

The Noyes Fiber SLP4-FTTH Triple Wave Test Kit 
features triple wavelength singlemode Laser output with 
Wave ID and Set Reference. Each wavelength may be 
transmitted individually at CW or with user selectable 
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A Division of AFLTelecommunications 


Singlemode Test Kit 
1310/1490/1550nm Test Kit w/Data Storage 
The Noyes Fiber SLP5-FTTH Triple Wave Test Kit 
features triple wavelength singlemode Laser output with 
Wave ID and Set Reference. Each wavelength may be 
transmitted individually at CW or with user select- 


modulated Tone. Also, each wavelength (1310, 1490 Sa Aers : oer ; ott ort aH able modulated Tone. The SLP5-FTTH has up to 500 
and 1550nm) may be transmitted with Wave ID. Source OLS7-FITH _ records per wavelength storage. 
The OPM4-4D optical power meter features Wavelength Transmission 1310, 1490, 1550nm =—_1310, 1490, 1550nm The OPM5-4D optical power meter features auto- 


automatic wavelength identification and switching Tone Generation Mode 
(Wave ID) when used with the OLS7 optical light source, EmitterType 
multiple test Tone detection for fiber identification, and Meter = 
stores optical references for each calibrated wavelength. jwwysm ti—~sS 
A large dual-wavelength LCD display with backlight Dual Display 
shows measured power or insertion loss, calibrated ; Sa ENS 

_ Data Storage 


wavelengths, tone signal, wavelength ID and estimated 
remaining battery life. 

Includes OLS7-FTTH optical light source, OPM4-4D optical power meter, AA batteries, 
protective rubber boots, SC adapter cap, user guide and carry case. 


SLP4-FTTH Triple Wavelength Singlemode Test Kit, SC 
SU 2K 7 2 hee ee enero 1-2, $3140.00 ea.; 3-up, $2983.00 ea. 


Triple Wavelength SM Light Source 
1310/1490/1550nm From a Single Port 


The Noyes Fiber OLS7-FTTH Triple Wavelength Sin- 
glemode Laser Source is a rugged laser source designed 
for performing insertion loss measurements on singlemode 
fiber optic links when used with an optical power meter. 
Features a triple wavelength LASER output from a single 
port and is easy to operate. Each wavelength may be trans- 
mitted individually at CW or with user selectable modulated 
Tone. Also, each wavelength may be transmitted with Wave ID. When transmitting with 
Wave ID, the OLS7 will also support transmitting pairs of wavelengths in an alternating 
pattern and triple wavelengths in a sequential pattern. Perfect for today’s FTTH network 
architectures featuring a triple wavelength LASER output from a single port: 1310nm output 
for testing in the upstream direction and 1490 or 1550nm, for testing in the downstream 
direction. Output ports are equipped with UCI based removable adapters to allow the output 
connectors to be inspected and cleaned. The OLS7 offers long battery life from common AA 
alkaline batteries with external AC adapter available as an option. 


OLS7-FTTH Triple Wavelength SM Light Source, SC 
STZXS 12 ie ote eaeeretiinse 1-2,$2490.00 ea.; 3-up, $2416.00 ea. 


800-866-5353 
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matic wavelength identification and switching (Wave ID) 


Laser Laser when used with the OLS7 optical light source, multiple 
M4- ‘OPM5-4D_ test Tone detection for fiber identification, and stores 
“Both Both optical references for each calibrated wavelength. 
Fae eae . A large dual-wavelength LCD display with backlight 
ee bee : shows measured power or insertion los, calibrated 
a wavelengths, tone signal, wavelength ID and estimated 
remaining battery life. 
Includes OLS7-FTTH optical light source, OPM5-4D optical power meter, AA batteries, 


protective rubber boots, SC adapter cap, user guide and carry case. 


SLP5-FTTH Test Kit, SC with Data Storage 
BINT 2B errs re erase ieee sere naan 1-2, $3485.00 ea.; 3-up, $3311.00 ea. 


Fiber Optic 
Power Meters 
Automatic Wave ID 


The Noyes Fiber OPM4-4D 
and OPM5-4D from AFL Tele- 
communications are handheld 
optical power meters designed 
for measuring optical power in 
Premises, Telco, or Broadband networks and for performing insertion loss measurements 
on multimode or single-mode fiber optic links. Calibrated wavelengths are 850, 980, 131 0, 
1490, 1550 and 1625nm. 

The OPM5-4D stores up to 500 records per wavelength of power or insertion loss 
measurements. Adapter caps not included. 


OPM4-4D Fiber Optic Power Meter 
812X555 Se eee eaten 1-2, $595.00 ea.; 3-up, $578.00 ea. 


OPM4-4D 


OPM5-4D 


OPM5-4D Fiber Optic Power Meter w/Data Storage 
B12N71 2 eae tees 1-2, $949.00 ea.; 3-up, $921.00 ea. 
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Singlemode Test Kit 
With Wave ID and Set Reference 


¢ Power measurements in dBm or pW; insertion loss in dB 
¢ N.I.S.T-traceable handheld unit is rugged and lightweight 

Noyes’ SLP4-6D combines an OLS2-Dual laser light source and an OPM4-4D optical 
power meter to test singlemode fiber optic networks. This rugged, handheld, lightweight kit 
is designed for field use. The source features 1310- and 1550-nm laser output from a single 
port. Output is stabilized to ensure accurate test results per TIA/EIA requirements. 

The included power meter offers Wave ID automatic wavelength identification and 
switching when used with the included source. Use 270-Hz, 330-Hz, 1-kHz and-2 kHz 
multiple test tone detection for fiber identification. Model OPM 4-4D with a large, backlit, 


OO OO OOUC CFC 


Source OLS2-Dual 
Wavelengths 1310, 1550 
Emitter Type Laser 
Connector Styles SC, ST, FC 

Meter OPM4-4D 
Measurement Range/Units 26 to -50 

dB, dBm, pW 

Wavelengths (nm) 850, 980, 1310, 1480, 


1550, 1625 
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| Laser Source 


| We Wiove wo 


~ 
O 


Singlemode Test Kit 
With Wave ID and Data Storage 


¢ Wave ID automatic wavelength 
identification and switching 

¢ Dual/single Wave ID, CW and 
modulated tone (on singlemode output) ne 

* Source features adjustable output 


Use the OLS2-Dual laser source and OPM5-4D OPM 
to test SM fiber networks. Source has 1310- and 1550- 
nm laser output from single port. Output is stabilized to 
ensure accurate results per TIA/EIA requirements. 

Use the meter with the source for auto wavelength |.D. and switching. Features 270-Hz, 
330-Hz, 1-kHz and-2 kHz multiple tone detection for fiber |.D. The meter with large, backlit, 
dual-wavelength LCD stores 500 optical references for each calibrated wavelength. Use the 
USB port to download stored records. 

Kits include rubber boots, adapter cap, USB cable, Windows® compatible software, 
user's guide, AA batteries and case. The 4.5-pound units are 12" x 12" x 5", Three-year 
warranty. Patch cords not included. 


° (4) 
Ovtent 
Aces 


NOYES 


OLS2-Dual 
1310, 1550 


dB, dBm, pW 

850, 980, 1310, 1480, 
1550, 1625 

Test Storage Yes 


Wavelengths (nm) 
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Singlemode 


dual-wavelength LCD stores optical references for each calibrated wavelength. 
Kits include rubber boots, adapter cap, AA batteries and user's guide in a Carry case. 
The 4.5-pound units are 12" x 12" x 5". Three-year warranty. Patch cords not included. 


812X572 SLP4-6D (SC) Complete SM Kit....... 1-2, $2185.00 ea.; 3-up, $2120.00 ea. 
812X720 SLP4-6D (ST) Complete SM Kit....... 1-2, 2190.00 ea.; 3-up, 2125.00 ea. 
812X567 SLP4-6D (FC) Complete SM Kit....... 1-2, 2185.00 ea.; 3-up, 2120.00 ea. 
812X702 OLS2-Dual (SC) Light Source Only... 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X704 OLS2-Dual (ST) Light Source Only... 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X700 OLS2-Dual (FC) Light Source Only... 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X555 OPM4-4D Optical Power Meter Only..1-2, 595.00 ea.; 3-up, 578.00 ea. 


i eal 
Hownload aud Print 


For a Complete Selection of 
Adapter . 
Caps @ 


812X716 SLP5-6D (SC) Complete SM Kit...... 1-2, $2590.00 ea.; 3-up, $2513.00 ea. 
812X718 SLP5-6D (ST) Complete SM Kit...... 1-2, 2590.00 ea.; 3-up, 2513.00 ea. 
812X714 SLP5-6D (FC) Complete SM Kit...... 1-2, 2590.00 ea.; 3-up, 2513.00 ea. 
812X702 OLS2-Dual (SC) Light Source Only. 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X704 OLS2-Dual (ST) Light Source Only. 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X700 OLS2-Dual (FC) Light Source Only. 1-2, 1590.00 ea.; 3-up, 1543.00 ea. 
812X712 OPM5-4D Optical Power Meter Only.1-2, 


949.00 ea.; 3-up, 921.00 ea. 
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Test Storage 
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Multimode Test Kit 
With Wave ID and Set Reference 


e Wave ID (auto ID and switching) 
e Power measurements in dBm or pW 


Use the Noyes OLS1-Dual LED light source and 
OPM4-2D meter to test multimode fiber networks. 
Source has 850- and 1300-nm LED output from a 
single output port. 

The meter has Wave ID automatic wavelength 
identification and switching when used with source. 
Use multiple test tone detection for fiber identifica- 
tion. Meter with backlit, dual-wavelength LCD stores 
optical references for each calibrated wavelength. 


OLS1 DUAL 


NOYES 
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Kits include protective rubber boots, adapter cap, 50- and 62.5-11m mandrels, AA bat- 
teries and user’s guide carry case. These 3.5-pound kits are 13.5" x 9.5" x 4.5". Three-year 
warranty. Patch cords not included. 


812X310 MLP4-2 (SC) Complete MM Kit...... 1-2, $1190.00 ea.; 3-up, $1155.00 ea. 
812X320 MLP4-2 (ST) Complete MM Kit...... 1-2, 1190.00 ea.; 3-up, 1155.00 ea. 
812X665 MLP4-2 (FC) Complete MM Kit...... 1-2, 1190.00 ea.; 3-up, 1155.00 ea. 
812X690 0LS1-Dual (SC) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 
812X695 0LS1-Dual (ST) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 
812X685 0LS1-Dual (FC) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 
812X554 OPM4-2D Power Meter Only.......... 1-2, 445.00 ea.; 3-up, 432.00 ea. 


_OPM4-20 
6to-60 
dB, dBm, pW 

850, 1300, 1310, 1550 
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Multimode Test Kit 
With Wave ID and Data Storage 


e Dual or single Wave ID and CW 
e Store and download up to 500 test 
records per wavelength 
OLS1-Dual light source and OPM5-2D opti- 


cal power meter test multimode fiber networks. Source has 850- and 1300-nm LED output 4 9%334 =MLP5-2D (SC) Complete MM Kit.... 1-2, $1590.00 ea.; 3-up, $1543.00 ea. 


from single output port. ; ; g ae 1 
Meter with backlit dual-wavelength LCD has Wave ID automatic wavelength identifica- 812X332 MLP5-2D (ST) Complete MM Kit... 1-2, 1890.00 €a.; 3-up, 1543.00 ea. 


= | 
—/  NOVES ee 


multimode 


tion and switching when used with source. Store up to 500 records per wavelength in 812X670 MLPS-2D (FC) Complete MM Kit.... 1-2, 1890.00 ea.; 3-up, 1543.00 ea. 
internal non-volatile memory. Has USB port for download of stored records. 812X690 0LS1-Dual (SC) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 

Kits include rubber boots, adapter cap, USB cable, Windows® compatible software, 812X695 0LS1-Dual (ST) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 
50- and 62.5-l1m mandrels, AA batteries, user’s guide and case. These 3.5-pound kits are 812X685 OLS1-Dual (FC) Light Source Only. 1-2, 795.00 ea.; 3-up, 772.00 ea. 
13.5" x 9.5" x 4.5", Three-year warranty. Patch cords not included. 812X560 OPM5-2D Power Meter Only.......... 1-2, 790.00 ea.; 3-up, 767.00 ea. 


; — MLP4-2 MLP5-2D 
Source vie OLS#-Dual OLS1-Dual 
Lightwave Transmission Gk Multimode Multimode 
Meee eo OPE _OPMS-20_ 
~~ Multimede/Singlemode ce fg Both Ser Gobet, 
ie Reference F ponent Level Storage eS ire RW ie 
: ‘Dual Display — aS DAE a: bias Alas: 
| Test Storage ss ve ae iu : a a Vv 
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Contractor Series Multimode and Singlemode Test Kit 
Dual LED and Laser Sources with Meter 
¢ MM/SM insertion loss measurements 
¢ Rugged, palm sized and field portable 
The cost-effective CKSM-2 kit com- 


bines the CSS1-MM dual LED light source, _———_CKSM2 Specifications 


Contractor Series Multimode Test Kit NO 
MM Dual LED Source and Power Meter 
¢ MM insertion loss measurements 

¢ Large LCD with backlight 


Combining the CSS1-MM dual LED light source and CSM1-2 optical power meter, the 
Noyes CKM-2 is a cost-effective test kit. Kit features reference power level storage, long 


Test & Inspection 


A Division of AFLTelecommunications 


battery life, automatic power-off CSS1-SM dual laser source and CSM1-2 (Source _ 
function and battery gauge. _CKIM2 Specifications = power meter. Light sources feature dual Wavelengths 
Light source features 850- Source CSS1-MM output (850/1300-nm LED or 1310/1550- Emitter Type ii 
and 1300-nm LED output from a Wavelengths 850, 1300 nm laser, respectively) from a single _ Connector Style 
single output port. A large easy- Emitter Type LED output port. Easy-to-read LCD displays Source 
to-read backlit LCD shows emitted with backlight show emitted wavelengths Wavelengths 
wavelengths (nm), tone frequency soe claatinethic td oe (nm), tone frequency (Hz) and low-battery Emitter Type 
(Hz) and low-battery condition. Meter CSM1-2 condition. Optical power meter operates . ees 
The optical power meter Measurement Range/Units +6 to -60 dBm at 850, 1300, 1310 and 1550 nm. It _ Connector Style — 
operates at 850, 1300, 1310 and Wavelengths (nm) 850, 1300, 1310, 1550 features 270-, 330-, 1000- and 2000-Hz Meter es 
1550 nm. It features 270-, 330-, test tone detection for fiber identification. Meas. Range/Units 
1000- and 2000-Hz test tone detection for fiber identification. Kit includes 2.5-mm universal adapter | Wavelengths (nm) — 
Kit Includes 2.5-mm universal adapter cap for the CSM1-2, fixed SC connector for the cap for the CSM1-2, fixed SC connector 


for the CSS1-MM, UCI-SC adapter for the CSS1-SM, 50 and 62.5 micron mandrels, four AA 
alkaline batteries and user’s guide in a soft carry case. 


CSS1-MM, 50 and 62.5 micron mandrels, four AA alkaline batteries and user’s guide in a 
soft carry case. The 3.2-pound kit measures 13.25" x 9" x 4.25". Three-year warranty. 


812X632 CKM2 Contractor Series Multimode TeSt Kit.........6.cccccccc0c00c00000. $795.00 ea. 812X634 CKSM2 Contractor Series MM and SM Test Kit ......22..--...-...... $1645.00 ea. 


OTDR and OLS Series Test Port Adapters * 
For C850, C860, M200, M650, M700, OFL-250 & OFL-280 OTDRs 
The test ports on Noyes OTDRs C880 certification tester and OLS series light sources are equipped with tool-free, switchable adapters. Change ac- 


812X158 


cessories in seconds to allow these test tools to interface launch cables. t. 
Stock No. Part No. Description Price Ea. Gp 
812X156 2900-50-0004MR ST: Tool-free, switchable ST Test Port Adapter for Noyes OTDRs and OLSs. $54.00 812X156 BP 812x154 
812X158 2900-50-0006MR LC: Tool-free, switchable LC Test Port Adapter for Noyes OTDRs and OLSs. 81.00 dd» 
812X152 2900-50-0002MR FC: Tool-free, switchable FC Test Port Adapter for Noyes OTDRs and OLSs. 54.00 eee 
812X154 2900-50-0003MR SC: Tool-free, switchable SC Test Port Adapter for Noyes OTDRs and OLSs. 54.00 812X152 


Optional Screw-on Adapter Caps 
For ALL Noyes Power Meters and OFS-300-200C and VS300 Inspection Scopes 
Add additional adapters to Noyes test kits and inspection scopes to make them more versatile in the field and prevent costly 


downtime. Noyes standard thread-on adapter caps are used to mate non-angled single-fiber and dual-fiber connectors to optical 
power meter ports on OPM series optical power meters and inspection ports on OFS-300-200C and VS300 inspection scopes. 


Stock No. 
812X212 


Stock No. 
812X182 


Part No. 
8800-00-0210 


Price Ea. 
$243.00 


Price Ea. 
$ 54.00 


Description 


Description 
ESCON Screw-on Adapter Cap 


8800-00-0224  1.25-mm Universal Adapter Cap 


812X214 8800-00-0214 — 2.5-mm Universal Adapter Cap 54.00 812X184 8800-00-0211 DIN 47256 Screw-on Adapter Cap 54.00 
812X200 8800-00-0200 — FC Screw-on Adapter Cap 54.00 812X205 8800-00-0205 — FDDI Adapter Cap for Meters 103.00 
812X209 8800-00-0209 SC Screw-on Adapter Cap 54.00 812X201 8800-00-0201 D4 Screw-on Adapter Cap 54.00 
812X202 8800-00-0202 — ST Screw-on Adapter Cap 54.00 812X188 8800-00-0223  1000-m Screw-on Adapter Cap 
812X221 8800-00-0221 — E-2000 Screw-on Adapter Cap 178.00 812X215 8800-00-0226 — MU Simplex Adapter Cap 103.00 
812X204 8800-00-0204 — Biconic Screw-on Adapter Cap 54.00 812X190 8800-00-0230 — MT-Ru (A Side Only) Adapter Cap 103.00 
812X203 8800-00-0203 SMA Screw-on Adapter Cap 54.00 812X192 8800-00-0231 MT-Rd (A or B Side) Adapter Cap 103.00 
812X222 8800-00-0225 — LC Simplex/Duplex Adapter Cap 97.00 812X194 8800-00-0232  2.5-mm Nickel Silver Adapter Cap 54.00 
812X219* 8800-00-0219 — Backplane SC Adapter Cap 54.00 812X216* 8800-00-0236 — 1.25-mm Backplane Adapter Cap 54.00 
812X186 8800-00-0212 — Radial PFO/VFO Adapter Cap 54.00 “For use with OFS-300-200C and VS300 Optical Fiber Scopes only. 
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FTK1000 
Basic Multimode 
Fiber Verification Kit 
The Fluke Networks FTK1000 SimpliFiber Pro 
Basic Fiber Verification Kit is for multimode applica- 
tions. The FTK1000 allows you to test multimode 
fiber for power loss in any multimode network. 
Includes SimpliFiber Pro Optical Power Meter with 
SC adapter, 850/1300 multimode source with SC con- 
nector and carry case. 


044X396 FTK1000 Basic Multimode Verification Kit .........:::ccccceeeeeee $1990.00 ea. 


044X956 SFPOWERMETER SimpliFiber Pro Optical Power Meter.............-.++ 925.00 ea. 
044X857 SFSINGLEMODESOUR SimpliFiber Pro SM 1310/1550 Source ... 1690.00 ea. 


For a Complete ae jon.of 
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FTK1300 
Multimode Verification Kit 


The Fluke Networks FTK1300 Multimode 
Fiber Verification Kit is for testing, inspecting and 
troubleshooting multimode fiber. Measure power 
and loss quickly and accurately with the automatic 
wavelength-sensing feature of the meter that identi- 
fies the source wavelength and sets itself appropriately 
so you don’t have to. 

Includes Power Meter, 850/1300nm source with SC connector, VisiFault VFL, FiberViewer 
Inspection Scope, FiberFinder Remote ID sources, carrying case, ST and LC adapters. 


044X397 FTK1300 Multimode Fiber Verification Kit...........:csssecesesesesees $2960.00 ea. 
044X956 SFPOWERMETER SimpliFiber Pro Optical Power Meter..............-.- 925.00 ea. 
044X957 SFSINGLEMODESOUR SimpliFiber Pro SM 1310/1550 Source ... 1690.00 ea. 
044X891 VISIFAULT Visual Fault LOCAtOF 0.0.0... cececeestsesesessesessressesenecsenees 300.00 ea. 
044X753 FINDFIBER Remote ID SOUICE.........:.ccccccceeeseteeersereesessessseeeeeseeees 150.00 ea. 


FTK1450 


Complete Fiber 
Verification Kit with FT500 


The Fluke Networks FTK1450 Complete 
Fiber Verification Kit with FT500 Fiber 
Inspector Mini is for testing, inspecting and 
troubleshooting multimode fiber. Measure power 
and loss quickly and accurately with the automatic 
wavelength-sensing feature of the meter that 
identifies the source wavelength and sets itself 
appropriately so you don’t have to. 

Includes power meter, MM & SM light sources 
with SC port, VisiFault VFL, FT500 Fiber Inspector Mini, 
FiberFinder Remote ID sources carrying case, ST and LC 
adapters and fiber optic cleaning kit. 


044X399 FIK1450 Complete Fiber Verification Kit W/FT500.........:+:+000 $6040.00 ea. 
044X956 SFPOWERMETER SimpliFiber Pro Optical Power Meter................. 925.00 ea. 
044X957 SFSINGLEMODESOUR SimpliFiber Pro SM 1310/1550 Source ... 1690.00 ea. 
044X891 VISIFAULT Visual Fault LOCAtOF ...........ccccccccecetceetsneeseteeseeneteetenees 300.00 ea. 
044X779 FT500 Fiberlnspector Mini Vid@O MICOSCOPE.........2..:::::1seeees 1490.00 ea. 


800-866-5353 


FTK2000 
Singlemode Fiber Verification Kit 


The Fluke Networks FTK2000 Singlemode 

Fiber Verification Kit is for testing, inspecting and 
troubleshooting singlemode fiber. Measure power 
and loss quickly and accurately with the automatic 
wavelength-sensing feature of the meter that identi- 
fies the source wavelength and sets itself appropriately 
so you don't have to. 
ncludes power meter with SC adapter 1310/1550 
singlemode light source with SC connector and carry case. 


044X401 FTK2000 Singlemode Fiber Verification Kit .........:2:ccccccesseseees $2790.00 ea. 
044X956 SFPOWERMETER SimpliFiber Pro Optical Power Meter Only......... 925.00 ea. 


FTK1350 
Multimode Fiber 
Verification Kit with FT500 


The Fluke Networks FTK1350 Multimode Fiber 
Verification Kit with FT500 Fiber Inspector Mini is 
for testing, inspecting and troubleshooting multimode 
fiber. Measure power and loss quickly and accurately 
with the automatic wavelength-sensing feature of the 
meter that identifies the source wavelength and sets itself 
appropriately so you don't have to. 

Includes power meter, 850/1300nm source with SC connector, VisiFault VFL, FT500 
Fiber Inspector Mini, FiberFinder Remote ID sources, carrying case, ST and LC adapters. 


044X398 FTK1350 Multimode Fiber Verification Kit W/FT500 ............0++- $4115.00 ea. 
044X956 SFPOWERMETER SimpliFiber Pro Optical Power Meter................ 925.00 ea. 
044X957 SFSINGLEMODESOUR SimpliFiber Pro SM 1310/1550 Source ...1690.00 ea. 
044X779 FT500 FiberInspector Mini VideO MICFOSCOPE..........:::ssecsessesseeee 1490.00 ea. 
044X753 FINDFIBER Remote ID SOUICE ..........:.cceccccccesetetsesccnseeeterseseeseseiees 150.00 ea. 


SimpliFiber Pro Kit Contents 


Basic Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 850/1300 
multimode source, and carrying case 


FTK1000 


Singlemode Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 
1310/1550 singlemode source, and carrying case 


Multimode Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 
850/1300 multimode source, VisiFault VFL, FT120 FiberViewer, FindFiber Remote 
ID sources, and carrying case; ST and LC adapter 


Multimode Fiber Verification Kit with FT500 FiberInspector Mini: includes 
SimpliFiber Pro optical power meter, 850/1300 multimode source, VisiFault VFL, 
| FT500 Fiberinspector Mini, FindFiber Remote ID source, and carrying case; ST and 
LC adapter 


FTK1350 


Complete Fiber Verification Kit with FT500 @ Eiherigpectne Mini: includes SimpliFiber — 
| Pro optical power meter, 850/1 300 multimode source, 1310/1550 singlemode 
source, VisiFault VFL, FT500 Fiberinspector Mini, two (2) FindFiber Remote ID 

| sources, and carrying case; ST and LC ie NFG-Kit-Box fiber optic cleaning kit 
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EXFO FiberBasix 100 Series Test Kits 


EXFO’s handheld FiberBasix 100 Series tester kits with a revolutionary interchangeable source interface meet 
basic day-to-day test requirements while keeping you within budget. 


Singlemode Test Kits rN 
Designed for CATV Use and Outside Plant Testing 
The FBK-105 Test Kit is designed for CATV use with a 
measurement range of 26 to -50. The included power meter Ge detector offers high accuracy and referencing value setting ca- 
has a high-power Ge detector. It features highly accurate power pabilities. The laser light source with 1310/1550-nm wavelength 
measurements and reference value setting. The laser light source —_ provides excellent stability and high measurement accuracy. 
provides excellent stability and high measurement accuracy for Both kits include optical power meter with connector adapter, 
1310 & 1550nm wavelengths. Use it with the included power laser light source with EUI connector, test jumper, alcohol pads, 
meter to measure attenuation on fiber-optic links. ac adapter, three AA batteries, wrist strap, certificate of calibration 
The FBK-102 Test kit is designed for Outside Plant testing and user guide in a carrying case. This kit measures 12" x 10.5" 
with a measurement range of 10 to -60. The power meter with x 4", One-year warranty. 
CATV Singlemode Test Kit 
880X322) 7BK-/05-E-EUI-9 1 CATV, Test Ki Wit SC) EU semen eters ne ee $2020.00 ea. 
880X510 EPM-7102X-54 High Power Ge Detector Power Meter With SC EU ...cc:c.cccccccccsscssesscesessessecsvsssssssssessesveceesseesees 525.00 ea. 
880X334 E/S-700-23BL-El-EUI-97 Wont Sources, SIMs SGre ners reteset eh ede ssce toot hestas ass dc 1495.00 ea. 
Outside Plant Singlemode Test Kit 
880X682 (FBK-7102-El-FU-OpOutside rant Test Kit) SG. ee ee, eee $1990.00 ea. 
880X500 EPM-102-54 Ge Detector Power Meter with SC EUl....ccccccccssssescsssesssessssssesssessssssesseessessuessesssessessssssssssesseesses 485.00 ea. 
880X334 ELS-7100-23BL-EI-EUI-91 Light SOUrCe, SM, SC.ecsssecssessesscsccesssessussovesvccsvessessossssssrecsecsssssusersossessssssssnsestsene 1495.00 ea. 


Singlemode/Multimode Test Kit 
with LED and Laser Light Source 


Ideal for Installation Contractors has two ports: one for the 850/1300-nm LED source and one for 
Model EPM-102 Power Meter with Ge detector provides the 1310/1550-nm laser source. It includes the industry's first 
highly accurate power measurements as well as easy reference EXFO Universal Interface (EUI) interchangeable connector to change 

value setting capabilities. What's more, this convenient EXFO adapter types. Replace the supplied twist-off adapter with the 

unit requires no offset nulling, and it offers power autonomy of optional ST, FC or E-2000 style you need. Battery life is 50 hours. 

300 hours for reliable, long-lasting performance in the field. The Includes power meter with one connector adapter, laser 

measurement range is 10 to -60. light source with EXFO Universal Interface (EUl) interchangeable 
The ELS-100-12D-23BL Light Source provides excellent connector, two test jumpers, alcohol cleaning pads, ac adapter, 


stability and high measurement accuracy for two singlemode or two three AA batteries, holster and wrist strap, certificate of calibration 
multimode wavelengths. It's the perfect complement for the included and instruction manual in a carrying case. This kit measures 12" 
power meter to measure attenuation on fiber-optic links. This unit Kel O PS Xe 


Multimode Test Kit 
For LAN Applications one port for the 850/1300-nm LED light source. It includes the 
The EPM-102 Power Meter with Ge detector provides highly industry's first EXFO Universal Interface (EUI) interchangeable 
accurate power measurements as well as easy reference value connector to change adapter types. Replace the supplied twist-off 
setting capabilities. What's more, this convenient unit requires adapter with the optional SC, FC or E-2000 style you need. Bat- 
no offset nulling, and it offers power autonomy of 300 hours for tery life is 55 hours. 
reliable, long-lasting performance in the field. The measurement Includes power meter with one connector adapter, LED 
range is 10 to -60. source with EXFO Universal Interface (EUI) interchangeable con- 
Model ELS-100-12D is a light source that provides excellent nector, one test jumper, alcohol cleaning pads, ac adapter, three 
stability and high measurement accuracy for two multimode AA batteries, holster and wrist strap, certificate of calibration and 
wavelengths. It’s the perfect complement for the included power instruction manual in a carrying case. This kit measures 12" x 
meter to measure attenuation on fiber-optic links. This unit has 10.5" x 4". Patch cords not included. 


EPM-102 ___EPM-102 a! EPMA eS 
10 to -60 bD, dBm,W 


Measurement Range/Units 26 to -50 dB, dBm, W 10 to -60 dB, dBm, W 10 to -60 4B, dBm, W 
Wavelengths (nm) 850, 1300, 1310, 1490,1550, 1625 850, 1300, 1310, 1490, 1550, 1625 850, 1300, 1310, 1490, 1550, 1625 850, 1300, 1310, 1490, 1850, 1625 
Source ELS-100-23BL ELS-100-23BL } 9-100-120-2985 as t00-120. Ne ee 
Wavelengths 1310, 1550 1310, 1550 850, 1300/1310, 1550 850,1300 ; 
Emitter Type Laser Laser . _LED/Laser age 50 AT Ee eee 

Connector Style sc sc TE ig. Sut Gre pee fy Bite 


www.specialized.net | 24 ra 800-866-5353 


EXFO FiberBasix 500 Series Test Kits 


These reliable EXFO portable instruments are built for top ruggedness and perfect for use in the harshest 


test conditions. 


FiberBasix MM/SM Test Kits 
Contractor Test Kits with Data Storage/Transfer 


These EXFO Contractor Test Kits feature two testers to 
measure attenuation on fiber-optic links quickly and easily. 
Both include the EPM-502 Power Meter with Ge detector. 
Memory capacity is 1000 data items. When paired with 
FBK-506's ELS-500-12D-23BL Light Source used in Auto- 
Switching mode, this power meter allows for semi-automated 
loss measurement, providing easy, error-free testing. 

Reporting Software for the EPM-502 Power Meter enables 
you to produce professional-looking reports with comprehen- 
sive documentation. Pass/fail thresholds that are active during 
download are automatically activated and displayed in the 
Report Viewer. It features one-touch storage of results for all 
wavelengths at once. 


FBK-503’s ELS-100-12D-23BL Light Source provides 
excellent stability and high measurement accuracy. It has two 
ports: one for the 850/1300-nm LED source and one for the 
1310/1550-nm laser source. 

FBK-506's ELS-500-12D-23BL Light Source has two 
ports. It provides 850/1300-nm LED and 1310/1550-nm 
laser. Extra features include tone generation, automatic wave- 
length switching mode and the highest singlemode output 
power in the industry. Use it with the EPM-502 Power Meter 
for quick and easy attenuation measuring on fiber-optic links. 

Each kit includes two test jumpers, connector adapter and 
two EUI SC interchangeable connectors in a carrying case. 
One-year warranty. 


880X688 FBK-503-E/-EUI-91 MM/SM Contractor TeSt Kit.......:ccccccscecesersssressesessssesessssesssseesssrecassenesaseees $2940.00 ea. 
880X694 FBK-506-El-EUI-91 MM/SM Premium Contractor Test Kit ........cccccccsesseetereeeieeeriessieeeereessnsiiees 3536.00 ea. 
880X515 EPM-502-54 Power Meter, Ge DetectOr, SC........ccccccececsscncsscnssssscnscsessescsssscssessssssscessecesssrecssresssaes 1145.00 ea. 


880X330 FLS-100-12D-23BL-EI-EUI-91 Light Source, MM/SM, SC 
880X315 FLS-500-12D-23BL-EI-EUI-91 Light Source, MM/SM, SC 


FiberBasix Singlemode Test Kits 
Outside Plant Test Kit with Data Storage/Transfer 


Use two testers to measure attenuation on fiber-optic links 
quickly and easily. Both include the EPM-502 Power Meter with 
Ge detector. Memory capacity is 1000 data items. When paired 
with FBK-505's ELS-500-23BL Light Source used in Auto- 
Switching mode, this power meter allows for semi-automated 
loss measurement, providing easy, error-free testing. 

Reporting Software for the EPM-502 Power Meter allows 
you to produce professional-looking reports with comprehensive 
documentation. Pass/fail thresholds that are active during 


880X686 FBK-502-E/-EU/-91 SM Outside Plant Test Kit........ 
880X692 FBK-505-EI-EUI-91 SM Premium Outside Plant Test Kit 
880X515 EPIM-502-54 Power Meter, Ge Detector, SC........... 
880X334 ELS-100-23BL-EI-EUI-91 Light Source, SM, SC..... 
880X317 £LS-500-23BL-EI-EUI-91 Light Source, SM, SC..... 


FiberBasix MM Test Kits 
LAN Test Kits with Data Storage/Transfer 


LAN Test Kit features an EPM-502 Power Meter with Ge 
detector. It provides highly accurate power measurements, 
reference value setting capabilities and tone detection. Memory 
capacity is 1000 data items. When paired with FBK-504’s FLS- 
600-12D Light Source used in Auto-Switching mode, this power 
meter allows for semi-automated loss measurement, providing 
easy, error-free testing. 

The meter’s Reporting Software enables you to produce 
professional reports with comprehensive documentation. Pass/ 


880X684 FBK-501-El-EUI-90 MM LAN TeSt Kit... 


880X690 FBK-504-El-EUI-90 MM Premium LAN Test Kit 


880X340 EPM-502-32 Power Meter, Ge Detector, ST........... 
880X332 £LS-100-12D-El-EUI-90 Light Source, MM, ST...... 
880X319 FLS-600-12D-EI-EUI!-90 Light Source, MM, ST...... 


SE Re re ete Poorer Cee 1495.00 ea. 
psnichay on cheth Sei Mich tite ae, Pa ade tts Savibseisa 2195.00 ea. 


See pers ect teas eo seseeee, 125.00 @€, 
eee OAS ce, Wer cpn ase aoiteat Aa esy sie suciiedeauisiae cs 1780.00 ea. 


2095.00 ea. 
2845.00 ea. 


download are automatically activated and displayed in the Report 
Viewer. A pass/fail threshold may be set for an individual fiber. 

The FBK-502’s ELS-100-23BL has an 1310/1550-nm la- 
ser, FBK-505’s ELS-500-23BL Light Source has an 1310/1550- 
nm laser. Its extra features include tone generation, automatic 
wavelength switching mode and the highest singlemode output 
power in the industry. 

Each kit includes test jumper, connector adapter and EU! SC 
interchangeable connector in a carrying case. One-year warranty. 


aphex P ou GeBOLSIOE EAE PETET PEELE OPE SEPT Pec EOE $2745.00 ea. 


3095.00 ea. 
1145.00 ea. 


fail thresholds that are active during download are automati- 
cally activated and displayed in the Report Viewer. A pass/fail 
threshold may be set for an individual fiber. 

FBK-501's ELS-100-12D Light Source has an 850/1300- 
nm LED. It provides excellent stability and high measurement 
accuracy. The FBK-504’s FLS-600-12D Light Source has 
850/1300-nm wavelengths. For first-class versatility, it adds 
automatic wavelength switching and distant referencing. 

Each kit includes test jumper, connector adapter and EUI ST 
interchangeable connector in a carrying case. One-year warranty. 


ste ier gt Seely Aaa AR Se ee $1995.00 ea. 


See NO recipee Pee reer eon Bernie earn 2825.00 ea. 
1145.00 ea. 


a 


| multimode/singlemode 
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PocketClass Optical Test Kits 


Ideal for Telecom, Multimedia and Enterprise Networks 


ee To) r pee 
¢ Network verification, installation, maintenance one | os ns 


and surveillance 
¢ Rugged, compact, lightweight 


Compact, economical field testing solutions feature handy pocket- - Betatsner Sa OLS, as 


sized instruments. These JDSU dual-wavelength optical test kits include Le @ ae 


dual-port laser source and power meter with a UPP interface for 


2.5-mm UPP port 
for all optical meter 
connections 


singlemode power measurement and loss test. . JDSU 
Three-button operation and a bright, clear display make units very | Optical Power Meter OLP-8 


easy to use. The reference level for attenuation measurement is made 

to IEC-874 (method 6) and can be saved with a single keystroke. 
JDSU's Mode! OMK-6 Telco Kit is the WAN version that 

combines an OLS-6 singlemode 1310/1550-nm laser light source 2 

with an OLP-6 -65 to +10-dBm optical power meter. The OMK-7 singlemode 

Multimedia Kit for CATV applications features an OLS-6 singlemode 

1310/1550-nm laser light source paired 


power meter. 


Each kit includes source, meter, ‘Singlemode Sate : 


SSS ART ag YP 
singlemode test cable, cleaning sticks and Wavelengths (om) 4810, 1550 
tissues, four AA batteries, two belt bags Emitter Type Cie pear neuer 


and two operating manuals in a robust field 


SC 
transport case with die-cut base. These rare 


Connector Style os ag eit 
alee es i. — OLP-6 ine i et 


: 7‘ i Meter. ; 4 
4.2-pound kits measure 14.17" x 3.5" x "Measurement Range/Units 6510 +10 d8m_ fs 
12.2". Three-year calibration period. One- "Wavelengths (nm) 


year warranty. 


PocketClass™ Light Sources 
Dual Wavelengths - 1310-mm/1550-mm 


e Attenuation loss measurements 
¢ Portable, shock-proof design 


ee OLS-5 and OLS-6 JDSU light sources offer high stability and long battery operating time in rugged, 
stl pocket-sized casings for direct use in the field. Simple three-button operation and easy-to-read display 


ose make them extremely easy to use. 


Model OLS-5 is the economical multimode solution for LAN applications with 850- and 1300-nm 


ie: nae LEDs on one output port. The OLS-6 models are universal, cost- effective singlemode sources with 1310- 
Optical taser Source OLS and 1550-nm laser diodes on two output ports. 
hs | Each model includes two AA batteries and operating manual in a belt pouch. These 7.05-pound units 
measure 2.87" x 1.1" x 5.5". One-year warranty. 
345X230 2255/01 OLS-5 PocketClass Multimode LED SOUrCE, ST.....+.c+e.+c-+e0+c00000000. $ 845.00 ea. 
345X235 2255/02 OLS-6 PocketClass Singlemode Laser SOUFCE, FO ..se.cc.sccsesse0s0000+. 1490.00 ea. 
anttaarsrelS 345X240 2255/45 OLS-6 PocketClass Singlemode Laser SOUFCE, SC vesesccccccccsssssosoee 1490.00 ea. 


PocketClass™ Power Meters 
Economical Solution for LAN Applications 


¢ Automatic wavelength detection 
¢ Universal push-pull adapter 


The OLP line of pocket-sized optical power meters provides an excellent price/performance ratio 
for universal, singlemode loss test and systems power measurements. Use them for cable, system and 
network installation and maintenance. Each model uses a 2.5-mm connection. 

OLP-5 is the economical solution for LAN applications with a dynamic range of -60 to +5 dBm. The 
OLP-6 is a universal meter for telecom applications with a dynamic range of -65 to +10 dBm. Use OLP-8 
to measure -50 to +23 dBm high optical power values. 

Each model includes two AA batteries and operating manual in a belt bag. These 6.34-pound units 
measure 2.87" x 1.1" x 5.5". One-year warranty. 


345X245 2256/01 OLP-5 PocketClass LAN Power Met? ...2...20.cccc+00+00000000-. ....$350.00 ea. 
, 345X250 2256/02 OLP-6 PocketCiass Telecom POWer Meter .........cccsssscsessssssessseseseenes 415.00 ea. 
singiemode 345X255 2256/03 OLP-8 PocketClass CATV Power M@tel -occcecccc-cccsesesssssssssssssesssseeeeee 685.00 ea. 


Universal 2.5-mm Port for 
SC, FC and SC Connectors. 


Clear display for 
selected wavelengths 
and type of modulation 


Three-button 
straightforward 
operation 


Two AA batteries or 
ni-cad/NiMH cells 


www.specialized.net 
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SmartClass Optical Test Kits 


Remote Control via USB Interface 


e Extended number of calibration 
wavelengths for the highest 
performance range in the industry 

e Large storage capability for up 
to 1000 results 


The JDSU OMK-55 SmartClass Optical Test 
Kits offer high-performance, future-proof solu- 
tions for field testing. Each kit features an OLS- 
55 SMART Laser Source with great flexibility and 
highest accuracy. Use it to install and maintain 
singlemode datacom networks and LANs as well 
as maintain and repair singlemode fibers in com- 
munications, telecommunications and CATV/multi- 
media networks. The OLP-55 SMART Power Meter is designed for installing and maintaining 
singlemode and multimode cables and networks. 

Two 2126 kits include USB cable, adapter set, SC connector, cleaning tape, recharge- 
able batteries, worldwide-compatible 12-V power supply, car battery adapter and manuals in 


SmartClass Laser Sources 
Communicates with JDSU OPMs 
for Auto-Lambda 


e Up to four wavelengths 
e Adjustable output power level 
¢ Display shows three measurements 


JDSU's OLS-55 and OLS-56 SMART Optical Laser 
Sources are designed to suit a variety of applications from 
PON to Gigabit Ethernet. These handheld units offer the flex- 
ibility and accuracy to test, install and maintain singlemode 
and multimode fiber optic networks. 

Light sources feature up to four wavelengths for 
singlemode and multimode applications. Output level 
adjustment ensures correct power for every application. 
The OLS-56 source offers greater flexibility and higher 
accuracy for installing and maintaining multimode datacom 
networks and LANs. Also use them to maintain and repair 
singlemode fibers in communication, telecommunications 


SmartClass Power Meters 
Automatic Wavelength Detection 


¢ Up to 900 calibrated wavelengths 
e Large storage capacity with auto stamp 

Use the JDSU OLP-55 SMART Optical Power Meters 
to install and maintain singlemode cables and networks. 
These high-performance units define a new industry 
standard with a unique built-in auto-zeroing function for 
auto dark current compensation. This feature increases 
their accuracy to be the highest on the market. Get up to 
900 calibrated wavelengths for the highest performance 
range in the industry. 

Meters feature large storage capability for up to 1000 
test results with automatic date/time stamp. Industry's 
first auto-zeroing function assures outstanding accuracy 
with no manual zeroing required. Illuminated graphical 
user interface (GUI) displays all parameters and up to 
three test results simultaneously. Use USB port for remote 


Miniature USB Power Meters 
SM/MM Applications with FiberChek2 Integration 


e Automatic Wavelength Detection 

e Generates measurements in dB, milliwatt and dBm 
MP-60A and MP-80A Miniature USB Power Meters are miniature devices that measure 

optical power via a USB 2.0 connection to a PC/laptop. These unique devices make digital 

processing of optical power measurements possible and integrate directly with the JDSU 

FiberChek2 software. Their size, functionality, and ease-of-use make them extremely useful 

tools when testing optical power levels. Wavelength settings for the MP-60A are 850, 


800-866-5353 
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27 


eam 


ieee 2126/35. = 2126/37 2092/33 
Singlemode Source 2279/01 ~=—i(isti(‘iéa27T/s «2279/01 

Wavelengths (nm) 1310, 1550» «1310, 1550 ~=———_‘110, 1550 
Emitier Type taser. taser Laser 
coe singles <2. Single Single 


Meer = 2 amial. ems a 
Measurement Range = -70to+20dBm  -60to+26dBm —-70 to +20 dBm 
- Calibrated Wavelengths 870 (780-1650 nm) 900 (800-1700 nm) 870 (780-1650 nm) 


: ‘Type General purpose High power ———_—_—General purpose 
‘Singlemode Attenuator Ses pig 2280/01 & 
_MeasurementRange =  2to +60 dB 


a soft case. At 3.54 pounds, they’re 13" x 11.8" x 3.54". 
The Premium Kit adds an OLA-55 SMART Optical Level Attenuator 
with applications for up to 40-Gbps systems and comes in a hard case. 
The 10.6-pound 2092/33 is 19.68" x 16.53" x 6.69". One-year warranty. 


345X210 2126/35 OMK-55 SmartClass High-Sensitivity Telco Kit.......... $3995.00 ea. 
345X215 2126/37 OMK-55 SmartClass Multimedia Kit .........:.0ccccccereceees 4345.00 ea. 
345X200 2092/33 OMK-55 SmartClass Premium Kit.....2c0ccccccceseeersrseeees 6315.00 ea. 


<> JDSU 
Source Specifications 


and CATV/multimedia networks. Singlemode Source —-2279/01 
Use USB port for remote operation as ~ Wavelengths (nm) «1370, 75500 

well as easy report generation and analysis. Emitter Type Laser 

Robust, shock-proof and splash-proof design Port ai Single 

with one-handed operation is ideal for field Singlemode Source _ 2279/02 

operation. Quick-start operation requires no Wavelengths (nm) 1310, 1550, 1625 
warm-up time and reduces testing time. |I- Emitter Type Laser 

luminated graphical display shows up to three Port Single 
measurements simultaneously. MM/SM Source. 2279/05 


Each model includes interchangeable SC- Wavelengths (nm) —850, 1300, 1310, 


type adapter, four AA batteries and manual in 1550 

a belt bag. These 1.1-pound units measure Emitter Type Laser 

3.74" x 2.36" x 7,68". One-year warranty. roe Je 

345X275 2279/01 OLS-55 SmartClass Laser SOUrCE SM........2c:ccececeseese $2970.00 ea. 
345X280 2279/02 OLS-55 SmartClass Laser SOUrCE SM.........cccceceseeteseee 5035.00 ea. 
345X285 2279/05 OLS-56 SmartClass Laser Source MM/SM .........000000+ 4720.00 ea. 


© JDSU 


operation as well as easy report generation 


—S— 


2277/01 
and analysis. Auto-lambda function provides ~"‘tmeasurement Range -70 to +20 dBm 
automatic wavelength detection to speed up Wavelengths 870 (780-1650 nm) 


testing and avoid instrument setting failures. Type General purpose 


Universal optical adapter system including Meter : 2277/02 

UPP adapters ensures adaptation to all con- Measurement Range -80 to +15 dBm 

nectors in the field. Wavelengths 900 (800-1700 nm) 
Each model includes interchangeable hes os High sensitivity 

2.5-mm adapter, four AA batteries and Meter 2277/03 

manual in a belt bag. These units weigh 1.1 Measurement Range -60 to +26 dBm 

pounds and measure 3.74" x 2.36" x 7.68". Wavelengths 900 (800-1700 nm) 

Type High power 


One-year warranty. 


345X260 2277/01 OLP-55 SmartClass General-Purpose Power Meter ...$1060.00 ea. 
345X265 2277/02 OLP-55 SmartClass High-Sensitivity Power Meter....... 1355.00 ea. 


345X270 2277/03 OLP-55 SmartClass High-Power Power Meter............. 1700.00 ea. 
Pye f MP-60A MP-80A 
Display Range -65to+10dBm -50to +26 dBm 
cl faulted 410dBm +23 dBm 
1300, 1310, 1490 and 1550 nm and for the Std. Wavelength 850, 1300, 980, 1310, 
MP-80A are 980, 1310, 1480 and 1550nm. Settings 1910, 1480," 1480, 1990'nm 
Utilizes 2.5 mm and 1.25 mm connectors JBODs 
345X616 MP-60A USB 10 dBm Miniature Optical Power Meter............... $310.00 ea. 
345X618 MP-80A USP 23 dBm Miniature Optical Power Meter............+.+-++ 420.00 ea. 
www.specialized.net 


Optical Fiber Identifiers 
Detects Signal without Disrupting Service 


¢ Rugged, handheld, lightweight test tool 
Low insertion loss so traffic 

remains uninterrupted 
¢ No head swapping or adjustments needed 


Noyes OFI 200D Optical Fiber Identifier is a low-cost, 
high-technology approach to non-invasive fiber optic signal 
detection. It accepts 250- and 900-u1m coated fiber, 3-mm 
jacketed fiber cable and ribbon fiber. No head swapping or 
adjustments are required. Tool identifies light-carrying fiber 
and designates direction of traffic. 

The OFI 400 Noyes Optical Fiber Identifier is a rugged; 
handheld and easy-to-use tester that detects optical signals 
transmitted through a singlemode fiber without disrupting 
traffic. Enhanced unit has multiple tone signal detection (270 
Hz, 330 Hz, 1 kHz or 2 kHz). Measure and display fiber core or 
relative power on easy-to-read backlit LCD. This next-genera- 
tion model also boasts set-reference and power-off features. 

Each unit is battery powered. Includes carrying case 
and user’s guide and measures 8.5" x 1.5" x 1.1". One- 
year warranty. 


OFI 200D OFI 400 


812X395 OF/ 200D Optical Fiber Identifier... 1-2, $1490.00 ea.; 3-up, $1446.00 ea. 
812X410 OF! 400 Optical Fiber Identifier ...... 1-2, 1490.00 ea.; 3-up, 1446.00 ea. 


FiberFinder™ Kit 
Live Fiber Detector 
and Tone Generator 


¢ Pinpoint a specific live fiber with 
FiberFinder functionality 

¢ Induce minimal 1-dB loss for any fiber at 
any wavelength 

¢ Locate a particular dark fiber using tone 
recognition 

¢ Measure the power transmitted on the fiber 


The EXFO FiberFinder™ Kit features a LFD-300B Live 
Fiber Detector and a TG-300B Tone Generator. Model 
LFD-300B is a triple test tool — live fiber identifier, live fiber detector and dark fiber identi- 
fier — for truly efficient fiber management. Using FiberFinder functionality, it pinpoints a 
specific live fiber. This test tool induces minimal loss of 1 dB for any fiber at any wavelength. 
Use it to locate a particular dark fiber with 270-Hz, 1-kHz or 2-kHz tone recognition. It also 
measures power transmitted on fiber. 

End guesswork by pinpointing live and dark fibers. Performing network upgrade or 
optical testing requires a fiber to be disconnected. This is often easier said than done since 
finding the right connection can be tricky, mainly because of fiber mislabelling or poor record 
keeping. While the dark fiber can be identified using a 270-Hz, 1-kHz or 2-kHz tone genera- 
tor, the live fiber identification technique often involves long delays and can result in un- 
necessary service disruption. Having one technician pull one end of a patchcord with another 
technician trying to identify which cord is moving at the other end is a thing of the past. 

EXFO created a better way with the TG-300B non-intrusive, non-disruptive clip-on sig- 
nature Tone Generator based on FiberFinder technology. When used with the innovative Live 
Fiber Detector, this combination enables technicians to identify a specific live fiber without 
having to disconnect it and, above all, without having to guess. This brings key benefits. 

It prevents network outages that result from fiber detection/identification procedures. The 
minimized need to access the network helps prevent errors. 

LFD-3008 is a uniquely designed live fiber identifier. For all fiber types and wavelengths, 
insertion loss is a function of the bending angle. Although angles differ, the behavior remains 
the same. The detector brings a unique approach by monitoring power loss as the angle is 
changed. This way, the angle is optimized automatically for each fiber type and wavelength. 
Clear-cut advantages result. Maximum 1-dB loss is guaranteed for any singlemode fiber (ex- 


www.specialized.net 


_\/NOYES 


A Division of AFL 


Active ONT Detector 


In-service Detection of Upstream 
(1310-nm) Activity on FTTx Networks 


e Identifies Optical Network Terminal 
(ONT) on FTTx F2 fibers at the FDH 


¢ Determines which unparked splitter 
pigtails are connected to ONTs 


The OFI-FTTx is a rugged, hand-held optical fiber identifier designed to 
identify the presence or absence of an active Optical Network Terminal (ONT) 
on FTTx F2 fibers at the Fiber Distribution Hub (FDH). During a test, the F2 fi- 
ber doesn’t have to be removed from service. Thus this instrument can verify 
whether a splitter pigtail at the FDH is connected to an active circuit before 
it’s disconnected for fault location or re-use. Model OFI-FTTx can help verify 
FTTx network records as well as recover splitter pigtails and F2 fibers that are 
connected at the FDH but in fact available for new customers. 

Use this detector for facility recovery to harvest unparked splitter legs and 
F2 fibers not connected to subscribers. For troubleshooting applications, you 
get real-time confirmation of OLT to ONT connectivity at the FDH. 

Includes user's guide and carrying case. The 0.5-pound unit measures 
8.5" x 1.5" Xx 1.25". Three-year warranty. 


812X420 OFI-FTTX Active ONT D@t@CtOF .......:.cccccccccessssssesescsssssnessssenseneen $1490.00 ea. 


cept certain dark-coated 
fibers) and any wavelength. 
Fiber isn’t damaged, bending 
is always minimal, and the 
fiber is released when no power is 
detected. Traffic detection, direction 
identification and tone detection are 
100% reliable. Get in-line, non-disruptive 
power measurements. Use these tools safely in 
long-haul applications and on high-payload fibers, 
unlike traditional live fiber detectors. 

The Live Fiber Detector performs ambient light 
offset prior to fiber bending, which makes it less sensitive 
to ambient light. An external cap also can be placed on the 
head-end to block intense ambient light. 

Includes LFD-300B, TG-300B, clamp for single-person tone 
generator operation and ac adapter in a soft bag. Each 2-pound unit 
is 9.75" x 1.75" x 2". One-year warranty. 


880X805 47K-FR Fiber Finder Kilercacote cs kee res ee eee $5985.00 ea. 


800-866-5353 
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networks 
VisiFault™ Visual Fault Locator 

Pocket Pal Aids in Location of Fiber Faults 
Visual Fault Locator Visual fault locator’s bright red beam is easily visible from a 

: distance. Connect it to one end of fiber and locate that fiber at the 
Robust, Cost-Effective OTDR Dead-Zone Tool other end, even if it’s one of many in a cable or terminated in a 

Pocket Pal identifies fibers from end to end and locates polished connec- rack. Perform simple end-to-end continuity checks. Verify proper 

tor endfaces easily. A red laser shines through most yellow-jacketed fibers to polarity and orientation of fibers within multi-fiber connector. 
help you pinpoint breaks, bends, faulty connectors, splices and other causes of VisiFault quickly illuminates fiber breaks, damaged connectors on 
signal loss. This handy locator has an up to 5-km distance range and a635-nm patch cords, defective splices in splice trays and tight fiber bends in 
wavelength with excellent visibility and the highest attenuation. Includes two and around equipment racks. Compatible with 1.25 mm and 2.5 mm 
AAA alkaline batteries, soft pouch and wrist strap. connectors. Includes lanyard and soft-sided case with belt loop. 
880X700 FLS-241-UNIV Pocket Pal, 2.5-mm Ferrulé........0+..+++ $370.00 ea. 044X891 VisiFault VFF with 2.5 mm Univ. Adapter ......$300.00 ea. 
880X770 GP-71008 1.25-mM Adapter Cap.....cccccsssceeeeeseees 125.00 ea. O44X666 NF380 Universal 1.25-mm Adapter ..........2.2.0+- 92.00 ea. 


: NOYES oe GREENLEE 


# oye DATAs*SIGNAL*VOICE 


d : ay Visual Fault Finder 
| Optical Fault Identifier Finds Breaks up to 3 km 


VFI2 
LIGHT SOURCE y “ 
ee Locates Fiber Breaks and Sharp Bends The Greenlee 170XL Visual Fault Finder features continuous wave 
Easy-to-use instrument locates, visibly identifies and output mode for steady fault location. It finds breaks to 3 km. Blinking 


j troubleshoots faults on fiber cables. VFI2’s visible red laser source output mode increases viewing contrast. An easy-to-use quick interface 
' indicates trouble spots and has a selectable continuous or blinking _fits all 2.5-mm connector interfaces (FC, SC and ST). The ergonomic rotary 


output. Has up to 5km distance range. Use it with multimode or switch permits easy one-handed operation. This unit features a rugged, 
singlemode fiber. Compact yet powerful unit locates troubles in compact and splash proof aluminum design. 
jumper cables, distribution frames, splice strays, patch panels, Includes standard quick-connect universal 2.5-mm receptacle for 
cable splice points and fiber runs. Includes soft case with belt loop. connector interface and nylon belt holster. 
812X605 VFI2 Visual Fault Identifier...........cce $375.00 ea. 297X115 770XL Visual Fault FINES ...........cccccccseveeeseeeee $399.00 ea. 


: 
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: PCTib A Division of AFL Telecommunications 
t HiLite 


Ultra-Compact 
Visible Identifier 


The Noyes HiLite is a 
compact but powerful visible red 


Pocket Visual Fault Finders 
Our Lowest Priced Model 


Rugged, lightweight test tools find sharp bends and breaks. Bright 650-nm laser source for troubleshooting faults on fiber cables. 
laser ensures fast and easy location of loss points in patch cords, patch panels Light generated by small unit escapes from sharp bends and breaks in jacketed or bare fibers 
and enclosures. Also identify fibers in multi-fiber cables. Tools are designed for —_ plus poorly mated connectors. HiLite identifies faults in jumper cables, distribution frames, 
both singlemode (6- to 7-km) and multimode (4- to 5-km) fiber applications. patch panels and splice trays. Has up to 5km distance range. 

Each compact tool features all-aluminum construction and a universal Make end-to-end continuity checks plus identify connectors in patch panels and fibers 


adapter (1.25 or 2.5 mm). Includes two AA batteries and heavy-duty web pouch. during splicing. Use the universal 2.5 mm interface with many connector styles without 


721X188 SF-190 VFF. 2.5-mm........ 1-5, $180.00 ea.; 6-up, $172.00 ea. —"eeding to change the adapter. Powered by one AAA alkaline battery. 
721X340 SF-195 VFF, 1.25-mm..... 1-5, 178.00 ea.; 6-up, 171.00ea. 812X250 VFIS HiLite Visible Fault IG@Ntifiel...........scccceeessseessieeneeeensseees $275.00 ea. 


SN 

Visual Fault Locators VW JDSU 

These JDSU fault locators feature powerful 
650-nm Class 2 red lasers with 1-mW max output 
power for up to 4 km for singlemode and 3 km for 
multimode applications. FFL-100 and FFL-050 each 
feature a standard 2.5-mm interface for SC/ST/FC 
connectors. Use them to locate damaged, broken 
or tightly bent areas in singlemode and multimode 
fiber cable. 
{ Choose the ruggedized FFL-100 that comes with 
1.25 mm LC adapter and has a rubberized safety 
grip. The FFL-050 is smaller and has a plastic hous- 
ing. Both use continuous or flashing mode. Cable 
) sheath will illuminate red at exact site of damage. 


718X262 FFL-100 JDSU Visual Fault LOCAtOF..........:.::000c0cc0 $275.00 ea. 
718X258 FFL-050 JDSU Visual Fault LOCAtOF.........0:.c0cccccceeeee 160.00 ea. 
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IDEAL VFF5 Visual Fault Finder 
High Output, Class 2, 670-nm Laser Diodé 


The IDEAL VFF5 Visual Fault Finder locates fiber imperfections, breaks within 
the deadzone of an OTDR and misconnections in fiber optic cables. Find bad 
splices, faulty pigtails and crimps plus poor components or connections with this 
basic fiber test tool. Also locate microbends and macrobends. It's ideal for verify- 
ing continuity, too. Universal 2.5 mm interface connects directly to ST, SC and FC 
adapters. Includes lens cap, lanyard, two 1.5-volt AA alkaline batteries, carrying 
case and instruction sheet. : 


203X990 VFF5 WAV Visual Fault FINED ...........cccccceesesesseteeneee $325.00 ea. 


FFL-050 FFL-100 
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Test & Inspection 


A Division of AFL Telecommunications 


OFS-300-200C 
Optical Fiber Scope 


Noyes Test & Inspection’s OFS-300-200C is the most versatile 
instrument for field or laboratory inspection of optical fiber connectors. 
Precision 200X optics simplify inspection for scratches, dirt and other 
problems normally associated with poor transmission performance. 

This hand-held portable scope can inspect all connector types. 
It features optical connection through a universal adapter mount 
with an optional adapter cap accessory. A built-in laser safety filter 
prevents injury to the eye when viewing an active channel. LED light- 
ing eliminates the need for a spare bulb. 

Rugged scope is easy to use. A momentary power switch located on top keeps one hand 
free for focusing. Two AA alkaline 
batteries power the scope for a 
minimum of four hours, and a flashing 
LED indicator warns when the batteries 
are low. 

Includes one 2.5-mm universal 
adapter cap, soft holster and opera- 
tions manual. The 2-pound unit is 5” x 
2” x 8", Three-year warranty. 


+ Laser safety fiter installed oe 
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For a Complete Selection of | Se 
Adapter .. Bea 
Caps 


View Safe Inspection Scope 
With NTSC Video Output 


This video fiber scope removes concerns 
for eye safety while inspecting optical fiber 
connectors. The design eliminates the 
optical path to the user's eye by utilizing 
a miniature camera and state-of-the-art 
micro-display that achieves unparalleled 
Clarity and resolution, 
Featuring NTSC video output, VS300’s 
magnification is equivalent to 400X 
(23-degree field of view comparable to 8” 
monitor viewed at a distance of 20”). It 
provides 600X magnification when its video 
output is displayed on a 12” monitor. Use this scope to resolve %/s-micron scratches. Model 
VS300 features a molded, easy-grip case with an easy-to-access battery compartment. It 
h 
a 


* No safety filter because no optical path to user’s eye 

* Provides 400X magnification on 8” monitor at 20” and 
600X on 12” monitor 

* Molded easy-grip case 

© NTSC video output 

¢ Universal adapter interface with pan and lock 
centering mount 


as a low-battery indicator and energy-saving automatic shutoff. The thread-on universal 
dapter interface features a pan and lock centering mount. 

ncludes 2.5-mm universal adapter cap (to accommodate ST, SC and FC), two AA alkaline 
batteries for 10 hours of continuous use, neck strap and user’s guide. VS300 uses all the 
OFS-300 adapter caps. The 15.04-ounce unit is 8.5” x 3.5" x 1.5”, Three-year warranty. 


812X280 VS300 View Safe InSPeCtiON SCOPE.........0.00+00+e0+c+eess0se0seesescesesee. $790.00 ea. 


www.specialized.net 


For a Complete Selection off 
Adapter oat 
Caps 


812X430 OFS-300-200C Optical Fiber SCOPE .....c:ccccesecssssssssse0sesseseevesees $395.00 ea. 
BI2K4SS | OFS Case. sinsiccisssssicth cia ce eee alot Raat ae oe een 69.50 ea. 
812X202 ST Adapter Cap ....94,00 ea, 
812X200 FC Adapter Cap ...94,00 ea. 
812X209 SC Adapter Cap .... 54,00 ea. 
812X222 LC Adapter Cap 


812X197 Angled FC Adapter. 81.00 ea. 
812X206. Angled:SC Adapter. nie Ss Oe ee ee 81.00 ea. 
(s00) 866-5353 


Next-day 


Delivery Available 


PGT 


Optical Handheld Microscopes 


With Co-Axial Lighting 


Use SPC optical microscopes to inspect 
fiber optic connectors quickly and easily. evs 
Their ergonomic design and built-in fea- ee es 
tures make them ideal for field and lab use. - ; - 
Each model features a pressure-activated ee a pipet 
on/off switch, focusing wheel, eyepiece, 5 ORE a, ; z ea ee 
auxiliary white LED light source rated for : ee eden) 5 
100,000 hours, adapter tip for inserting é Bh He Sores 
ferrule and battery compartment, * Optional adapters for 1.25- and 2.5-mm connectors 
Choose from optional interchangeable 
universal or connector-specific adapters to 
view the different types of connectors used in today’s networks. 
Includes 2.5-mm universal adapter. Powered by three AAA alkaline batteries. Each 
1.32-pound unit measures 8.86" x 1.25” x 2”. One-year warranty. 


Optical Handheld Microscopes 


716X200 SPC-05200 200X Microscope............ 1-5, $183.00 ea.; 6-up, $175.00 ea. 
716X400 SPC-0S400 400X Microscope............ 1-5, 183.00 ea.; 6-up, 175.00 ea. 
Adapters 

716X125 SPC-0S125A 1.25-mm Universal............ 1-5, $85.50 ea.; 6-up, $81.50 ea. 
716X226 SPC-0S25A 2.5-mm Universal................ 1-5, 75.00 ea.; 6-up, 71.50 ea. 


800-866-5353 


400X Fiber Inspection Microscope 
Termination Inspection Equipment 


e Coaxial illumination maximizes details 
e Features 475-micron field of view 
JSDU’s Model FM-C400 is a Hand-Held Fiber Termination Inspection Microscope with 
400X optical magnification, coaxial illumination and 475-micron field of view. This rugge- 
dized direct-view field scope will provide years of service, true optical performance and laser 
safety. LED provides 100,000 hours of lamp life and optimizes battery life. Coaxial illumina- 
tion maximizes detail and is ideal for critically inspecting polish quality. It provides the most 
critical view of fiber end-faces, renders scratches highly visible and is the clear choice for 
field termination in sensitive installations. Rubber boot assures slip-resistant grip. Features 
built-in laser safety filter, focus control knob and momentary on/off illumination switch. 
Includes universal 2.5-mm adapter for inspecting FC, SC and ST connectors. This unit 
weighs 1.1 pounds. One-year warranty. 


718X400 FIM-C400 400X Fiber SCOpC, 2.5 MIM... escescesssescessssssestesnsseseenersees $240.00 ea. 
TABXO3O FMA-U12 1.25-MIM ACPI ......ccscscssnssssssnssessesssescsssvensssenstsesnsesreess 50.00 ea. 


<) JDSU 


200X Fiber Scope 


Uses Coaxial and Oblique Illumination 


e Detect fine scratches and determine location 
e Features 900-micron field of view 


Hand-Held Dual-Illumination Optical Scope is an inspection tool that will provide years of 
service, true optical performance and laser safety. The direct-view FM-DI200 has 200X opti- 
cal magnification and 900-micron field of view. Its design incorporates a pair of white LEDs 
for illumination that provides 100,000 hours of lamp life and optimizes battery life. 

JDSU's dual-illumination microscope includes both coaxial and oblique illumination. This 
lighting technique facilitates detecting fine scratches and determining their location precisely 
relative to the core. Use the coaxial setting for the highest level of image detail. It provides 
the most critical view of fiber end-faces, renders scratches highly visible and is the clear 
choice for field termination in sensitive installations. 

Oblique illumination shows only major defects and contaminants, which prevents over- 


FSCP-10 FSCP-15 


Fiber Inspection Scopes 
View Connectors at 100x 


FSCP-10 flat plate scope has 100x viewing of ST, SC or FC connectors with non- 
ferrule scratching SureGrip technology. FSCP-15 is a 100x angle view scope that offers an 
unprecedented super-fine view of ST, SC or FC connectors for gigabit quality inspections. 
The 100x FSCP-20 includes a flat plate scope and an angle view adapter that fits ST, SC or 
FC connectors at a great pair price. Model 15LCS9025’s flex groove accepts any multimode 
or singlemode epoxy or pre-cored LC connector for 100x endface inspection. 

The 14MJ adapter views both fibers without removal from scope. Model 14MJA views 
MT-RJ, RJ45 fiber at an angle. Use 15LCD adapter for single/dual LC connector viewing. 
The 15LCA adapter is designed for LC simplex connector viewing at an angle. Model 15LCS 
allows straight-on LC connector viewing. Use the 15LCA, 15LCS or 15LCD adapter to 
convert the 15LCS9025 scope for small form factor LC use. One-year warranty. 


828X100 FSCP-10 100x Standard Scopé........... 1-5, $ 89.50 ea.; 6-up, $ 85.50 ea. 


828X250 FSCP-15 100x Scope w/Angle Adapter.1-5, 96.00 ea.; 6-up, 91.50 ea. 
828X320 FSCP-20 100x w/ Angle/Flat Adptrs ....1-5, 128.00 ea.; 6-up, 122.00 ea. 
828X535 715LCS9025 100x LC Simplex Scope...1-5, 96.00 ea.; 6-up, 91.50 ea. 


FiberViewer™ FLUKE 


Handheld Fiber Microscope net works 


Use the FiberViewer™ microscope to ensure fiber terminations are smooth and clean. 
Avoid the number one cause of fiber link failure: dirty end-faces. Handheld fiber microscopes 
enable end-face inspection on patch cords. Rugged, portable, ergonomic tools feature easy, 
manual focus of precision optics. Factory-tested filters protect eyes from harmful light expo- 
sure. Universal adapters allow for inspection of end-faces on many different connector types. 

Dirt, dust and other contaminants are the enemy of high-speed data transmission over 
optical fiber. Keeping all optical connections clean and free of contaminants is critical to 
ensure application success. 

Choose FT120 with 200X magnification or FT140 with 400X. White LED light source 
has a 100,000-hour life. Powered by three 1.5-V 35-hour AAA batteries. Includes 2.5-mm 
universal ferrule adapter for multimode or singlemode fibers. 


O44X7 SS ial 20) F/DCRViCWOr ZO 0X siete cece asec sees eer ee $395.00 ea. 
044X760 FT140 FiberViewer, 400K... es esses 445.00 ea. 


polishing. Bended white LED light hits the core at an angle, making any contamination and 
debris readily visible. Faint scratches are not seen as easily with this method. A technician can 
therefore polish to a no higher loss level without being tempted to over-polish the end-face. 
The rubber boot provides a slip-resistant grip. A built-in laser safety filter provides a high 
level of attenuation at the most common laser wavelengths in case of accidental viewing. 
Includes 2.5-mm adapter for inspecting FC, SC and ST connectors. This unit weighs 7.4 
ounces. One-year warranty. 


718X420 FM-DI2Z00 200X Fiber SCOPE, 2.5 MIM. .cecccccesceeereeteensennes $240.00 ea. 
718X035 FIMAE-U12 1.25-mM UniverSal AGaQtel.......cccceesessereteeneseeeerseeneees 30.00 ea. 
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Next-day 


Delivery Available 


Video Fiber Scope 
Versatile 250X Magnification 


e Unparalleled access to connectors 
and bulkhead adaptors 

e Resolves %4-yym scratches 

¢ 350-ym diagonal field of view 

This small, extremely versatile video scope features 
superior image quality. Unique “optical-knuckle” orients 
probe in virtually any direction. View connectors in tight or 
difficult locations. The 3.25" long probe head allows access into 
crowded or cramped quarters. 

The scope resolves %-um scratches, keeping with Noyes’ 
standard of quality end-face images. VFS2 is designed for one-handed 
operation. An “optical-knuckle” makes it equally easy for right- and left- 
handed users. Pair the probe with the scope’s high-resolution 3.5" display 
for a long, continuous operating time. 

Scope comes with a 2.5-mm universal adaptor cap, Li-ion battery pack, ac 
adapter and power cord. Probe with video capture port module, USB interface and 


software requires a PC. Each unit includes instructions in a 16.5" x 13.5" x 6.5" hard ='t 
case. Three-year warranty. \ /NOYES 
812X732 VFS2-00-0900 Video Fiber Scope with 3.5" LCD $2485.00 ea. PSUS CSL LEAL 


Probe with video capture port 
module, USB interface and 
software is used with a PC. 


Attach camera to a laptop com- 
812X736 V/FS2-00-0903 Probe with Video Port, USB Interface, Software .1690.00 ea. A Division of AFL Telecommunications puter via the USB interface. 


Video Fiber Scope Adapter Tips _ 
812X738 Adapter Tip, Type Ft . 

812X740 Adapter 
812X742 Adapter 


812X752 Adapter Ti , Type 1.6-mm Universal Male (mil 8999) . 
Typt m rsal Fer 


812X754 Adapter Tip, 7 
812X756 Adapter Tip, Ty 


Tn 
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Fiberlnspector™ Mini 
High-Magnification 
200x Optics 


Use Fiberlnspector™ Mini 
to examine all installed fiber 
terminations and ensure 
they're smooth and clean. 

This Fluke Networks® 

portable video microscope 

puts the solution in the palm 

of your hand. It works 10 

times faster than traditional 
scopes. Insert probe and 
inspect installed fiber connec- 
tors through bulkhead adapters 
without accessing backside of 
patch panels. Using this video 
microscope ensures that no harmful 
laser light ever reaches your eyes. 
FT500’s miniature size is extremely 
portable and convenient. High-magnification 

200x optics provide crisp, clear images of microscopic debris and end-face damage. View 
exceptionally sharp images on 1.8" screen. In grip trigger mode, scope shows images only 
when squeezing display's sides to extend battery life. Use probe tips to inspect end-faces 
through many connector types. 

Model FTS00 contains ac adapter/battery charger and probe adapter tips (ST, SC, 


Fiberinspector™ Pro 
Video Microscope 
Inspect Live Fiber Safely 
Without Harming Eyes 


Inspect all fiber connections quickly and 
safely in today’s high-bandwidth systems to be 
sure they’re clean and contaminant free - 
without harming your eyes. Switch probe’s mag- 
nification between 250X and 400X with the turn 
of a dial. Insert probe to inspect installed fiber 
connectors through bulkhead adapters without 
accessing back of patch panels. Portable video 
microscope works 10 times faster than tradi- 
tional scopes. Viewing instant, sharp images 
saves valuable time inspecting installed fiber in 
patch panels while reducing contamination and 
signal loss in hardware devices. 

Rugged tool lets you inspect all types of 
installed fiber terminations, even hard-to-reach con- 
nections, in hardware devices and patch panels. Instead 


[= 


of removing each fiber, insert video probe and inspect fiber in universal 2.5-mm patch cord) in a soft case. Probe is 5.5" x 1.8" x 1.7", and display is 3.9" 

place. This is the only practical way to determine if connectors are clean and in good condi- _—-X 2.8" x 1.7". Together they weigh 8.1 ounces. 

tion when disassembly is not a realistic option. FTS25 adds supplies to clean ports and end-faces before mating for top network perfor- 
Includes adapter tips (ST, SC, FC, universal patch cord) and ac adapter/charger in a mance. Includes cleaning cube, 10 cleaning cards, solvent pen plus 2.5- and 1.25-mm port 

hard case. The 14-ounce display unit is 4.3" in x 9.1" x 2.6"; 6.4-ounce probe is 1.8" x cleaning swabs in a soft case. 

1.7°x9.5" One-year warranty. 044X779 FT500 FiberInspector Mihi .cccssccscssccsssssessessensessssesesssessee $1490.00 ea. 

044X783 FT600 Fiberinspector Pro Vid@0 SCOPE ...21.20.000+0-0c00+cc0+ee0.00+s000. $3490.00 ea. 044X771 FT525 Fiberinspector Mini and Cleaning) Kitv.. see 1665.00 ea. 


www.specialized.net Ei 800-866-5353 


FIP-400 Fiber Inspection Probe and Display Kits 


Easy Back-Panel Connector Inspection 


e Image capture capability 
e Ideal for all connectors types: APC, UPC, MPT and more 

Use EXFO’s highly versatile Fiber Inspection Probe and Display to detect dirty and damaged connectors with unparalleled 
precision. This rugged and lightweight field solution makes back-panel connector inspection easy. It's ideal for all types of 
connectors: APC, UPC, MTP and more. The probe’s slim design allows for easy use in crowded patch panels. It’s compatible 
with EXFO test instruments. 
The probe features a blue LED light source and coaxial lighting technique. It has a focusing device, image capture but- 
ton and accepts interchangeable tips. Single magnification model is 400X. Dual model offers adjustable 200X low and 
400X high magnification. Field of view is 0.625 ym x 0.464 ym in low and 0.412 jm x 0.316 ym in high. 
You have the choice of using this probe with a PC or the included lightweight, handheld monitor. This 
viewer features a 3.5" TFT active matrix (820 x 240 pixel) LCD screen with adjustable brightness and 
contrast plus a rechargeable Li-ion battery. 

Each kit includes single- or dual-magnification video inspection probe, display with EXFO probe 
port-type eight-pin mini-DIN connector, FC-SC tip for bulkheads, U25M universal patchcord tip for 
2.5-mm ferrules and plastic case divided into various compartments for tips. The 7.04-ounce probe 
measures 7.75" x 1.25" x 1.5" with tip cap. At 10.56 ounces, the display is 7.5" x 3.875" x 1.94". 


880X368 FIP-400-D-SINGLE 400X Video Insp. Probe/DISPIAY Kit........c.cccccccceereecseenereseerseen $1945.00 ea. 
880X389 FIP-400-D-DUAL 200X/400X Video Insp. Probe/Display Kit... 2320.00 ea. 


Pill 
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SPC8350 Series 
FIP-400 Fiber Optic Cleaning Kits 


We've combined an EXFO FIP-400 Fiber Inspection Probe and Display with Chemtronics® cleaning supplies in two 
| convenient kits, Choose SPC8350 with 400X single magnification or SPC8352 with dual magnification (200X low and 
400X high). Use QbE™ Dry Fiber Optic Wipes to clean fiber optic end faces. They're perfect for wet or dry connector clean- 
ing and splice preparation. Fiber-safe foam platen on side of box provides ideal cleaning surface. Dispenser holds roll of 
200 perforated wipes. MTP Swabs are the ideal size for MTP connector and ferrule cleaning. Cleanroom-laundered knit 
polyester fabric heads clean connectors quickly, safely and economically. Durable, field-ready transparent tube stores 25 
3.375" long swabs. 
Coventry™ precision 2.5-mm Swabs are ideal for cleaning 2.5-mm fiber optic connectors. Clear plastic tube 
stores 25 6" long swabs. Chemtronics® 1.25-mm Swabs clean contamination from 1.25-mm fiber optic sleeves 
and polishing pucks. Clear plastic tube stores 25 6" long swabs. Electro- Wash® MX Pen is engineered for 
precision cleaning of fiber optic connectors, splices and ribbons. Residue-free MX cleaning formulation 


is safe for use on most plastics. Double-Sided Clear Parts Box stores tips. Kits come in watertight transit 
protector cases. These 10.3-pound kits are 17" x 11.75" x 6". 


SPC8350 SINGLE 400X Cleaning Kiti......cccccececesesseereeees 1-5, $2318.00 ea.; 6-up, $2203.00 ea. 
SPC8352 DUAL 200/400X Cleaning Kit 1-5, 2718.00 ea.; 6-up, 2583.00 ea. 
082X230 Transit Protector Case OMY .....:cccccccccceceeerereees 1-5, 230.00 ea.; 6-up, 219.00 ea. 
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Probe Microscope/Display Kits 
Fiber Inspection and Cleaning Solutions 


¢ 200X model has 550-um field of view 
¢ 400X version has 350-ym field of view 

JDSU kits provide inspection and cleaning capabilities in a single case. FBE-SM1-C 
features a 200X FBE Probe Microscope with a 550-1m horizontal field of view. FBE-SM2-C’s 
400X probe has a 350-m field of view. Hand-held HD3 video display powers probe. 
BC™ Brand Bulkhead/Patch Cord Cleaners have dry cloth to clean either side of a single 
fiber connection. To clean connectors behind bulkhead, insert device into bulkhead until it 
clicks and remove. For patch cords, dust cap acts as an adapter to receive connector ferrule. 
Use optical-grade solvent with lint-free wipes on optical connectors to remove stubborn 
debris with wet-to-dry cleaning procedure. Fast-drying electrically conductive solution is 
nonflammable, nontoxic, noncorrosive and safe to use in almost any environment. 
ncludes built-in rechargeable NiMH battery pack, power supply/charger, four inspection 
tips (LC, SC, U12M, and U25M), 2.5- and 1.25-mm connector Cleaning tools, solvent and 
wipes in a soft case. The 5.5" x 1.8" x 1.73" probe has a 7.875' coiled cord. Display is 
3.94" x 2.83" x 1.7", Together they weigh 8.1 ounces. 


718X150 FBE-SM1-C 200X Probe/HD3 Kit...cccccccccccecsessssesssessssesssecsseesssee $1595.00 ea. 
718X160 FBE-SM2-C 400X Probe/HD3 Kit.eecccccccccccccssesssesssssssressseessvessseeses 1595.00 ea. 


© JDSU 


Digital Inspection Probe with FiberChek2™ Kit 
Use with a PC or Laptop Computer 


* Digital inspection probe connects directly to PC/laptop via USB 
* Provides live image dual-magnification viewing 


The FBP-P5000 Digital Inspection Probe is a portable hand-held microscope for viewing 
patch cords, connectors in bulkhead adapters or receptacles and hard-to-reach end-faces. 
You won't need to access patch panel backs or disassemble hardware devices first. Re- 
quires an inspection tip and PC which powers the unit through the USB 2.0 cable. 

Use the included FiberChek2™ fiber inspection software to analyze the end-face for dirt, 
scratches, defects and epoxy gap size. It captures a series of digital images, identifies and 
characterizes defects and contamination, determining their location relative to the fiber core, 
Then it provides a pass or fail result according to user-configurable parameters. Also create 
detailed analysis reports. Includes FBP-P5000 probe with FiberChek2 software and four in- 
spection tips (SC, LC, U25M and U12M) in a carrying case. The 3.88-ounce probe measures 
just 5.5" x 1.8" x 1.73" and comes with a 6' coiled USB 2.0 cable. 


718X221 FBP-SD01 FBP-P5000 Inspection Probe with FiberChek2......... $2195.00 ea. 


www.specialized.net 
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200X/400X Microscope/Display Kit 
Dual-Magnification Probe with Cleaning Supplies 


¢ Use 200X or 400X magnification 
¢ Choose 350-ym or 550-ym field of view 

FBP-SMO03-C provides users with inspection and cleaning capabilities in a single kit. It 
features the industry-leading JDSU FBP series Dual-Magnification 200X/400X Probe Micro- 
scope with HD3 display. Choose 350-1m or 550-1m horizontal field of view. 

IBC Brand Bulkhead/Patch Cord Cleaners have dry cloth to clean either side of a single 
fiber connection. To clean connectors behind bulkhead, insert device into bulkhead until it 
Clicks and remove. For patch cords, dust cap acts as an adapter to receive connector ferrule. 

Use optical-grade solvent with lint-free wipes on optical connectors to remove stubborn 
debris with wet-to-dry cleaning procedure. Fast-drying electrically conductive solution is 
nonflammable, nontoxic, noncorrosive and safe to use in almost any environment. 

Includes built-in rechargeable NiMH battery, power supply/charger pack and four 
inspection tips (LC, SC, U12M, and U25M), 2.5- and 1.25-mm connector cleaning tools, 
solvent and wipes in a soft case. The 5.5" x 1.8" x 1.73" probe has a 7.875’ coiled cord, 
Display is 3.94" x 2.83" x 1.7". Together they weigh 8.1 ounces. 


718X226 FBP-SM03-C 200/400X Probe With HD3 Kit ..cccssccccssscssssssssseeeoe $2095.00 ea. 


200X/400X QuickCapture™ Probe with USB Kit 
Captures Fiber Image Instantly on PC or Laptop 


¢ Use 200X or 400X magnification 
¢ Choose 350-ym or 550-ym field of view 


Model FBT-MTS-001 provides an unbeatable value in fiber optic inspection with dual 
magnification (200X and 400X) capabilities. It enables users to combine fiber inspection and 
testing together in a single portable solution. The JDSU Video Fiber Inspection Kit’s versatile 
FBP QuickCapture™ Probe has 350-m and 550-um horizontal fields of view. An included 
USB Image Capture Module allows the analog microscope and a connector to interface with 
a Windows® PC or laptop via USB 1.1 port or higher. 

When used with a laptop, the probe works with the included FiberChek™ software 
laptop not included). Kit includes an FBP probe with USB converter, FiberChek software and 
seven tips (SC, FC, SC-APC, LC, U25M, U25MA and U12M) ina compact carrying case. The 
6.35-ounce probe measures 5.5" x 1.8" x 1.73" and has an 7.875' coiled cord. Weighing 
just 2.82 ounces, the USB module measures 5.9" x 2.3, 


718X165 FBP-MTS-001 200X/400X QuickCapture Probe with USB Kit....$1795.00 ea. 


800-866-5353 


FIT-S105 


Integrated Fiber Inspection & Test System 


e Inspects and tests with one device 

e Significantly reduces total inspection and 
test time for superior workflow efficiency 

e Integrated power meter measures optical 
power at 850, 1300, 1310, 1490, and 1550 nm 


e 1.8-inch TFT LCD for viewing clear, crisp, detailed image of fiber end face 

The JDSU FIT-S105 Inspection and Test Kit is the perfect kit for inspecting fiber and test/measure opti- 
cal power with the same device. View fiber ends in bulkheads with the dual magnification 200/400x Probe 
Microscope or view patch cord end faces with the integrated PCM. The integrated power meter measures optical 


power at 850, 1300, 1310, 1490 and 1550nm. Compatible with JDSU’s extensive 
any connector type (Universal 2.5 mm FMAE adapter included). Probe input enables 


line of adapters for inspecting 
addition of probe microscope 


for bulkhead inspection. The A/B Switch easily toggles patch cord (PCM) and bulkhead (probe) fiber views. Also 
features a rugged, lightweight, ergonomic design for easy operation and hanging hook for hands-free operation. 


Includes probe microscope, handheld display w/ integrated OPM, 2.5 & 1.25mr 
tips and bag. The 6-pound unit is 12" x 10" x 6". One-year warranty. 


345X399 FIT-S105 Inspection And T@St Kit...c.ccccceeeeetetescessssssssesssensrsnererses 


<> JDSU 


FIT-PRO 
Essential Tools for Fiber Handling 

e Inspecting, cleaning, testing and troubleshooting all in one 

¢ Stop fumbling with multiple tools and free your hands for other 
e Finish the job in less than half the time 


The JDSU FIT-PRO Inspection, Cleaning and Tests Kits are the perfect kits for 
ing, cleaning and testing fiber optics with the same device. As fiber penetrates furt 
next-generation networks, proactively inspecting and cleaning each connection poi 


no longer optional, but critical. Using only an optical power meter when testing fiber is an 


outdated and high-risk practice. Today's fiber technician needs a tool kit that provi 


seamless workflow for inspecting, cleaning, testing and troubleshooting a fiber link. Replac- 
ing standalone tools with an integrated test system dramatically improves throughput and 


m adapters, SC and LC probe 


ean $2495.00 ea. 


workflow, it con 


inspect- The FIT-S1 
her into (FIT-HP3-60-P4) and the FIT-S115-PRO HP kit comes with a high-power version (FIT-HP3- 


nt is 80-P4). Each ki 


des a case. The 6-po 


productivity. When that test system is designed to promote an “Inspect Before You 


345X400 = FIT-S105-PRO Fiber Essentials Kit...........0000000+ y 
Connect” 345X405 FIT-S115-PRO Fiber Essentials Kit HP ........:.cccccccceeseseseereesens 3245.00 ea. 


(s00) 866-5353 


Next-day 


Delivery Available 


faeks trols technicians’ behavior and drives them to follow best practices to 
produce a better performing fiber network. JDSU FIT<PRO kits combine these essential fiber 
handling tools into a fast, portable, and easy-to-use system for any fiber technician. 


05-PRO kit features the standard optical power meter with patch cord viewer 


it also includes fiber inspection probe, visual fault locator, 2.5 & 1.25-mm 


adapters, SC and LC probe tips, fiber utility boot, cleaning materials and portable shoulder 


und unit is 12" x 10" x 6". One-year warranty. 


$3145.00 ea. 


800-866-5353 
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Singlemode Adapters = T™ 
Adapter Stock No. Description Price Ea. ae q pCi be r 
cl 


¢ Complete singlemode and multimode selection 
¢ New APC adapters offer minimal return loss (RL) 


33.00 Choose from our complete selection of standard mating sleeves for singlemode, multi- 
mode, singlemode APC and singlemode hybrid (M-F, F-F) adapters. Singlemode models are 


=| 682x832 SM Adapter, LC-SC, M-F 


== 682x804 SM Adapter, ST-ST $ 1.75 
___ | 682x864 SM Adapter, SC-SC | 1.75 
== -LC 3.50 : Ys 
saree ee | Fiber Mating Sleeves and Hybrid Adapters 
‘s For Simplex Connector Types ST, SC, LC, FC and MTRJ 
Bye 682X844 SM Adapter, FC-FC 2.50 


made with industry-standard ceramic sleeves and multimode versions with phosphor bronze 


Giimes' | 682x834 SM Adapter, SC-LC, M-F 27.50 sleeves. Other connector types and variants are available. Contact the SPC Sales Depart- 
ment at (800) 866-5353 for more information. 
em 682X836 SM Adapter, SC-LC, F-F 26.50 
Multimode Adapters 
=~ Adapter Stock No. Description Price Ea. 
@ia-| csexass SM Adapter, FC-LC, M-F 33.00 
; 682X802 © MM Adapter, ST-ST 
Sas 682X854 SM Adapter, FC-ST 3.25 
ol pis 682X862 MM Adapter, SC-SC | 
|= 682X872 SM Adapter, SC-ST 2.25 
== | 682x822 MM Adapter, LC-LC | 2.50 
=) 682X876 SM Adapter, SC-FC 2.25 - 
aly 682X842 MM Adapter, FC-FC | 1.75 
Singlemode APC Adapters 
er ES 682X826 SM Adapter, LC/APC-LC/APC 682X812 MM Adapter, ST-SC | 1.75 
aye 682X846 SM Adapter, FC/APC-FC/APC 682X852 MM Adapter, FC-ST 2.25 
EZ 
dae 682X866 SM Adapter, SC/APC-SC/APC 682X878 MM Adapter, SC-FC 
= is 682X856 SM Adapter, FC/APC-SC/APC | 2.75 i | + 682xss2 MM Adapter, MTRJ 


Premium Optical Fixed Attenuators 


Singlemode with 3-dB to 20-dB Attenuation They comply with Telcordia (GR-910-CORE and GR-1221-CORE). These attenuators are 
Premium-grade optical fixed attenuators from SPCfiber™ are Zirconia ferrule, doped at- designed for dual 1310/1550-nm usage. Attenuation levels are between 3 and 20. Return 
tenuation fiber type for singlemode applications. They are well suited for fiber amplifier, DWDM loss is >55 dB for UPC and >65 dB for APC. Attenuation accuracy is + 0.5 dB for 3~7 dB, 
and telecommunications equipment. These attenuators feature high optical power endurance. + 0.7 dB for 10 dB, + 1.0 dB for 15 dB and + 1.3 dB for 20 cB. 
Optical Fixed Attenuators 
Attenuator Style Stock No. PartNo. Attenuation 1-9 10-up Attenuator Style Stock No. PartNo. Attenuation 1-9 10-up 
952X380 SPC-SM-SCU-03 3dB $17.50 $16.75 952X400  SPC-SM-STU-03  3dB $20.00 $19.00 


oy mann f 952X382 SPC-SM-SCU-05 5dB 17.50 16.75 952X402 SPC-SM-STU-05 5dB 20.00 19.00 
“Jt Es 952X384 SPC-SM-SCU-07 7dB 17.50 16.75 en 952X404 SPC-SM-STU-07 7dB 20.00 19.00 
952X386 SPC-SM-SCU-10 10dB 17.50 16.75 Wecgemperet =» 952X406 SPC-SM-STU-10 10dB 20.00 19.00 

952X388 SPC-SM-SCU-15  15dB 17.50 16.75 ov 952X408 SPC-SM-STU-15  15dB 20.00 19.00: 

SC/UPC 952X390 SPC-SM-SCU-20 20dB 17.50 16.75 ST/UPC 952X410 SPC-SM-STU-20 20dB 20.00 19.00 


952X320 SPC-SM-FCU-03  3dB $19.25 $18.50 952X300 SPC-SM-FCA-03  30B $21.75 $20.75 
952X322 = SPC-SM-FCU-05 5dB 19.25 18,50 952X302 = SPC-SM-FCA-05 5dB 21.75 20.75 


| 952X324 SPC-SM-FCU-07_ 7dB 19.25 18.50 952X306 SPC-SM-FCA-07_ 7dB 21.75 20.75 
= 952X326 SPC-SM-FCU-10 10dB 19.25 18.50 “. 952X308 SPC-SM-FCA-10  10dB 21.75 20.75 
952X328 SPC-SM-FCU-15  _15dB 19.25 18,50 952X310 =SPC-SM-FCA-15 = 15dB 21.75 20.75 

FC/UPC 952X330 SPC-SM-FCU-20 20dB 19.25 18.50 FC/APC 952X312 SPC-SM-FCA-20 20dB 21.75 20.75 


952X340 = SPC-SM-LCU-03 3dB $29.00 $28.00 952X360 SPC-SM-SCA-03 3dB $20.00 $19.00 
952X342 SPC-SM-LCU-05 5dB 29,00 28.00 952X362 SPC-SM-SCA-05 5dB 20.00 19.00 


oe ed 952X344 SPC-SM-LCU-07 7dB 29.00 28,00 952X364 SPC-SM-SCA-07 7dB 20.00 19.00 
952X346 SPC-SM-LCU-10 10dB 29.00 28,00 __ ih} 952X366 SPC-SM-SCA-10 _10dB 20.00 19.00 
952X348 SPC-SM-LCU-15 15dB 29.00 28.00 952X368 SPC-SM-SCA-15 _15dB 20.00 19.00 

LC/UPC 952X350 SPC-SM-LCU-20  20dB 29.00 28.00 SC/APC 952X370 SPC-SM-SCA-20 20dB 20.00 19.00 


www.specialized.net 800-866-5353 


Singlemode UPC Patch Cords Sinelemachs 


2m Cable Length i 3m Cable Length #j 5m Cable Length 10m Cable Length 


682X302 $7.25 | 682X303 $7.50 | 682X305 $8.25 | 682X310 $ 9.75 
682X342 13.50 | 682X343 14.00 | 682X345 15.25 | 682X350 18.25 


682X312 7.50 | 682X313 682X315 8.50 | 682X320 10.00 
682X352 14.25 | 682X353 14.75 | 682X355 16.00 | 682X360 19.00 
682X322 10.50 | 682X323 11.00 | 682X325 

682X362 20.50 | 682X363 21.00 


11.50 | 682X330 13.25 
22.25 | 682X370 25.50 
682X332 8.00 | 682X333 8.50 
682X372 15.00 


APacia 1m Cable Length 
SM Patch Cord ST-ST Simplex UPC 2.8mm | 682X301 $ 6.75 
SM Patch Cord ST-ST Duplex UPC 2.8mm | 682X341 13.00 
SM Patch Cord SC-SC Simplex UPC 2.8mm | 682X311 7.25 
SM Patch Cord SC-SC Duplex UPC 2.8mm | 682X351 13.50 
SM Patch Cord LC-LC Simplex UPC 1.8mm | 682X321 
SM Patch Cord LC-LC Duplex UPC 1.8 mm | 682X361 
SM Patch Cord FC-FC Simplex UPC 2.8mm | 682X331 7.75 


SM Patch Cord FC-FC Duplex UPC 2.8mm | 682X371 14.50 


682X335 
682X375 


9.00 | 682X340 10.50 
682X380 


682X373 16.75 19.75 


Seem _ ieee Singlemode Hybrid UPC Patch Cords 


Item ecm 1m Cable Length 


1m Cable Length jj 2m Cable Length §§ 3m Cable Length 


682X401 $7.00 | 682X402 $7.25 | 682X403 $ 7.75 
682X421 13.25 | 682X422 13.75 | 682X423 14.50 
SM Patch Cord LC-SC Simplex UPC 1.8mm | 682X411 682X412 682X413 9.50 
SM Patch Cord LC-SC Duplex UPC 1.8mm | 682X431 682X432 682X433 18.00 


5m Cable Length 


682X405 $ 8.25 
682X425 15.50 
682X415 10.00 
682X435 19.00 


10m Cable Length 


682X410 $10.00 
682X430 18.50 
682X420 11.50 
682X440 22.00 


Singlemode Simplex SC/APC and FC/APC Patch Cords 


Feta 1m Cable Length i 2m Cable Length §§ 3m Cable Length 9 5m Cable Length 10m Cable Length 


SM Patch Cord SC/APC-SC/APC 682X501 $9.50 | 682X502 $9.75 | 682X503 $10.00 | 682X505 $10.75 | 682X510 $12.25 
SM Patch Cord FC/APC-SC/APC 2.8mm | 682X511 9.50 | 682X512 9.75 | 682X513 10.25 | 682X515 10.75 | 682X520 12.25 
SM Patch Cord FC/APC-FC/APC 682X521 9.75 | 682X522 10.00 | 682X523 10.25 | 682X525 11.00 | 682X530 12.50 


“2 Seau —- Multimode 62.5-pm Patch Cords 


Mea 1m Cable Length §j 2m Cable Length i 3m Cable Length Ij 5m Cable Length 910m Cable Length 


MM Patch Cord ST-ST Simplex 62.5 2.8mm | 682X101 $4.50 | 682X102 —-$ 5.00 | 682X103 682X105 $6.25 | 682X110 
MM Patch Cord ST-ST Duplex 62.5 2.8mm | 682X131 8.25 682X133 682X135 11.25 | 682X140 
MM Patch Cord SC-SC Simplex 62.5 2.8mm | 682X111 4.75 | 682X112 5.25 | 682X113 5.75 | 682X115 «6.50 | 682X120 
MM Patch Cord SC-SC Duplex 62.5 2.8mm | 682X141 9.00 682X143 682X145 12.00 | 682X150 
MM Patch Cord LC-LC Simplex 62.5 1.8mm | 682X121 9.00 | 682X122 9.50 | 682X123 682X125 ‘10.75 | 682X130 


MM Patch Cord LC-LC Duplex 62.5 1.8mm _| 682X151 16.25 | 682X152 17.00 | 682X153 18.00 | 682X155 19.50 | 682X160 


Multimode Hybrid 62.5-jm Patch Cords 


2m Cable Length i 3m Cable Length ij 5m Cable Length §§ 10m Cable Length 
MM Patch Cord ST-SC Simplex 62.5 2.8mm | 682X201 _—$ 4.75 682X203 682X205 


MM Patch Cord ST-SC Duplex 62.5 2.8mm | 682X231 8.50 682X233 11.75 
MM Patch Cord SC-LC Simplex 62.5 1.8mm | 682X211 7.00 | 682X212 7.50 | 682X213 8.50 | 682X220 ‘10.75 
682X241 12.50 | 682X242 _—«-13.50| 682X243 15.75 | 682X250 ‘19.75 
MM Patch Cord ST-LC Simplex 62.5 1.8mm | 682X221 6.75 | 682X222 7.25 | 682X223 


8.50 | 682X230 10.50 
MM Patch Cord ST-LC Duplex 62.5 1.8mm | 682X251 12.25 | 682X252 13.00 | 682X253 


15.50 | 682X260 19.25 


682X215 


682X225 
_ 682X255 


Multimode MT-RJ Female 62.5-yym Patch Cords 


Item ae 1m Cable Length ij 2m Cable Length i 3m Cable Length i 5m Cable Length 
682X601 $11.00 682X603 $12.50 | 682X605 $14.00 


MM Patch Cord MT-RJ-SC 1.8mm _ | 682X611 10.00 | 682X612 10.75 | 682X613 11.50 | 682X615 13.00 
MM Patch Cord_MT-RJ-ST 1.8mm _| 682X621 9.50 | 682X622 10.25 | 682X623 11.25 | 682X625 12.75 


m = Length in meters im = Approximately 3 Feet 
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SPC895 
JDSU SM Test and Inspection Kit 


SPC895 features the PocketClass™ OLS-6 laser source (1310/1550-nm wavelengths 
with SC connector), the OLP-6 power meter (850/1300/1310/1490/1550-nm wavelengths) 
and the SPCfiber 200X inspection scope. All of these components in conjunction with the 
Optipop cassette fiber cleaner and two singlemode simplex SC-SC patch cords (3-mm 
diameter by 1 meters long) are packaged in our deluxe, watertight, custom-foam case. 
The case features reinforced corners, pressure-release purge valve, two-lock latch 
integrity and a very heavy-duty handle. This indestructible case may be shipped 
or checked as luggage, offering ultimate protection for the valuable test equip- 
ment. Complete kit weighs just 11.3 pounds and is 18" x 12" x 6.75" (|.D.). 


See Pages 26 for JDSU Test Sets, Sources and Meters! 


Stock No. Kit/Option 1-5 6-up 
SPC895 Complete JDSU SM Tool Kit $2285.00 ea. $2171.00 ea. 


SPC895 TOOLS 


JDSU OLS-6 SM Laser Source, SC 
JDSU OLP-6 Telcom Power Meter 
Handheld Microscope, 200X 
Optipop Cassette Fiber Cleaner 


2 SM Simplex SC-SC Cables, 
3-mm diameter x 1 m long 


Parts Box — 5 areata 


(800) 866-5353 


WWW .SPECIAL! ZED.NET 


Next-day 


Delivery Available 


SPC905/906 
EXFO SM or SM/MM Test/Inspection Kit 


SPC905 features the EXFO ELS-100-23BL laser light source (1310/1550-nm wave- 
lengths with SC EU! connector), EPM-102X meter (850/1300/1310/1490/1550/1625-nm 
wavelengths) and SPCfiber 200X inspection scope. 

SPC906 contains an ELS-100-12D-23BL light source (850/1300-nm MM LED, 
1310/1550-nm SM laser), EPM-102 power meter (850/1300/1310/1 490/1550/1625) and 
SPCfiber 200X scope. 
All components in conjunction with the Optipop fiber cleaner and two singlemode 
simplex SC-SC 3-mm x 1-m patch cords come in our deluxe, watertight, custom- 
foam case. It features reinforced corners, pressure-release purge valve, two- 
lock latch integrity and heavy-duty handle. Indestructible case may be shipped 

or checked as luggage, offering ultimate protection. Each complete 11.3-pound 
kit is 18" x 12" x 6.75" (|.D.). 


Refer to Pages 24-25 for EXFO Test Sets! 
Stock No. Kits 1-5 6-up 


SPC905 Complete EXFO SM Tool Kit $2533.00 ea. $2407.00 ea. 
SPC906 Complete EXFO MM/SM Tool Kit 3040.00ea. 2889.00 ea. 


SPC905/906 TOOLS 


EXFO Laser Source 

EXFO Power Meter 

Handheld Microscope, 200X 

Optipop Cassette Fiber Cleaner 
- 2 Singlemode Simplex SC-SC Cabl 

_ 3-mm diameter x 1 m long 

Parts Box 


SPC900/901 
Noyes SM or Combo SM/MM Test/Inspection Kit 


SPC900 features a Noyes OLS2-Dual laser source (1310/1550-nm wavelengths with SC 
connector), OPM4-4D power meter (850/980/1310/1480/1550/1625-nm wavelengths) and 
SPCfiber 200X scope 
The 901 has a Noyes OLS4 source (850/1300-nm MM LED, 1310/1550-nm SM laser), 
OPM4-2D meter (850/1300/1310/1550-nm wavelengths) and SPCfiber 200X scope. 

All components in conjunction with the Optipop cassette fiber cleaner and two SM 
simplex SC-SC 3-mm x 1-m patch cords come in our deluxe, watertight, custom- 
foam case. It has reinforced corners, pressure-release purge valve, two-lock 
latch integrity and heavy-duty handle. The indestructible case may be shipped or 
checked as luggage, offering ultimate protection. Each complete 11.3-pound kit 
IS 18 X2*x 6.75" eD.\. 


SPC900/901 TOOLS 


Noyes Laser Source pit 
Noyes Power Meter a Se 
Handheld Microscope, 200X 
Optipop Cassette Fiber Cleaner 


ze ! aa: | 
Turn to Pages 18 ee for Noyes Test Sets, Sources and Meters! 2 Singlemode Simplex SC-SC cab eg, 
Stock No. Kits 1-5 6-up 3-mm diameter x 1m long 
SPC900 Complete Noyes SMTool Kit __—«$2595.00ea. $2466.00 ea. Parts Box eee 
SPC901 Complete Noyes MM/SM Tool Kit 2995.00 ea. 2846.00 ea. t ; = 


www.specialized.net Ei 800-866-5353 


atl, 
\/ NOYES " 
Test & Inspection 


A Division of AFL Telecommunications 


SPC875 Noyes 
SM/MM Test/Inspection Kit 


Inspect and clean singlemode and multimode fibers 
with the SPC875 kit. It features a Noyes OFS-300-200C 
portable 200X fiber scope for all connector types. Use 
| it with the included FC, ST, SC and universal 2.5-mm 

adapter caps. 

The Model OPM4-4D 
multimode/singlemode optical 
power meter is a full-featured, 

| field-portable device. Use it 
for higher power level require- 
ments of long-range amplified 
__ optical spans in both CATV 

_ and DWDM networks. To 
make FC, ST and SC connec- 
tions, use the same adapter 
caps that work with the kit’s 
optical fiber scope. 

A plastic pump bottle is supplied as an alcohol dispenser with an exclusive 
“Twistlock” pump that allows it to be carried in this tool kit without fear of 
Spilling. Use it with the included Kimwipes to keep everything clean, sterilized, 
| dust and grime free. Alcohol not included. You can also use the pre-saturated 
| bifurcated swipes to clean fiber ends before splicing, cleaving or terminating. 
| Ten 4.25” 99% isopropyl alcohol swipes are included. 

The parts box, formed from rugged, shatterproof PETG clear butyrate plas- 
tic, is virtually unbreakable. It is strong and amazingly lightweight with a slot- 
ted design that allows for storage of multiple items. A disposable fiber scraps 
' trash can provides the safest method for disposing glass fiber scraps because 
it can be incinerated when full. Rounding out this kit are a 9-volt Supralife bat- 
tery and two AA batteries to power the two Noyes instruments. 


800-866-5353 
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multimode//singlemode 
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SPC875 
AFL Noyes SM/MM Inspection Kit 


All the supplies listed below come organized in a custom-foam transport case. Full 
Y4-inch thick wall construction and massive seven-lock latch integrity make this heavy-duty 
shell standard issue for working professionals who demand the finest in an unbreakable 
portable protection case. It includes incredibly light structural foam resin shell, custom- 
foam cut-outs that create a snug custom fit for the contents, O-ring watertight seal and 
atmospheric quick-pressure travel-purge valve. Other features include reinforced rounded 
bumper corners for extra protection, tough load-balancing fold-down main handle and 
heavy-duty side-folding trunk handles. 
This tough case measures 18" x 12.875" x 6.75" (inside dimensions) and weighs 13.4 
pounds loaded with the SPC875 contents. The empty case also may be ordered separately. 


Stock No. Kit/Option 1-5 6-up 
SPC875 Noyes Test and Inspection Kit __$1426.00ea. _—-$1355.00 ea. 
082X940 Tool Case Only (No Tools) 255.00 ea. 243.00 ea. 


SEGCa7s5), (OOS VIS in 


Optical Fiber Scope and Power Meter 


4 Adapter Caps (FC, ST, SC and 
Universal 2.5-mm) 


Plastic Pump Bottle, 4-Ounce 
Kimwipes, 4.5" x 8.5", 280/Box 


Bifurcated Swipes 

Parts Box, Slotted Design 
Fiber Scraps Trash Can 
AA-Cell Batteries, 2-Pack 
9-Volt Battery 


Fusion Splicers 


Features 


Stock No. 


Applicable Fibers 


Cladding Diameter 
Coating Diameters 


Typical Average 
Splice Loss * 


Splicing Time 


Arc Calibration Method 


Splicing Modes 


Splice Loss Estimate 
Storage of Splice Results 


Viewing Method 


Tube Heating Time 


Splice/Heat Cycles with 
Battery 


Power Supply 


Terminals 


Wind Protection 


Dimensions 


Weight 


FSM-11S 


151X762 


Page 41 


SMF, MMF, NZ-DS, DSF 


125 um 
250 and 900 um 


0.05 dB (SM) 
0.02 dB (MM) 


11 Seconds 


Automatic and Manual 


Auto SM/NZ/DS 
Auto MM 
SM, MM, NZ-DSF, DSF 


Based on camera inspection 


3.5" adjustable monitor 
angle (front or top selectable) 


40 Seconds 


ac, dc, battery 


30 mph 


4.33" W x 3.14" D x 3.94" H 


1.76 Ibs with BTR-07 battery 


FSM-11R 
151X150 
Page 41 


SMF, MMF, NZ-DSF, DSF 


125 ym 
Ribbon: 250 and 900 um 


0.05 dB (SM) 
0.02 dB (MM) 


20 Seconds 


Automatic and Manual 


Auto SM/NZ/DS 
Auto MM 
SM, MM, NZ-DSF, DSF 


Based on camera inspection 


3.5" adjustable monitor 
angle (front or top selectable) 


40 Seconds 


ac, dc, battery 


30 mph 


4.33" W x 3.14" D x 3.94" H 


1.76 Ibs with BTR-07 batter 


* Measured by cut-back method relevant to ITU-T and IEC standards 


FSM-18S 
151X805 
Page 42 


Singlemode (ITU-T G.652) 
Multimode (ITU-T G.651) 
DS (ITU-T G.G653) 
NZDS (ITU-T G.655) 


125 ym 
100-1000 ym 


0.05 dB (SM), 0.02 dB (MM), 
0.08 dB (DS), 0.08 dB (NZDS) 


11 Seconds (with SM fiber) 


Automatic, real-time by using 
results of previous splice in 
auto mode; manual calibra- 

tion available 


100 preset and user- 
programmable modes 


Based on dual-camera clad- 
ding axis alignment data 


Last 2000 results stored in 
internal memory 


Dual cameras with 4.1" 
TFT color LCD monitor with 
anti-reflective coating. 


30 sec. with FP-03 sleeve 
35 sec. with FP3 sleeve 
35-55 sec. w/micro sleeves 


150 typical with power-save 
functions activated 


Auto voltage selection from 
100-240 V ac or 10-15 V 
dc with ADC-13 ac adapter, 
13.2 de w.BTR-08 battery 


USB 1.1 (USB-B type) for PC 
communication, mini DIN 
(6-pin) for HJS-02/03 and 

SH-8 tube heater 


Maximum wind velocity of 
15 m/s (34 mph) 


5.3" Wx 6.3" D x 5.6" H 


4.6 lbs w/ADC-13 ac adapter; 
5.5 Ibs. w/BTR-08 battery 


www.specialized.net 


FSM-18R 
151X783 
Page 42 


Singlemode (ITU-T G.652) 
Multimode (ITU-T G.651) 
DS (ITU-T G.G653) 
NZDS (ITU-T G.655) 


125 ym 
Ribbon: 0.25-0.4 mm 


0.05 dB (SM), 0.02 dB (MM), 
0.08 dB (DS), 0.08 dB (NZDS) 


20 seconds (with SM fiber) 


Automatic, real-time by using 
results of previous splice in 
auto mode; manual calibra- 

tion available 


100 preset and user- 
programmable modes 


Based on dual-camera clad- 
ding axis alignment data 


Last 2000 results stored in 
internal memory 


Dual cameras with 4.1" 
TFT color LCD monitor with 
anti-reflective coating. 


50 sec. with FP-5 sleeve 
40 sec. with FP3 sleeve 
35-55 sec w/micro sleeves 


90 typical with power-save 
functions activated 


Auto voltage selection from 
100-240 V ac or 10-15 V 
de with ADC-13 ac adapter, 
13.2 dc w.BTR-08 battery 


USB 1.1 (USB-B type) for PC 
communication, mini DIN 
(6-pin) for HJS-02/03 and 

SH-8 tube heater 


Maximum wind velocity of 
15 m/s (34 mph) 


5.3" Wx 6.3" D x 5.6" H 


4.6 Ibs w/ADC-13 ac adapter; 
5.5 Ibs. w/BTR-08 battery 


paAFt Telecommunications 


FSM-60S 
151X785 
Page 43 


Singlemode (ITU-T G.652) 
Multimode (ITU-T G.651) 
DS (ITU-T G.G653) 
NZDS (ITU-T G.655) 


80-150 pm 
100-1000 pm 


0.02 dB (SM), 0.01 dB (MM), 
0.04 dB (DS), 0.04 dB (NZDS) 


9 seconds (with SM fiber) 


Automatic, real-time by using 
results of previous splice in 
auto mode; manual calibra- 

tion available 


100 preset and user- 
programmable modes 


Based on dual-camera clad- 
ding axis alignment data 


Last 2000 results stored in 
internal memory 


Dual cameras with 4.1" TFT 
color LCD monitor 


30 sec. with FP-03 sleeve 
35 sec. with FP3 sleeve 
35-55 sec. w/micro sleeves 


160 typical with power-save 
functions activated 


Auto voltage selection from 
100-240 V ac or 10-15 V 
dc with ADC-13 ac adapter, 
13.2 de w.BTR-08 battery 


USB 1.1 (USB-B type) for PC 
communication, mini DIN 
(6-pin) for HJS-02/03 and 

SH-8 tube heater 


Maximum wind velocity of 
15 m/s (34 mph) 


5.3" Wx 6.3" D x 5.6" H 


4.6 lbs w/ADC-13 ac adapter; 
5.9 Ibs. w/BTR-08 battery 


A Fujikura Business 


FSM-60R12 
151X795 
Page 43 


Singlemode (ITU-T G.652) 
Multimode (ITU-T G.651) 
DS (ITU-T G.G653) 
NZDS (ITU-T G.655) 


12 um 
Ribbon: 0.25-0.4 mm 


0.05 dB (SM), 0.02 dB (MM), 
0.08 dB (DS), 0.08 dB (NZDS) 


20 seconds (with SM fiber) 


Automatic, real-time by using 
results of previous splice in 
auto mode; manual calibra- 

tion available 


= 
100 preset and user- 
programmable modes 


Based on dual-camera clad- 
ding axis alignment data 


Last 2000 results stored in 
internal memory 


Dual cameras with 4.1" 
TFT color LCD monitor with 
anti-reflective coating. 


50 sec with FP-5 sleeve 
40 sec. with FP3 sleeve 
35-55 sec. w/micro sleeves 


90 typical with power-save 
functions activated 


Auto voltage selection from 
100-240 V ac or 10-15V 

de with ADC-13 ac adapter, 
13.2 de w.BTR-08 battery 


USB 1.1 (USB-B type) for PC 
communication, mini DIN 
(6-pin) for HJS-02/03 and 

SH-8 tube heater 


Maximum wind velocity of 
15 m/s (34 mph) 


5.3" Wx 6.3" Dx 5.6"H 


4.6 lbs w/ADC-13 ac adapter; 
5.5 Ibs. w/BTR-08 battery 


800-866-5353 


Visit www.specialized.net 
for FSM-11S accesories. 


FSM-11S 


SpliceMate’ Handheld Fusion Splicer 
World’s Smallest Single-Fiber Unit 


e Highly portable e 30-mph wind protector 
e Dual-camera inspection e Auto arc calibration 

e 3.5" dual direction monitor ¢ Reliable results 

e 40-second tube heater e Intelligent splicing 


Fujikura’s SpliceMate™, the world’s smallest and most portable fusion 
splicer, is designed to meet the challenges posed by today’s fiber networks. 
Although small enough to fit in the palm of your hand, it’s smart and reliable 
enough to be used with confidence by inexperienced operators. 

SpliceMate’s advanced intelligence features include two-camera fiber inspection 
to ensure the splice is right and auto arc calibration, a Fujikura and industry first. This 
compact unit is easy to operate and makes low loss splices quickly with all common types of 
telecommunications fibers. 

Specifications include: applicable fibers (SMF, MMF, NZ-DSF and DSF), cladding 
diameter (125 1m), coating diameter (250 um and 900 ym), typical average splice loss (SMF 


= 0.05 dB, MMF = 0.02 dB), splicing time (11 seconds), arc calibration methods (automatic Pr AFL Telecommunications 
and manual), splicing modes (40: auto SM/NZ/DS, auto MM, SM/MM/NZ-DSF/DSF), A Fujikura Business 
FSM-11S Specifications splice loss estimate (based on dual-camera inspection), monitor (3.5", adjustable monitor 
- - — - angle, front or top selectable), tube heating time (40 seconds), number of splices/heat with 
URC Reis SN NE AOS Uoke Selicing Times 15 seconds battery (30), power supply (ac, battery), terminals (USB), wind protection (30 mph). 
eras of dad Single fiber _ Splicing Modes (40) Auto SM/NZ/DS This splicer includes Fiber Holders, Battery Charger, Battery, Spare Electrode pair 
Cladding Diameter 125um ee net RN and operation manual in a transit case. Kit adds a CT-30 Cleaver. The 1.76-pound splicer 
Coating Diameter © 250m and 900ym SM, MM, NZ-DSF, DSF measures 4.33" x 3.15" x 3.94". One-year warranty. 
Typical Average _ Tube Heating Time 40 seconds ’ 
# Splice Lose SMF-=0.05dB/MMF=0.02dB ie 151X762 S013956 FSM11S SpliceMate seceeeseoeeenneseeesnesserennssctnsnseettie $7495.00 ea. 
: 151X764 S013988 FSM11S SpliceMate Kit ..........cccccccsccsesssessseessssssrsseneees 8395.00 ea. 


Visit www.specialized.net 
for FSM-11R accesories. 


FSM-11R 


Splicemate™ Handheld Ribbon Fusion Splicer 
World’s Smallest Ribbon-Fiber Unit 


e Highly portable e 40-second tube heater 
@ Dual-camera inspection Auto arc calibration 
e 3.5" dual direction monitor ¢ 30 mph wind protector 


Fujikura’s SpliceMate™, the world’s smallest and most portable fusion 
splicer, is designed to meet the challenges posed by today’s fiber networks. 
Although small enough to fit in the palm of your hand, it’s smart and reliable 
enough to be used with confidence by inexperienced operators. 

SpliceMate’s advanced intelligence features include two-camera fiber 
inspection to ensure the splice is right and auto arc calibration, a Fujikura 
and industry first. This compact unit is easy to operate and makes low loss 
splices quickly with all common types of telecommunications fibers. 

Specifications include: applicable fibers (SMF, MMF, NZ-DSF and DSF), 
cladding diameter (125 jm), typical average splice loss (SMF = 0.05 dB, MMF 
= 0.02 dB), splicing time (20 seconds), arc calibration methods (automatic and manual), 
splicing modes (40: auto SM/NZ/DS, auto MM, SM/MM/NZ-DSF/DSF), splice loss estimate 
(based on dual-camera inspection), monitor (3.5", adjustable monitor angle, front or top 
selectable), tube heating time (40 seconds), number of splices/heat with battery (30), power 


supply (ac, battery), terminals (USB), wind protection (30 mph). raNge Telecommunications 
FSM-11R Specifications A Fujikura Business 
Applicable Fibers | SMF,MMF,NZ-DSE,DSF Arc Calibration Method Automatic and manual This splicer kit includes Fiber Holders, Battery Charger, Battery, Spare Electrode pair and 
Number of Fiber Up to 4-fiber ribbon -—_ Splicing Modes (40) Auto SM/NZ/DS operation manual in a transit case. Cleaver Kit adds a CT-30 Cleaver and HJS-03 Battery 
Cladding Diameter 125m. ; : Auto MM powered Hot Jacket Stripper. The 1.76-pound splicer measures 4.33" x 3.15" x 3.94", 
Typical Average SM, MMM,NZ-DSF, DSF One-year warranty. 
aes : ee ee ee 151X150 5013960 FSM-11R Fusion Splicer Kitsecsccvcvsoseovssesneseeee $ 8890.00 ea. 
: : Tet 151X161 S073992 FSM-17R Fusion Splicer w/ Cleaver Kit.........::c0000 10890.00 ea. 


800-866-5353 laf www.specialized.net 


Visit www.specialized.net 
for FSM-18S accesories. 


FSM-18S 


Single-Fiber Fixed V-Groove Splicer 
User-Selectable Clamping Method 


e Withstands 30" drop test 
¢ Dual-direction monitor positions 


The Fujikura FSM-18S Fusion Splicer is a low-cost, fixed V-groove, single-fiber fusion 
splicer with the same robust features offered in other high-end models. Rugged construction 
adds improved reliability by resisting shock, dust and rain. Wind protection allows splicing 
in 34-mph winds. It even withstands a 30" drop test. This splicer has dual cameras and 
a 4.1" TFT color LCD monitor with anti-reflective coating for excellent visibility in bright 
sunlight. Built-in tube heater has 30 heating modes. Long-life battery option provides 
up to 150 splice/heat cycles per charge. A detachable work table is incorporated into 
the transit case. 

All models include ADC-13 ac adapter, ACC-14 ac cord, spare electrode pair, sheath 
clamp, USB cable, JP-05 splice sleeve cooling tray, splicer carrying strap, quick reference 


FSM-18S Specifications 


Applicable Fibers SM (ITU-T G.652), MM (ITU-T G.651), DS (ITU-T G.653), NZDS (ITU-T G.655) & AFL Teleco mm unications 
Cladding/Coating Diameters 125 um/100 ym to 1000 ym 
Fiber Cleave Length 8 to 16 mm with 250-um coating diameter, 16 mm with 900-m coating diameter 


guide, video instruction manual and transit case with carrying strap. The S014528 kit adds 


Typical Average Splice Loss 0.05 dB with SM, 0.02 dB with MM, 0.08 dB with DS, 0.08 dB with NZDS a CT30A cleaver. To the standard contents, the S014560 kit adds CT30A cleaver, BTR-08 

Splicing Time Typical 11 seconds with standard singlemode fiber battery and DCC-14 battery charge cord. 

Splicing Modes 100 preset and user-programmable modes 

Storage of Splice Results —_ Last 2000 results stored in the internal memory 151X805 S014527 FSM-18S FUSION SPIICOL ...c.cccccccccccescssessesseseeseseeseeseses $6245.00 ea. 

Tube Heating Time Typical 30-55 seconds 151X810 S014528 FSM-18S Fusion Splicer Kit with ClCAVEP .......0..+.2-0..-- 7145.00 ea. 

Splice/Heat Cycles w/ Battery Typical 150 cycles with power-save functions activated 151X815 S0714560 FSM-18S Splicer Kit with Cleaver, Battery, Cord..........7470.00 ea. 
= 


Visit www.specialized.net 
for FSM-18R accesories. 


FSM-18R iP AFL Telecommunications 


A Fujikura Business 


Four-Fiber Ribbon Splicer 
Ideal for FTTx or LAN Applications 


¢ Dual monitor position with auto image orientation 
¢ Withstands 30" drop test 


Fujikura’s FSM-18R fusion splicer is a four-fiber ribbon splicer with similar versatility and 
robust nature of the Fujikura 12-fiber ribbon splicer. Well-suited for FTTx or LAN applica- 
tions, this system can splice up to four fibers and single fibers. Enhanced robust features 
provide resistance to shock, dust and rain to minimize downtime and improve operational 
performance. Wind protection allows use in 34-mph winds. It withstands a 30" drop 
test. Automated features such as auto-start splicing, auto-start tube heater operation, 
automatic ribbon fiber identification and auto-arc calibration reduce operational steps 
and improve splicing performance. This splicer has dual cameras and a 4.1" TFT color 
LCD monitor with anti-reflective coating for excellent visibility in bright sunlight. 
| models include ADC-13 ac adapter, ACC-14 ac cord, FH-50-4 fiber holder pair, 
JP-05 splice sleeve cooling tray, USB cable, splicer carrying strap, spare electrode pair, 


> 


FSM-18R Specifications 


Applicable Fibers SM (ITU-T 6.652), MM (ITU-T G.651), DS (ITU-T 6.653), NZDS (ITU-T 6.655) 

eee eae aes = ve ie 0.25 mm to.0.4 mn; single: 250 jum and 900 jm quick reference guide, video instruction manual and transit case with carrying strap. The 

ae ek ae) igs on a ‘aint } S014530 kit adds CT-30 cleaver and HJS-02 hot jacket stripper. To the standard contents, 
ates sk paca he cn in Ss OC gB IR MM PSE Si WHE Os eta ES the S014561 kit adds CT-30 cleaver, HJS-02 hot jacket stripper, BTR-08 battery and DCC- 

Splicing Time Typical 20 seconds with standard singlemode fiber 14 battery ch arge cord 

Splicing Modes 100 preset and user-programmable modes ; 

Storage of Splice Results Last 2000 results stored in the internal memory 151X783 5014529 FSM-18R FUSION SPIICOL.....ccccccccccsscessesscssseesesseecseses $ 8145.00 ea. 

Tube Heating Time Typical 35-55 seconds 


151X786 S014530 FSM-18R Fusion Splicer Kit w/ Cleaver and Stripper....9820.00 ea. 
151X791 S0714567 FSM-18R Kit w/ Cleaver, Stripper, Battery, Cord........ 10145.00 ea. 


www.specialized.net Ei 800-866-5353 


Splice/Heat Cycles with Battery Typical 90 cycles with power-save functions activated 


Visit www.specialized.net 
for FSM-60S accesories. 


part Telecommunications 


A Fujikura Business 


FSM-60S 


Sets the Standard for Core Alignment Fusion Splicing 
Withstands 30" Drop Test 


e Splices fiber in 9 seconds 
¢ Color LCD has excellent visibility in bright sunlight 


The FSM-60S fusion splicer sets the standard for core alignment fusion splicing by in- 
corporating a user-friendly interface with enhanced features to provide the most rugged and 
reliable fusion splicer on the market today. Durable construction adds improved reliability by 
resisting shock, dust and rain. Wind protection allows splicing in 34-mph winds. It even 
withstands a 30" drop test. 

This system splices a fiber in 9 seconds and heats a 60-mm splice sleeve in 30 
seconds for a total cycle time of only 39 seconds. Automatic tube heater operation, au- 
tomated monitor image orientation and battery charging during splicer operation provide 
users a reliable productivity tool. The splicer also features automatic arc calibration and 
fiber identification. A detachable work table is incorporated into the transit case. 

All models include splicer, ADC-13 ac adapter, ACC-14 ac cord, spare electrode pair, 


FSM-60S Specifications 


Applicable Fibers SM (ITU-T 6.652), MM (ITU-T G.651), DS (ITU-T 6.653), NZDS (ITU-T 6.655) 

Cladding/Coating Diameters 80 1m to 150 um/100 um to 1000 pm sheath clamp, JP-05 splice sleeve cooling tray, USB cable, splicer carrying strap, quick ref- 
aed ianer rie ae 8 to 16 mm with 250-um coating diameter, 16 mm with 900-4m coatng diameter — erence guide, video instruction manual and transit case with carrying strap. The $014532 kit 
typist ezane Sollee Less OC SR Wi OMT de WNC OF A il) BS, OOP eB Win NES adds a CT30A cleaver. To the standard contents, model S01 4562 kit adds a CT30A cleaver, 
Splicing Time _ Typical 9 seconds with standard singlemode fiber BTR-08 battery, DCC-14 battery charge cord. 

Splicing Modes 100 preset and user-programmable modes 

Storage of Splice Results _Last 2000 results stored in the internal memory . 151X785 S014531 FSM-60S FUSION SPIICOP ....ccccccssssccsssssssssssssssessve $14990.00 ea. 
Tube Heating Time Typical 9086 spcee 151X790 S014532 FSM-60S Fusion Splicer Kit with Cleaver.............000 15890.00 ea. 
Splice/Heat Cycles w/ Battery Typical 160 cycles with power-save functions activated 151X792 S014562 FSM-60S Fusion Splicer Kit w/ Cleaver/Battery/Cord..16215.00 ea. 


Visit www.specialized.net 


FSM-GOR12 for FSM-60R12 accesories. 


Mass Fusion Splicer 
For up to 12 Fibers 


e Auto-start tube heater 
e Rugged unit withstands 30" drop test 


Fujikura’s FSM-60R12 Mass Fusion Splicer offers unmatched versatility and reliability. 
This ribbon splicer withstands a drop test of up to 30" and continues to splice. And 
nhanced, robust features enable the it to resist shock, dust and rain so unfortunate 
nvironmental conditions won't impact productivity negatively. Wind protection allows 
plicing in 34-mph winds. 

Automated features such as auto-start splicing, auto-start tube heater operation, 
automatic ribbon fiber identification and auto-arc calibration reduce operational 

steps and improve splicing performance. Color LCD with anti-reflective coating has 
excellent visibility in bright sunlight. Features detachable work table incorporated 

into the transit case. 

All models include splicer, ADC-13 ac adapter, ACC-14 AC cord, magnifier, 
FH-50-12 fiber holder pair, JP-05 splice sleeve cooling tray, USB cable, splicer carrying 
trap, spare electrode pair, quick reference guide, video instruction manual and transit case 


ADA Oo Oo 


wn 


FSM-60R12 Specifications : . 
- jg AFL Telecommunications 


Applicable Fibers SM (ITU-T G.652), MM (ITU-T 6.651), DS (ITU-T 6.653), NZDS (ITU-T 6.655) fF rearTepate ate 
Cladding/Coating Diameters — 125 ym/Ribbon: 0.25 mm to 0.4 mm; single: 250 um to 900 ym 

Fiber Count/Cleave Length Single, 2, 4, 5, 6, 8, 10, 2/10 mm ; with carrying strap. The S014534 kit adds CT-30 cleaver and HJS-02 hot jacket stripper. To 
rpieel Defoe SOME as Ts 5 SO MY Oe Ee LES OE Se MINAS the standard contents, S014563 adds CT-30 cleaver, HJS-02 hot jacket stripper, BTR-08 
Splicing Time ; ; Typical, 20 seconds with standard singlemode fiber battery and DCC-14 battery charge cord. 

SplicingModes 100 preset and user-programmable modes — 

Storage of Splice Results Last 2000 results stored in the internal memory 151X795 S014533 FSM-GOR12 FUSION SPIICEF ..........+c+sscssscesssssesseesseeee $16490.00 ea. 
Tube Heating Time ‘Typical 35-55 seconds 2 151X800 S014534 FSM-60R12 Fusion Splicer Kit w/ Cleaver, Stripper....17890.00 ea. 
Splice/Heat Cycles w/ Battery Typical 90 cycles wih poner save untons actiated 151X820 S014563 FSM-60R12 Kit w/ Cleaver, Stripper, Battery, Cord....18215.00 ea. 


800-866-5353 a3 www.specialized.net 


paAFL Telecommunications 


A Fujikura Business 


High-Precision Cleavers are Ideal 
for FFTx Applications 


AFL Telecommunications offers an extensive line of fiber optic 
equipment for field splicing and factory/laboratory use. Widely used 
around the world, Fujikura products are known for their performance, 
productivity and reliability. 

CT-30 Series Cleavers set the standard for portability, reliability and ease 
of use. Each high-precision tool with 16-position blade is compatible with all AFL 
Telecommunications fusion splicers. Designed for excellent portability, these cleav- 
ers are equally at home in splicing vans and bucket trucks. Choose from ribbon splicing 
and single-fiber models that are ideal for FTTx applications. 

Model CT-30 performs 4000 (up to 12-fiber ribbon) cleaves. Also use this cleaver with 
the new FM-18R and FSM-60R12 fusion splicers. It includes fiber holders for FSM-50R, 
FSM-17S-FH, FSM-30R and 40R. Cleave length is 10 mm. 

The CT-30A is supplied with an AD-30A 
adapter plate as its fiber handling system. It 
yields 48,000 single-fiber cleaves (250- to 
900-m coating and 125-m cladding). The 
cleave angle capability is <0.5° typically. 


Place fiber in fiber holder and push down 
on cutting lever. When you release pres- 

sure, spring force will bring cleaver back 
to open position. 


Fiber Optic Cleaver 
Mechanical Splicing Tool 


This SPCfiber™ field tool offers quality cleaves at a reasonable price. Use the CL-60 with 
quick-term connectors and single 0.125-mm 0.D. fiber. When properly maintained, it can 
leave a mirror-like end face finish 2 mm-20 mm from the fiber coating. This tool is optimal 
for mechanical splicing. While holding the fiber, bend the leaf spring down carefully just 
enough to separate the fiber. Over bending can damage the spring. Then release the fiber 
hold lever and dispose of the fiber stub, 

Model CL-60 features a guide for variable cleave lengths from 5 mm to 20 mm. The 
carbide blade will perform over 6000 cleaves. A score and snap function is easy to use and 
preferred by many installers. The compact tool is sized to fit easily in your toolbox. And it’s 
affordable enough for every member of your crew. 

This 2.12-ounce tool measures 4.88" x 0.79" x 1.57". Includes instructions in a small, 
clear plastic case. 


721X186 CL-60 Fiber Optic Cleaver..........0.000.... 1-5, $167.00 ea.; 6-up, $160.00 ea. 
721X022 FIGOCBL Carbide Replacement Blade@.u.........ccccccecccccsssssessseseseeeveeee 44.50 ea. 
721X025 FIGODBL Diamond Replacement Blad@.........cccccccccsccscsesesescseseeeeeeee 75.00 ea. 


www.specialized.net 


Visit our new, updated website for thousands of Fiber, Tools, 
Cable Installation Test Equipment and Shop Supply tools and well as 
Cases and Tool Kits and more! 


Our new, powerful search makes products easier to find or 
browse products using the new, drop-down menus. Easily man- 
age your account: save shipping addresses, use express checkout, 
determine order status or duplicate an order with one click. 


www.specialized.net 
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Cleave length is 10 mm to 
20 mm for 900-1 single fibers 
and 6 mm to 20 mm for 250-m fibers. A | 
built-in scrap collector stores fiber shards conveniently , 
until they can be discarded safely. 

Choose cleaver with or without adapter supplied in a case. Replacement parts and 
accessories also are available separately. Each 6.35-ounce cleaver measures 2.7" x 3.2" x 
1.6". One-year warranty. 


151X774 S014076 CT-30 Ribbon-Fiber Cleave Tool for Fiber Holders......$1036.00 ea. 


151X776 S074080 CT-30A Single-Fiber Cleave Tool with Adapter............. 1091.00 ea. 
TS1X734 [Replacement Blades. eet tee. nest eso ee 92.50 ea. 
151X778) Replacement Fiber COMCCIOM. ....scicséscsacvsesesosesesesesosesasevevesnecpecreszert 185.00 ea. : 
151X780 Replacement Adapter Plate for 10- to 20-mM CleaveS..........+.2.0000-. 83.00 ea. 
151X782 Adapter Plate for 16-MM CICAVES ........cceccseceeseesteereesesssessenessneesees 83.00 ea. ; 
151X784 Replacement Fiber Collector SCrAP BOX .....c.cccccccccecscecsscscsvsvsvseeveres 11.10 ea. | 
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(300) 866-5353 


Next-day 


Delivery Available 


Hand-Held Cleave Tool 
With Adjustable Cleave Length 


The Miller® CC125 Fiber Optic Cleaver produces extremely precise cleave lengths from 
6.5 mm to 20 mm. It assures tremendous repeatability. Once the cleave length is set and . 
locked, every cleave will be the same precise length. This tool creates endface angles of less 
than 2° 100% of the time. It’s ideal for achieving the precise cleaves required by the new 
generation of no-polish fiber connectors in either simplex or duplex cables. Compatible fibers 
include glass fibers with 125-micron nominal cladding diameters. This cleaver accommo- 
dates fibers in coated as well as cable form. 

Tool features steel handles with plastic grips, anodized aluminum cleaving blocks/ 
fixturing, carbide cleaving blade plus polyurethane rubber cleaving and gripping pads. Model 
CC125 measures 5.07" x 1.482" x 1.755". 


024X025 (C125 Hand-Held Cleave Tool.............. 1-5, $264.00 ea.; 6-up, $258.00 ea. 


800-866-5353 


Standard Sleeve Specifications 


oo 


Lengths: 40 and 60 mm 
After-Shrink Diameter: 2.9 mm 
Fibers Accommodated: Up to 1.4 mm 


Strength Member: Steel 


Compatible Splicers: All single-fiber 
fusion splicers 


Outer Tube Color: Clear 


Slim Sleeve Specifications 


eee 


Lengths: 40 and 60 mm 

After-Shrink Diameter: 2.5 mm 
Fibers Accommodated: Up to 1.4 mm 
Outer Tube Color: Clear 


Strength Member: Steel 


Compatible Splicers: All single-fiber 
fusion splicers 


Mini Sleeve Specifications 


| SS atin a aretiey aR SEND 


Length: 25 and 40 mm Strength Member: Steel 


After-Shrink Diameter: 2 mm Compatible Splicers: All single-fiber 
fusion splicers 


Fibers Accommodated: 250 and 900 ym 
Outer Tube Color: Clear 


Micro Sleeve Specifications 


———— 5 


Length: 25 and 40 mm 
After-Shrink Diameter: 1.5 mm 


Strength Member: Steel 
Compatible Splicers: All single-fiber 
Fibers Accommodated: up to 450 um fusion splicers 


Outer Tube Color: Clear 


Ribbon Sleeve Specifications 


<=> “= 
Length: 40 mm 


After-Shrink Diameter: 4.3 to 5.1 mm 
Fibers Accommodated: 2 through 12 ribbon 


Strength Member: Ceramic 


Compatible Splicers: All ribbon/mass 
fusion splicers 


Outer Tube Color: Clear polished quartz 


oplice Sleeves 


Standard Sleeves 
2.9-mm After-Shrink Diameter LL , 


Economical sleeves offer quality and reliability in rete 
a robust design and easy-to-use size. Clear outer tube 
with metallic stainless steel strength member allows viewing fiber color after 
splicing. Sleeves accommodate up to 1.4-mm fiber diameters. Sold 50 per package. 


Price per Package 
1-19 


Stock No. 
680X610 


Description 


40-mm Standard Sleeves $13.00 (26¢ ea.) $1 2.50 (25¢ ea.) 


Slim Sleeves 
2.5-mm After-Shrink Diameter 


Slim clear protection sleeves have a reduced diameter 
for a smaller finished product. The decreased size lets you fit more splices 
into splice trays. These sleeves work with up to 1.4-mm diameter fibers. Sold 50 per package. 


Price per Package 
Description 1-19 20-up 


40-mm Slim Sleeves $13.00 (26¢ ea.) $12.50 (25¢ ea.) 
60-mm Slim Sleeves 13.00 (26¢ ea. 12.50 (25¢ ea. 


Stock No. 
680X605 
680X600 


Mini Sleeves 
2-mm After-Shrink Diameters 

SPCfiber™’s clear mini splice sleeves allow storage in 
smaller width splice trays and splitter/coupler packages. They accommodate both 250- 
and 900-um fibers. Due to their decreased size, diameter strength member and weight, required shrink 
time is reduced to just 30-50 seconds. Sold 50 per package. 


Price per Package 
Stock No. ipti 1-19 20-up 


680X620 25-mm Mini Sleeves $13.00 (26¢ ea.) $12.50 (25¢ ea.) 
680X630 40-mm Mini Sleeves 13.00 (26¢ ea.) 12.50 (25¢ ea.) 


Micro Splice Sleeves 
1.5-mm After-Shrink Diameter 

The smallest splice sleeves in the industry are designed for 
use in optical splitter/coupler packages. Their reduced size accommodates up to 450-um 
diameter fiber and eliminates the need for splice-holding devices. This clear lightweight design shrinks in 
just 30-45 seconds. Sold 50 per package. 


Price per Package 
Stock No. 19 2 


680X625 
680X635 


25-mm Micro Sleeves 


40-mm Micro Sleeves 


Ribbon Sleeves 
4.3- to 5.1-mm After-Shrink Diameters ce 
Clear outer tube with single ceramic strength member a 


accommodates two- through 12-ribbon fiber. SPCfiber™ ribbon sleeves 
utilize polished quartz that allows fiber viewing after splicing. Sold 50 per package. 


Price per Package 


Stock No. 
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6366/6362 Hot Melt Termination Kits 
For ST, SC and FC Connectors 


Versatile kits contain all the tools and materials necessary to terminate 3M™ SC, ST and FC Hot 
Melt and Ultra High Temp Hot Melt Connectors in singlemode and multimode. Universal hot melt 
connector holders grip cable more securely, and you have fewer parts to carry. High-quality 
tools for stripping and scoring fiber are organized in a handy roll-up pouch for accessibility, 
A 200X View Scope offers lighting from oblique and coaxial angles. This allows better 
viewing of the connector end face for singlemode applications. In addition to printed 
instructions, a training CD ROM is organized into video segments for easy learning 
and reference. 
Includes four-port oven with cooling plate and cover, two polishing pads, 
10 sheets of 9 um gray lapping film, 50 sheets of 2 um pale green 
lapping film, 20 sheets of final finish lapping film, polishing jig, 
jacket stripper, kevlar snips, stripping tool, crimp tool, 
fiber scribe, 200X view scope, pronto adhesive, 
lint-free cloths, 120-V power cord, empty alcohol 
and water bottles, fiber scraps can, fiber marking 
pen, roll-up pouch, training CD ROM and printed 
instructions in a case. 
Optional hot melt connectors 
used with these kits are listed 
below. They’re designed for quick, 
accurate and permanent field 
terminations in LAN intrabuilding 
environments. See page 47. 
Hot melt kits’ durable hard- 
shell, high-density black polyethyl- 
ene cases have dieseut foam bases. 
At 14.4 pounds, they're 17.5" x 13.5" x 
5.625". Defect-free warranty. 


599X670 6366 Hot Melt Kit, 120 V................ 1-2, $1328.00 ea.; 3-up, $1262.00 ea. 
599X620 6362 Hot Melt Kit, 230 V................ 1-2, 1414.00 ea.; 3-up, 1344.00 ea. 
599X673 6365-HH Univ. Hot Melt Holders (4)..1-5, 254.00 ea.; 6-up, 242.00 ea. 


Prices Each 


Stock No. Type Fiber Size Boot Color 1-9 10-up 
599X600 6100-W ST Multimode 125 ym White $6.50 $6.25 
meals ae j 
599X604 6100R ST Multimode 125 um Red 6.50 6.25 
NN >—4 
599X602 6100B ST Multimode 125 um Black 6.50 6.25 
. 599X700 8100YS ST Singlemode 126 um ‘Yellow 9,25 9.00 
= ; 
oe 599X612 6200 FC Multimode 125 um White 8.50 8.25 
a) 
599X703 8200W FC Singlemode 126 um White 9.50 9.25 
mie) 
we fe 
Po 599X615 6300-W SC Multimode 125 ym White 6.50 6.25 
Set 
599X709 8300 SC Singlemode 126 um White 9.25 9.00 
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LC Hot Melt Expansion Kit 


Adds LC Connector Termination 
to 6366/6362 Hot Melt Kits 


e Environmental performance require- 
ments exceed EIA/TIA 568-B.3 
e Provides highly reliable perfor- 
mance in a wide range of indoor 
and outdoor applications 
| 
| 


Reliability and ease of use make 3M™ Hot 
Melt Connectors with zirconia ceramic ferrules 
among the most popular with contractors. They 
come pre-loaded with adhesive and terminate in 
two minutes or less. Fiber may be reheated 
and repositioned during the termination 
procedure. Easy-to-install field-mount 
connectors without internal splices 
provide reliable performance in 
indoor and outdoor applications. 


Connectors feature a typical loss or en 
attenuation of <0.2 dB and a typical iia 
reflection of -25 dB for multimode and 

i -55 dB for singlemode. 

| Usage of LC multimode or singlemode connectors requires the 3M LC Expansion 
Kit 6650-LC which features a weighted polishing jig to provide a PC centered apex end face. 


Kit includes four hot melt connector holders, two polishing jigs with weight, 
crimp tool, adapter for view scope, heat shrink fixture, three holder cleaning pins, two 
4.5" x 5.5" polishing pads, 45-sheet lapping film start-up kit, laminated stripping template 


It is not a stand-alone kit and can be used only with the 6366 and 6362 Hot Melt Kits to and instruction manual. This kit weighs 3 pounds. One-year warranty. 

expand their SC, ST and FC termination abilities to include LC connectors. 599X637 6650-LC LC Expansion Kit..............-+- 1-2, $822.00 ea.; 3-up, $781.00 ea. 

Hot Melt Connectors oii 
| Prices 
| Stock No. : : Fiber Size Buffer Cable Size 1-9 10-up 
| an - 599X626 6600-S LC Simplex Multimode 125 um 900 um BTW $ 8.25 $ 8.00 

ec 599X631 6602-S LC Simplex Multimode 425 um 1.6-2.0 mm 8.25 8.00 
| 7 
pVaeal. | = fiaad os a e 
a= — 599X635 6603-S LC Simplex Multimode 125 um 9.4-3.0 mm 8.25 8.00 
= i ; 
aS Re 599X627 6601-D LC Duplex Multimode 125 um 900 ym 16.25 15.50 
ce aL Wt ean DD imma 

r <- < 599X629 6602-D LC Duplex Multimode 125 ym 1.6-2.0 mm 16.25 15.50 
—_.._..... 
| & So 599X633 6603-D LC Duplex Multimode 125 um OAS ram 16.25 15.50 
wl AY dacmact = absashci Mt abba 
aie 599X716 - 8600-S LC Simplex Singlemode 126 ym 900 um BIW. 10.50 10.00 
cs ee 
| =, 599X717 8602-S LC Simplex Singlemode 126 ym 1.6-2.0 mm 11.00 10.50 
| ree a! 
<a. mete 599X719 8603-S LC Simplex Singlemode 126 um 2.4-3.0 mm . 11.00 10.50 
} ™ 
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Exceptional Optical Performance 
in Less Than One Minute per Fiber 


Corning Cable Systems offers several tool kits for the installation of 
UniCam® Connectors. Also use them when working on Local Area Networks 
(LANs) including main cross-connects, telecommunications rooms and tele- 
communications enclosures. Other uses include fiber-to-the-desk and data 
center applications. 

Order tool kits and quick-termination fiber optic connectors separately. 
UniCam MTP Connectors have a single-ferrule design that allows fast and 
easy connectorization. They’re ideal for installers who have minimal if any 
experience assembling connectors. Choose from a variety of TKT-UniCam® 
styles for various fiber sizes in multimode and singlemode types. 


Basic UniCam® Connector Termination Tool Kit 
Installation Is as Easy as Strip, Clean, Cleave, Cam and Crimp 


e No epoxy or polish required 
¢ Quick installation: less than a minute per connector 


Designed with installers in mind, all tools and components needed for UniCam® Con- 
nector termination are provided in one convenient kit. TKT-UNICAM terminates single-fiber 
ST-, SC- and LC-compatible connectors. Use it for main cross-connect, telecom room and 
enclosures plus fiber-to-the-desk applications. 

Includes UniCam Connector Elite™ installation tool, UniCam crimp tool, FBC-001 score 
and snap fiber cleaver, fiber stripper, jacket stripper, electrician’s scissors, number marker, 
tweezers, six alcohol wipes, permanent marker, electrician’s tape, seven black adhesive 
anvil strips, continuity test set for single-fiber connectors (CTS adapters, test jumpers), strip 


TKT-UNICAM TOOLS LIST 


UniCam® Connector Elite™ Installation Tool FBC-001 Score and Snap Fiber Cleaver 


UniCam Crimp Tool Electrician’s Scissors 

Fiber Stripper Number Marker 

Jacket Stripper Tweezers 
TKT-UNICAM Connectors 


Stock No. 


Discovering Beyond Imagination 


| CORNING 


length gauge, video and instructions in a ballistic nylon bag. The 4.5-pound kit is 12" x 9.5" 
x 5". One-year defect-free warranty. 


TKT-UNICAM § Basic UniCam Tool Kit...........000+. 1-2, $786.00 ea.; 3-up, $767.00 ea. 
745X803 TL-UCO7 Install Tool Only............ 1-5, 486.00 ea.; 6-up, 474.00 ea. 
Alcohol Wipes, 6 Electrician’s Tape 
Continuity Test Set for Single-Fiber Black Adhesive Anvil Strips, 7 
Connectors (CTS Adapters, Test Jumpers) Strip Length Gauge 
Permanent Marker Instruction Video 


Price Each 


Fiber Size Ferrule 


Typical Loss Type 


62.5/125 um Composite 3.0B Multimode $12.00 


721X304 95-000-50 ST 
721X306 95-050-50 ST 
, 721X312 95-000-51 ST 
= aty 
=i wane) 721X322 95-200-51 ST 
>= anaienemnnnnoene 
es eee 721X302 95-000-41 Sc 
I ee 
oo 721X320 95-200-41 sc 
oi a 
| Sine = = 721X300 95-000-40 sc 
721X316 95-050-41 Sc 
Bao — ES 
a aa 721X310 95-000-99 Lc 
eee elle 
he = — 
> 721X318 95-050-99 Le 
— = 
eet a ae 721X326 95-200-99 ° LC 


50/125 ym Zirconia .3 dB Multimode 11.50 
62.5/125 ym Zirconia .3 dB . Multimode 16.25 
8.3/125 ym Zirconia 4 dB Seti 18.25 
62.5/125 pm Zirconia 4d0B Multimode 16.25 
8.3/125 um Zirconia .40B Singlemode 18.25 
62.5/125 ym Composite é3 0B Multimode 12.00 
50/125 ym Zirconia | .3 dB Multimode 16.25 
62.5/125 pm Zirconia .3 dB Multimode 17.00 
50/125 ym Zirconia .3 dB Multimode 17.00 
8.3/125 pm Zirconia .3 dB . Singlemode 20.25 
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UniCam® Pretium™ Connector Installation Kit 
Ensures Consistent Reliable Results 


CORNING 


Discovering Beyond Imagination 


e Install each connector in about 45 seconds 
e Terminate SM/MM LC-, SC- and ST-compatible connectors 


UniCam® Pretium™ Installation Tool Kit virtually eliminates human variability from installation. Use it 
or termination of multimode and singlemode LC-, SC- and ST®-compatible UniCam connectors. Install 
each connector in about 45 seconds. Model TKT-UNICAM-PFC is designed to allow easy on-the-go field 
terminations out of the bag, eliminating set-up and tear-down time. 

This kit features a lightweight, handheld UniCam Pretium Installation Tool with Integrated CTS. Its 
immediate go/no-go feedback signal provides unmistakable confirmation of a successful termination. The 
high-performance Pretium Flat Cleaver has an integrated fiber scrap bin, a dual-clamp precision hold for 
field fiber and a diamond blade to achieve a superior cleave. 

All the required fiber preparation and cleaning tools and materials come in a sleek, compact, well-orga- 
nized carrying case with built-in conveniences including integrated waste receptacle and organized foam insert 
interior. The 5.2-pound is 16" x 10" x 8". One-year defect-free warranty. 


TASKSOOTIATCUNICAM- PFC Kit cok czcecvsssssscscesvastcsserssnacessayeasavstectunivetnesesressss 1-2, $2183.00 ea.; 3-up, $2096.00 ea. : 


(ahaa 


£ 


TKT-UNICAM-PFC TOOLS LIST 


Unicam® Pretium™ installation Tool Wire Fiber Stripper, REE, ee ~ LC 1.25-mm Ferrule Adapter Corning Fiber Cleaning Fluid Bottle 


with iogeied SF ReGen ae a ~___“Dual-Hole” Miller Tool Fiber Stripper. ~ §C/ST-Compatible 2.5-mm Ferrule Retractable Permanent Marker 
m Flat C Bs (for 900- and 250-um fiber) Cleaning Sticks, 10/pack ; 
Plastic Refuse Container 2 - 1.5-mm Ferrule Cleaning Sticks, 10/pk 


Crimp Tool a Ne : be SC/ST®- -Comp. 2.5-mm Ferrule Adapter Corning Wipes Package 


CTS UniCam® Connector 
Termination Tool Kit 

With Splitter Box and 

Continuity Test Set Functionality 


Get visual feedback when 
terminating UniCam SC, 
LC, ST-compat- 
ible or MT-RJ 
connectors. Useful 
for reducing scrap 
rates or training 
new installers, the 
TKT-UNICAM-CTS is 
very popular since you 
can watch for red glow in 
back of connector to dim 


CTS Single-Fiber UniCam® 
Connector Termination Kit 
Continuity Test Set 
Functionality 


The Corning TKT-UNICAM- 
CTS-SF CTS Single-Fiber 
UniCam Connector Termina- 
tion Kit is designed with the 
installer in mind, all tools and a 
components necessary for ern 
UniCam Connector termination 4 
are supplied in one convenient 
kit. Provides visual feedback when 
terminating UniCam SC, LC and 
ST-compatible connectors. When red 


or disappear. This indicates field fiber is inserted in connector properly. glow in back of connector dims or disappears, field fiber is 

Includes TKT-UNICAM contents and adds continuity test set (MT-RJ splitter box, CTS inserted in connector properly. 
MT-RJ adapters and MT-Ru test jumpers) plus visual fault locator. This 8-pound kit mea- Includes all TKT-UNICAM contents plus a visual fault locator. This 5-pound kit is 15" x 
sures 15" x 10" x 11". One-year defect-free warranty. 9.5" x 11". One-year defect-free warranty. 


TKT-UNICAM-CTS CTS Unicam Tool Kit......... 1-2, $1470.00 ea.; 3-up, $1397.00 ea. | TKT-UNICAM-CTS-SF CTS SF Unicam Kit...... 1-2, $1064.00 ea.; 3-up, $1038.00 ea. 


UniCam® MTP® Connector 


SM UniCam® Installation Tool Kit 
Connector Kit Features a 200X Inspection 
Sree Microscope 
ake [= The Corning TKT- 
Terminations UNICAM-MTP UniCam® MTP® 


Connector Installation Tool 
Kit is designed for quick 
termination of ribbon 


Recommended KF Par 
for singlemode instal- : 
lations, this termination 


tool kit reduces scrap and improves cables using UniCam Mul- 

connector performance. It enhances timode and Singlemode 
| singlemode terminations with lower, more MTP Connectors with or 
| consistent insertion loss and improved overall cleave performance. without jacket retention. This 
Kit includes TKT-UNICAM-CTS contents with high-performance FBC-012 multi-fiber kit features a 200X inspection 

cleaver instead of FBC-001. Also contains one- and two-fiber handlers for superior cleave microscope, a high-performance 

performance when terminating single- and two-fiber UniCam Connectors, universal con- ribbon cleaver, a ribbon coating thermal stripper, a ribbon insertion tool and a crimp tool 
nector cleaning cassette and VFL. The 5-pound kit measures 9" x 13" x 8". One-year packaged with fiber preparation and cleaning materials in a hard case. 
defect-free warranty. The 22-pound kit is 19" x 15" x 8". One-year defect-free warranty. 
TKT-UNICAM-ELITE SM Unicam Kit............... 1-2, $5273.00 ea.; 3-up, $5010.00 ea. 745X775 TKT-UNICAM-MTP Kit..........000+. 1-2, $12216.00 ea.; 3-up, $11910.00 ea. 
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SPC830 


Field Splicing in Any Environment 


Supplied tools remove coatings, clean and cleave fibers. Then insert two fibers 
into splice. Use assembly tool to align fibers precisely and permanently in place. Make 
high-performance splices with fast 30-second installation time. No epoxy or electricity are 


required, so on-site installation is easy in any splicing environment. 


Includes Fibrlok™ 2501 assembly tool, No-Nik 175-m fiber stripper, Micro-Strip 0.006 
precision stripper, Miller 100 cable stripper, Ideal coax stripper, Miller-925 telecom snips, 4X 
pocket magnifier, six Fibrlok mechanical splices, empty 2-ounce alcohol bottle, 100 lint-free 


cloths and manual in a case. 


6955 


3M Crimplok™ Termination Kit 


kit provides all the tools and materials needed to terminate Crimplok™ ST and 


This 3 


SC non-adhesive fiber optic singlemode and multimode connectors. It includes 
HM and Crimplok crimp tool, Crimplok polishing tool, 50 sheets of one- 

step Crimplok lapping film, universal polishing jig, Crimplok activation 

tool, 100x view scope, buffer stripper, cable stripper, snips, 100 4" x 


4" lint-free cloths, 2" roll of Scotch® tape, 
instructions. Everything is supplied in a Cri 


length guide on bottom of polishing base. 1 
9./5" x 4", One-year defect-free warranty. 


Stock No. Kit 


alcohol bottle and complete 
nplok tool pouch with belt. 


Optional activation tool includes SC and ST heads with stripping 


he 3.3-pound kit is 8.5" x 


eZ 


Fibrlok Mechanical Splices 


(300) 866-5353 


Next-day 


Delivery Available 


Optional Miller CC125 cleave tool leaves an end face angle of 3° or less and cleaves 


125-1m fiber with 200-tm or larger buffer. Additional splices available individually. Universal 
Cleave tool for 125-m fiber eliminates polishing. The 2524 Splice Organizer Tray stores 


up to 24 Fibrlok splices with buffer tubes and fibers. A 4" minimum bend diameter is main- 


SPC830 Fiber Optic Splice Kit. 
599X501 2507 Fibriok Assembly Tool Only 
024X025 CC125 Hand-Held Cleave Tool.............. 1-5, 264.00 ea.; 6-up, 258.00 ea. 
thy hee: 1-24, 10.50 ea.; 25-up, 10.00 ea. 


599X529 2529 Fibriok Mechanical Splices 


tained in each tray. Multiple trays hinge together for individual tray access in a stack. 


ae 1-5, $429.00 ea.; 6-up, $408.00 ea. 
Sua 1-5, 71.00 ea.; 6-up, 


67.50 ea. 


599X524 2524 Optical Fiber Splice Organizer TrAY.....2...c2cccccecccecessesesvecssessene 39.00 ea. 


3-up 


599X632 6955 Termination Tool Kit (SC/ST) 


$707.00 ea. 


$672.00 ea. 


599X634 69557 Activation Tool Only...............+. 1-5, $154.00 ea.; 6-up, $147.00 ea. 


599X724 SP-00503 Lapping Film (50 Sheets)... 1-5, 


59.50 ea.; 6-up, 


57.00 ea. 


CrimpLok™ Connectors for use with Crimplok™ Crimp Tool 


Prices (60/pkg.) 
Stock No. Part No. Style Size Ferrule Loss Type 1-9 10-up 
bnkindabe oe " “5 
-— 599X630 6901 ST 125 um Zirconia Ceramic <0.2 Multimode $6.50 $6.25 
me 
— 599X628 6900 Sc 125 um Zirconia Ceramic <0.2 Multimode 6.50 6.25 
aan “b- le ‘; ‘ f z 
= 599X721 8901 ST 126 um Zirconia Ceramic <0.2 Singlemode 9.25 9.00 | 
(Carer 599X718 8900 sc 126 um Zirconia Ceramic <0.2 Singlemode 9.25 9.00 
www.specialized.net | 50 | 800-866-5353 


oHtic 
ptic 


n [ 
5.5" x 5.5" Neoprene Polish- 


2 Sean Sa Fe 
ANaeropvic iper U 


This kit is designed for installers and technici 


ans. Use the 


ing Pad for connectors requiring a soft cushioned surface. The long-lasting = 
and durable 1.5" diameter Stainless Steel Polishing Puck works on ST, a“ 


SC and FC connectors. High-Leverage Kevlar® Shear’s non-slip hard- 
ened stainless steel serrated blades trim back Kevlar strength members. 
The 4" x 2,25" Fiber Scraps Trash Can may be incinerated when full. 
Ergonomic FiverOptic™ Stripper strips outer jacket from 
2- to 2.4-mm and 2.8- to 3-mm fiber plus 2- to 3-mm 
loose tube fiber. An ergonomic Universal Fiber Crimper 
works with SMA, SMB, SFR, ST and SC connectors 


plus 0.128", 0.151", 0.215", 0.197" and 0.178" ria 
hex crimp sizes. Long-lasting tool delivers over : 
50,000 crimp cycles. Fiber Optic Jacket and 


Buffer Stripper’s larger notch removes 3-mm 
jacketing. Use smaller notch to remove 900- and _- 
250-uIM buffer coatings. A 200x fiber scope utilizes oblique aii 
illumination to inspect fiber core quickly and easily. It features a 

white 100,000-hour rated LED and 900-1m field of view. 

Kit also includes a pair of Safety Glasses with Clear Lenses as well as assorted wipes 
and cleaning solvent. Anaerobic Adhesive and Primer, Epoxy Syringe and Needle, Polishing 
Film, Sharpie® Marker and Parts Box round out this kit. 

SPC855’s durable 23-Pocket 12" BigMouth Bag features 17 multi-use pockets inside 
and six outside. It opens wide for easy access to contents and features a reinforced bottom 
and padded reinforced web carrying handles. The 7.4-pound kit is 12" x 8.5" x 8". 


Stock No. Kit 1-5 6-up 


SPC855  CompleteToolKit = §+—«*$739.00ea. ‘$703.00 ea. 


111X161. = BigMouth Bag Only 22.75 ea. 21.00 ea. 


Fiber Optic Installer’s Termina’ 
Get all the termination supplies you need in one convenient kit. Fiber Optic 
Scribe features a “Squeeze and Pull” cap, 30° wedge tip and carbide blade. 
Use the 5.5" x 5.5" Neoprene Polishing Pad for connectors requiring a soft 
cushioned surface. Long-lasting and durable 1.5" diameter Stainless 
Steel Polishing Puck works on ST, SC and FC connectors. The 4" 
x 2.25" Fiber Scraps Trash Can may be incinerated when full. Use 
Adjustable Wire Stripper for general-purpose stripping and cutting of 
all commonly used insulated wires. All surfaces are ground to ensure 
smooth shearing action. Adjusting stop on gripping handles permits 
adjustment for wire sizes. 

The Fiber Optic Stripper strips 250-y1m buffer coating from 125-um 
optical fiber. A precision 0.0055" diameter hole and V-opening in the 
blade allow for accurate buffer coating removal. Ergonomic Fiber Optic Kev- 
lar® Cutter cuts Kevlar® strength members in fiber cables. It has a full serrated 
edge for fast, clean cuts. The ergonomic Universal Fiber Crimper works with SMA, 
SMB, SFR, ST and SC connectors plus 0.128", 0.151", 0.215", 0.197" and 0.178" 
hex crimp sizes. This long-lasting tool delivers over 50,000 crimp cycles. 

Standard flat-plate Fiber Inspection Scope has 100x viewing of ST, SC or FC connec- 
tors with non-ferrule scratching SureGrip technology. Continuity Tester’s high-intensity, 
long-lasting green LED transmits light instantly and accurately down fiber. You also get Fiber 
Splinter Tweezers, 6" Stainless Steel Ruler, Connector Cleaner, Polishing Film and Sharpie®. 
SPC825’s Gatemouth Jr.” is a super-wide-opening Soft Sider™ tool bag. It features 


600 Dernier polyester with a Duckwear™ color scheme. Padded sides protect tools, and flex- 


ible plastic trim won't dent walls or scratch floors. This 4.8-pound kit is 13" x 9" x 8". 
Stock No. Kit 1-5 6-up 


SPC825  CompleteToolKit | = +—«S*$578.00ea. $550.00 ea. 


459X617 Gatemouth Jr. Bag Only 24.50 ea. 23.75 ea. 
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SPC855 TOOLS LIST 


_ Fiber Polishing Pad and Stainless Puck 
Kevlar Shear, High-Leverage 
Fiber Scraps Trash Can 
FiverOptic™ Stripper 
Universal Fiber Crimper — 
3-mm Fiber Optic Buffer Stripper 
200X Fiber Scope w/Univ. 2.5-mm Adptr. 
Safety Glasses, Clear Lenses 


SPC825 TOOLS LIST 


D’Gel Fiber Optic Solvent Wipes, 10 
4 x 4 Econowipes, 100 


Fiber Optic Cleaner 


Anaerobic Adhesive and Primer 

Epoxy Syringe and Needle, 9-mm 

.3-, 1- and 5-ym Polishing Film, 25/Pk. 
Sharpie® Marker, Black Fine Point 
Parts Box without Dividers 


Carbide Tip Fiber Optic Scribe 

Fiber Polishing Pad : 

Fiber Stainless Puck 

Fiber Scraps Trash Can 

Adjustable Wire Stripper — 
Fiber Optic Stripper 

Fiber Optic Keviar® Cutter 

Universal Fiber Crimper 


EA. 

Standard 100X Inspection Scope 
LED Fiber Continuity Tester — 
Fiber Splinter Tweezers 


Stainless Steel Ruler, 6" 


Connector Cleaner 


_.3- and 3-um Polishing Film, 25/Pk. 


Sharpie® Marker, Black Fine Point 
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SPC860 TOOL LIST 


(soo) 866-5353 
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Delivery Available 
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Connector Termination Kit 


This kit contains everything you'll need for complete portable end-to-end epoxy termina- 
tions. The FiverOptic tool cuts the jacket. Then use the Kevlar shear and remove fiber 
coating with FiverOptic tool. Mix EPO-TEK’ 353ND bi-pack epoxy and fill syringe. Put epoxy 
in ferrule, insert connector, cure in oven and cool. Scribe removes unnecessary fiber. Then 
use lapping film, polishing puck and the rest of the supplies to finish the process. 

All the tools and supplies come in a rugged black Pelican transport case that’s waterproof 
and crushproof. It features custom die cut foam in the base and a lid panel with a 
variety of pouches. 

Connectors listed below must be ordered separately. Choose the correct type 
for your epoxy termination needs. 

The 21.1-pound SPC860 kit measures 1874" x 14%6" x 86". Tools carry lifetime 
warranties; the case has a one-year warranty. 


Stock No. Kit 1-5 6-up 
SPC860 Epoxy Connector Termination Kit $958.00 ea. $910.00 ea. 


24-Port FO Connector Heat Oven 
.3-pm 9" x 6.5" Polishing Film, 25/pk. 


9-mm Epoxy Syringes and Needles, 10 


Curing Stand 


Neoprene Fiber Polishing Pad Fiber Scraps Trash Can se 
Stainless Fiber Polishing Puck Safety Glasses, Clear Lens 


3-ym 9" x 6.5" Polishing Film, 25/pk. 4" x 4" Econowipes, 2 Pkgs. 100 ea. Kevlar Shear, High-Leverage : ~ Polishing/Work Mat g 
12-ym 9" x 6.5" Polishing Film, 25/pk. D’Gel° Fiber Optic Solvent Wipes, 10 FiverOptic Multi-Function Stripper i A ae hae er 
4-Gram EPO-TEK” SM Epoxy Bi-Packs, 5 Clear Lexan Fiber Polishing Plate 60-Cone Fiberoptic Scribe fire ae ee Ge 
Epoxy Connectors - SP 
Typical Boot Boot Prices 
Stock No. Ferrule Loss Size Housing Color Each 
Behigess Se 682X702 ST SM Simplex Connector 126m = ZirconiaCeramic + <0.3dB 3mm Metal Yellow $1.75 
ST 682X704 ST MM Simplex Connector 128 um Zirconia Ceramic < 0.5 dB 3mm Metal Black 1.50 
ata 682X712 SC SM Simplex Connector 126 ym Zirconia Ceramic <0.3dB 3mm Plastic Blue 2.00 
sive rome 682X714 SC MM Simplex Connector 128 ym Zirconia Ceramic <0.5dB 3mm Plastic Beige 1.50 
sc 682X716 SC/APCSMSimplex Connector 126m  ZirconiaCeramic <0.3dB 3mm _ Plastic Green 2.50 


682X722 


FC SM Simplex Connector 


126 ym 


Zirconia Ceramic 


682X724 


FC MM Simplex Connector 


128 um 


Zirconia Ceramic 


682X726 


682X732 


FC/APC SM Simplex Connector 


LC SM Simplex Connector 


126 um 


126 um 


Zirconia Ceramic 


Zirconia Ceramic , Plastic 


682X734 


LC SM Simplex Connector 


126 um 


Zirconia Ceramic ; Plastic 


682X736 


LC MM Simplex Connector 


128 um 


Zirconia Ceramic L ___ Plastic 


682X738 


LC MM Simplex Connector 


128 ym 


Zirconia Ceramic A Plastic 


682X742 


LC/APC SM Simplex Connector 


126 um 


Zirconia Ceramic : Plastic 


682X744 


682X752 


LC/APC SM Simplex Connector 


MTRJ SM Connector, NO PINS 


126 um 


Zirconia Ceramic ; Plastic 


Zirconia Ceramic E Plastic 


GBD ss |: 682X754 


MTRJ MM Connector, NO PINS 


Zirconia Ceramic f ~ Plastic 


== ME 682x756 


MTRJ SM Connector, with PINS 


682X758 


MTRJ MM Connector, with PINS 
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Zirconia Ceramic f Plastic 


Zirconia Ceramic <0. Plastic 
‘ 


m5 ff 800-866-5353 


PCtiber 


24-Port Heat Curing Oven 
For ST, SC, FC, D4 or SMA Style Connectors 


T™) 


SPCfiber ’’s Connector Curing Heat Oven allows proper cure of several types of epoxy. 
The oven block accommodates a variety of connector styles including ST, FC, SC, D4 and 
SMA. Its front panel features temperature control, power “on” and heat “on” light indicators. (800)866-5353 
The block provides even heat distribution, minimizing connector heat loss. : SER Ee 

Temperature range is ambient to 320° F/160° C. Oven requires only a standard plug 


outlet. This unit also is an excellent addition to your fiber optic connectorization kit. Specifi- Next-day 
cations include: 110 V, 120 V ac, 1.1 A, 132 W, 50/60 Hz and 1.5 fuse A. Delivery Available 
This portable oven with 6' long power cord includes thermometer and standard 24-port 
connector holding block. The 3.8-pound unit measures 3.25" x 5.3" x 6.75". 721X180 FO-972 24-Port Heat OVEN ......2:.000+- 1-5, $328.00 ea.; 6-up, $312.00 ea. 
The optional 9091 holding block accommodates MU and LC connector styles. An 721X182 9097 MU/LC Holding BIOCK..........00.+. 1-5, 87.50ea.; 6-up, 83.50 ea. 
optional heat curing stand provides easy placement of cords during curing. A replacement 721X065 9451-S Curing Oven Stand ......02.000..-. 1-9, 33.50 ea.; 10-up, 32.00 ea. 
thermometer is also available separately. 721X070 8032-0000 Curing Thermometer........1-9, 18.00 ea.; 10-up, 17.25 ea. 


353ND Singlemode Epoxy 


Oversized Shipping Rates é a ee 
Apply to All Chemicals af bas en 
é a Pe, i ae 
Epoxy Bi-Packs = a 
Adhesives for Fiber Optic Assembly <a 501473-31R Syringe and Needle 
EPO-TEK®’s 353ND is a two-component, heat-curing, _ : 0M125 Multimode Epoxy 
high-temperature epoxy for singlemode fiber optic applica- 
tions. Model OM125 is a two-component, low-stress adhesive for larger core diameter , 
multimode fiber optic terminations. It has a shorter pot life and slower cure times than the 148X100 53ND SinglemOde EPOXY......-.eeeevses 1-24, $8.00 ea.; 25-up, $7.50 ea. 
353ND. Each double packet contains 4 grams. The 501473-3IR is a 3-cc syringe body with 148X200 0M125 Multimode Epoxy 1-24, 8.25 ea.; 25-up, 7.75 ea. 
.9-mm needle. Use it to dispense epoxy into connectors. 721X095 501473-3/R Syringe and Needle............. 1-24, 0.40 ea.; 25-up, 0.35 ea. 


Oversized Shipping Rates 
Apply to All Chemicals 


Anaerobic Primer 


and Adhesive 
Termination Chemicals 


Loctite® 7649 Primer is an activator for 
anaerobic adhesives and sealants. Comes in a 
1.75-fluid ounce bottle with pump spray. Loctite 
680 Anaerobic Adhesive Hardener is a two-part 
system that self cures in minutes without 
heat. Inject retaining compound into 
connector with syringe needle. Dip or 8. 


Prices 
Stock No. PartNo. Style Type 1-24  25-up 


| 7 m." ‘ q° y ye 3 
meme SS raix166 AC-1066 «ST MM $3.25 $3.10 


a 1) " 


spray fiber with primer and connectorize or _. Me 48 PLT 5 i‘. . 

as usual. Sets up in seconds and is fully k ae \ : 721X168 = AC-3066 = SC MM 4.00 3.80 
cured in minutes. Comes in a .34-fluid Primer Hardener bt 54 Veirer J 

ounce squeeze bottle, =m : TEASERS es Lar) eo" 
721X085 7649 Anaerobic PrIMER ..........seees000000 1-24, $14.00 ea.; 25-up, $13.50 ea. a < & 721X170 = AC-5066 «LC ~MM 4.25 = 4.00 
721X080 680 Adhesive Hardenel.........c00000 1-24, 16.00 ea.; 25-up, 15.25 ea. Ro MAGN, thee ta i > a 
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Fiber Optic Scribes 


Choose Diamond, Ruby, Sapphire or Carbide Tip 


DS-90W: Compact Miller Diamond-Tip Scribe has a protective retractable barrel with 
pocket clip and stainless steel-mounted diamond tip. It’s specially made for the “scratch and an 
pull” technique. Tool has a 90° wedge shape and is 5.375" long. 


DS-60C: Miller's compact Diamond-Tip Scribe has a protective retractable clip and 


stainless steel-mounted diamond tip. It’s specially made for the “scratch and pull” tech- 
nique. This tool has a 60° conical angle and is 5.375" long. 


CS-30-W: Housed in a rugged, anodized aluminum casing, Miller's CS-30-W Carbide- 

mfortably in either hand and in your pocket or tool kit. The 30° wedge-tip 
tool is .15" wide for long life and simple fiber termination. It features a soft, protective 
“squeeze and pull” cap and convenient pocket clip. Tool is 4.375" long. 


45-357: IDEAL Reversible-Blade DualScribe™'s double-ended blade is ground and 
polished to a 30° single-bevel edge. Reversible blade doubles tool life. Soft non-slip 
grip provides precise control. Includes safety cap. Ruby scribe is 6.125" long. 


45-358: This IDEAL Reversible-Blade DualScribe™’s double-ended blade is ground and 


£ 


Tip Scribe fits co 


polished to a 30° single-bevel edge. Reversible blade doubles tool life. Soft non-slip handle 
grip provides precise control. Includes safety cap. Sapphire tool is 6.125" long. 


45-359: IDEAL Reversible-Blade DualScribe™’s double-ended blade is ground and 
polished to a 30° single-bevel edge. Reversible blade doubles tool life. Soft non-slip 


handle grip provides precise control. Includes safety cap. Carbide scribe is 6.125" long. 


Fiber Optic Scribes 


Stock No. 


Description Tip 


DS-90-W 


DS-60-C 


CS-30-W 


45-357 


Blade 1-5 6-up 


ue ~«=s-S-90-W =>: 024X033 Miller “Scratch and Pull” Fiberoptic Scribe 90° wedge Diamond $78.00ea. $76.50 ea. 
: seers >  DS-60-C 024X031 Miller “Scratch and Pull” Fiberoptic Scribe 60° cone Diamond 38.50 ea. 38.00 ea. 
|aittattarme— CS-30-W 024X027 Miller Scribe with “Squeeze and Pull” Cap 30° wedge Carbide 36.50ea. 36.00 ea. 
eM = 45-357 370X288 ——_—ideal DualScribe” with Double-Ended Blade 30° single bevel Ruy 28.00ea. 27.00 ea. 
PMs = 45-358 370X289 ~—_—deal DualScribe™ with Double-Ended Blade 30° single bevel ‘Sapphire 28.00ea. * 27.00ea. 
a? = =§ 45-359 370X290 —_—ideal DualScribe” with Double-Ended Blade 30° single bevel Carbide +=» ««43,00€a. —41.00ea. 
Lapping Film 721X105. .3-11m AlUMINUM OXI ....ssccccsseevssse 1-24, $11.25 ea.; 25-up, $10.75 ea. 
For Connector 721X110 1-LM AlUMINUM OXIdE......0cccccccceseeseees 1-24, 11.25 ea.; 25-up, 10.75 ea. 
Polishing 721X115 2-1 AluMINUM OKIE ........:..cccecseseees 1-24, 11.25 ea.; 25-up, 10.75 ea. 

For an optimum 721X120 3-pm AlUMINUM OXIdE ....2...200ccceseeeees 1-24, 11.25 ea; 25-up, 10.75 ea. 
connector polish, use a 721X125 5-ym Silicon Oxide vee vnaepenesesseessscseureens 1-24, 11.25 ea.; 25-up, 10.75 ea. 
three-stage process with 5-um, 721X130 9-11 AIUMINUM OXIdE .......ccccceceeeeeeeee 1-24, 11.25 ea.; 25-up, 10.75 ea. 
1-um and .3-um. All film is 9" x 721X135 72-1 AIUMINUM OXIAE ...00..2.cceceeces eee 1-24, 11.25 ea.; 25-up, 10.75 ea. 
6.5", color-coded per grit and comes 25/pkg. 721X140 15-1 Silicon Carbide ........cc..sc0.ce000e- 1-24, 11.25 ea.; 25-up, 10.75 ea. 


Precision-Machined Polishing Pucks 


Lightweight Plastic, Tungsten and Titanium Styles 


2 Paladin Tools° 


LC Polymer 
Plastic Puck: 
Affordable mado tn ( 
Jurable puck has Coan 
xtended polish- 
ng life. Wear and 
impact resistant, 
it’s stronger than 
netals. Lightweight puck has a stable wide base and 
steady, smooth glide action for flat, even polish. Perform 
ousands of polishes without leaving damaging residue. 
For LC connector polishing of SM/MM fiber, duplex con- 
nectors prior to locking and epoxy, anaerobic or HotMelt® 
connectors. Ergonomic 0.18-ounce puck is 1.75". 


TrueView 
Products 
www. trueviewproducts.com 


oa 


Precision LC 


Potiahing Fixture: 


= 


Plastic Polishing Puck 
828X350 .............. 1-5, $42.00 ea.; 6-up, $40.00 ea. 


LC Aluminum and 
Tungsten Polishing 
Puck: Use this Paladin Tools® 

hand-polishing puck for LC-type fiber 

optic connectors. It is manufactured from aluminum with 
a durable tungsten coating. This puck is a cleaner choice 
than other conventional plastic pucks because it leaves 
less harmful fiber-damaging debris. It provides double the 
lifetime of conventional plastic pucks. 


LC Polishing Puck, Aluminum and Tungsten 


170X893 ............ 1-9, $16.00 ea.; 10-up, $15.25 ea. 
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ST/SC/FC Titanium-Coated 
Puck: Universal polishing 
fixture is an affordable 
alternative to plastic and 
Stainless steel pucks. It has 

a comfortable, large-diame- 
ter feel. Lightweight aluminum 
base has the hardest titanium 
nitride coating. Durable puck stands up to the harshest 
abrasive. Unlike other polishing disks, this wear-resistant 
puck won't leave metallic or plastic contamination behind. 
Low-cost, high-quality solution lasts through hundreds of 
polishes. Use it for ST/SC/FC SM/MM applications and 
wet/dry polishing. The 1-ounce unit is 1.75". 


ST/SC/FC Titanium Puck 
828X406 .............. 1-5, $42.50 ea.; 6-up, $40.50 ea. 


800-866-5353 


Fiber-Safe™ 
Fiberoptic Safety Kit 
Complete Safety Solution for Fiber Scraps 


Use this six-piece Miller kit to work safely with glass fiber. Black 
vinyl polishing/work mat is 22" x 14". Fiber scraps are visible on 
the dark color. Resilient sub-surface is ideal for some polishing 
applications. The 4" x 2.25" fiber scraps trash can may be incin- 
erated when full. Safety glasses have a wrap-around feature. Ten 
two-pronged 5" bifurcated cleaning swipes have a self-contained 
alcohol dispensing tube. The 4.25" Teflon®-coated tweezer removes 
splinters without breaking glass. Kit comes in a 16.5" x 3.5" see-through tube. 


Stock No. Kit/Options 1-11 12-up 

024X600 _—Fiberoptic Safety Kit $41.00 ea. $39.98 ea. 
024X605 Polishing/Work Mat : 5.75ea. ‘5.50 ea. 
024X620 Fiber Scraps Can 3.25ea. 3.00 ea. 
024X635 — Safety Glasses : 9.50 ea. 9.25 ea. 
024X034 10 Bifurcated Swipes 11.00 ea. 10.75 ea. 
024X640 Splinter Remover 15.50 ea. 15.25 ea. 


(300) 866-5353 


Next-day 


Delivery Available 


__ Fiber Optic Polishing Kit 
Everything You Need for Multimode Polish 


Get everything you need to achieve a high-performance multimode polish in one conve- 
nient kit. It’s designed for polishing the ferrule of any hot melt, epoxy or epoxyless connector. ; 4 ; : ; 
This complete polishing set is ideal for field and lab use to minimize attenuation on a consis- SLUM eee heen pe es below, also are sold separately. The 2.34-pound kit 
tent basis. You get nine consumable materials necessary to terminate the major fiber optic ee ee 

connectors in the industry today. Use it to enhance an existing kit or when building your own. 024X196 PK2000 Polishing Kit .........ccccccc000+. 1-5, $109.00 ea.; 6-up, $107.00 ea. 


Includes polishing plate, pad, two types of pucks, lapping film in three sizes and clean- 


| PK2000 Polishing Kit Replacement Parts 


Prices Ea. Prices Ea. 
Stock No. Item 1-11 12-up Stock No. 1-11 12-up 


q > oe 


; ' / aoe are “7 very ix “ ide Ee 
024X036 Polishing Plate $24.50 $24.00 024X194 -3-m Film Sheets (10) $5.25 $5.00 


= 
 : 


024X037 PolishingPad 550 024X192 =————-12-ym Film Sheets (10) 5.25 5.00 


11.00 10.75 024x038 Plastic Puck, 2.5 mm 13.25 13.00 


024X034 _ Bifurcated Swipes (10) 


7 = = = = 
| . - u 


| 
l 


| ai 024X048 Cleaning Wipes (25) 12.75 12.50 "/) 024X039 Stainless Steel Puck, 2.5mm 53.00 52.00 
ad mie 


024x190 —S-ymFilm Sheets (10) 5.25 
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CLETOP 


Replacement tape 
cartridges for CLETOP-S 


CLETOP-S Features 
Anti-Static Material 


CLETOP-S® Anti-Static 
Ferrule Cleaners 
Type A (Blue), Type B (White) and Type B (Blue) 


CLETOP-S® features a rugged, ergonomic ESD-compliant case, large top-mounted lever 
control and easy-to-replace tape cartridges. Cleaning cassettes and tape cartridges are 
made of anti-static material, so they're ideal for static-sensitive applications. This combina- 
tion is designed to avoid reattachment of dust to ferrule after cleaning. 

Discover the fast, easy, economical way to clean 2.5-mm and 1.25-mm ferrules on a 
wide variety of connectors. A specially formulated 2-y1m fiber weave dry cloth lifts all dirt 
through capillary action, trapping it in its micro pockets. Achieve consistent high-quality 
results without alcohol, freon gas or other solvents. Woven cloth also removes oil, grease 
and dust from ferrule surfaces. Use tapes for over 400 connector cleanings. 

Select the tape type according to the connectors needing cleaning. Use Type A cassette 
to clean SC, SC2, FC, ST, DIN and D4 connectors. Type B cassettes clean MU, LC, MT, 
MPO, MT-Ru without pins and Biconic connectors. Coarse-weave blue tapes are designed 
for cleaning 2.5-mm ferrules. White tapes have a finer weave for use on 1.25-mm ferrules. 


Anti-Static CLETOP-S Ferrule Cleaners 1-5 6-up 

716X082 14110501 Type A Cassette w/ Blue Tape Cartridge $110.00 $105.00 
151X600 74770611 Type B Cassette w/ White Tape Cartridge 110.00 105.00 
716X084 74770601 Type B Cassette w/ Blue Tape Cartridge 110.00 105.00 
716X088 714770700 Replacement Blue Tape Cartridge 31.50 30.00 
151X612 74770710 Replacement White Tape Cartridge 31.50 30.00 


oe 4 


a ed | 


Features 
Anti-Static Material 


OPTIPOP Reel Cleaning Cassettes 


Four Models for All Connector Types 


¢ Deliver consistent high-quality cleaning performance 
¢ Lightweight and safe to use for field or factory cleaning 
e Anti-static resin reduces attraction of new debris 


OPTIPOP is an optical connector cleaner that provides consistently high-quality cleaning 
performance. Compact dry cloth cassette-style cleaners are advanced fiber tip cleaning 
systems. They're designed to remove contaminants such as dust and oils that can come into 
contact with ferrules and negatively impact optical performance. 

All components including the cloth are manufactured with antistatic materials, reducing 
static electricity attraction of new debris. This testing has been well documented, and use is 
recommended by the leading optical networking companies. 

The ultra-clean micro-fiber cloth captures debris and other contamination. The dry 
cleaning solution is designed and tested for single-pass cleaning and will not leave a residue 
like alcohol-based systems or simply shift the contaminants toward the outer edges of the 
ferrule like low-grade cleaning clothes and swabs with limited or no anti-static properties. 

The anti-static cloth material produces a pristine fiber tip and minimizes contaminant 
attraction. Just one squeeze of the ergonomic lever advances and exposes the required 
amount of fresh fabric for each cleaning. This simple and effective design in a lightweight 
cassette is suitable for field or factory cleaning requirements. 

OPTIPOP’s cost-effective high-end cleaning solution comes in four models. Model 6338 
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Classic CLETOP tape reels 


CLETOP 


CLETOP® Classic Ferrule Cleaners 
Type A, B, MT-RJ and MPO 


Use Classic CLETOP® models with tape reels for non-ESD cleaning. Discover the fast 
economical way to clean 2.5-mm and 1.25-mm ferrules on a wide variety of connectors. 
But CLETOP’s specially formulated 2-1m fiber weave dry cloth lifts all dirt through capillary 
action, trapping it in its micro pockets. 

Environmentally friendly CLETOP is the choice for field and manufacturing facility use. 
Anyone can achieve consistent high-quality results without alcohol, freon gas or other 
solvents. CLETOP’s woven cloth also is very effective in removing oil, grease and dust from 
ferrule surfaces. 

Push down lever to expose two slots under plastic insert over tape. Each connector can 
be wiped twice — once down each slot to be double sure it’s clean. Cleaning tapes can be 
used for over 400 connectors cleanings. 

Select the type according to the connectors needing cleaning. Use Type A cassettes to 
clean SC, SC2, FC, ST, DIN and D4 connectors. Type B cassettes clean MU, LC, MT, MPO, 
MT-RJ without pins and Biconic connectors. Use Type MT-Ru for MT-RJ connectors with 
pins. Type MPO cleans MPO connectors with pins. Coarse-weave blue tapes are designed 
for cleaning 2.5-mm ferrules. White tapes have a finer weave for use on 1.25-mm ferrules. 


Classic CLETOP Ferrule Cleaners 1-5 6-up 

716X074 714100500 Type A Cassette with Blue Tape Reel $125.00 $119.00 
719X500 714700511 Type A Cassette with White Tape Reel 125.00 119.00 
716X076 74700601 Type B Cassette with Blue Tape Reel 125.00 119.00 
716X078 14700610 Type B Cassette with White Tape Reel 125.00 119.00 
716X050 74700101 MT-RJ Cassette w/ White Tape Reel 125.00 119.00 
716X052 74700201 MPO/MTP Cassette with White Tape Reel 125.00 119.00 
719X700 74100700 Replacement Blue Tape Reel 31.50 30.00 
716X080 74700770 Replacement White Tape Reel 31.50 30.00 


is suitable for all connector types except male MT connectors. Use 6339 for male MTs with 
guide pins such as male MTP/MPO. Model 6340 is suitable for male MT-Ru ferrules. The 
two-slot 6437 is ideal for all connector types except male MT. Order the 6232 Cleaning 
Cloth Refill to reuse your OPTIPOP cleaner and reduce the cost per cleaning to below that of 
traditional cleaning methods. 


Optipop Reel Cleaning Cassettes 1-5 6-up 

846X338 6338 OPTIPOP Cleaner $85.00 $81.00 
846X339 6339 Cleaner for MTP/MPO Connectors with Pins 85.00 81.00 
846X340 6340 Cleaner for MT-RJ with Pins 85.00 81.00 
846X437 6437 Cleaner with Two Slots 85.00 81.00 
846X232 6232 Cleaning Cloth Refill, 1 ea. 22.00 21.00 
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OPTIPOP Cleaner Cloth Reel Refill 


IBC™ Brand Cleaner MPO 
Cleans MPO (MTP®) Connectors 


e Effective cleaning on oil and dirt 
e Disposable unit provides over 600 cleanings 


High-performance device cleans ferrule end-faces of 
MPO (MTP®) connectors. Cost-effective tool cleans fiber 
end-faces without alcohol. Save time by cleaning all the fiber 
arrays on the ferrule end face. MPO Cleaner cleans exposed 
jumper ends and connectors in adapters. It’s effective on a variety of contaminants including 
dust and oils, Features intermateability with FOCIS-5 (MPO). Clean ferrules with or without 
guide pins and MPO ferrules inside or outside MPO adapters. Narrow design reaches tightly 
spaced MPO adapters. Features easy one-handed operation for up to 600 cleanings with 
low cost per use. Clean multimode and singlemode (angled) MPO connectors, connectors in 
adapters and exposed ferrules. 


846X710 77104 MTP/MPO In Bulkhead Cleaner...... 1-5, $88.00 ea.; 6-up, $84.00 ea. 


Universal Connector Cleaner 
Hand-Held Cartridge with Lint-Free Cloth 


e Economical and disposable cleaner 
e Rubber pad beneath cleaning surface prevents scratching 


This hand-held fiber optic connector cleaner replaces the use of solvent or 
alcohol and wipes. The cartridge is filled with lint-free, clean room-grade cleaning 
material. Use it to remove dirt, dust, debris, grease and oil from connector end faces. 
The resilient rubber pad under the cleaning surface prevents scratches. 

Slide the cover back to expose the cleaning cloth. Clean up to six connections 


before advancing the tape to use a clean portion. Tear off material as required. Clean ferrule sides with excess. Using a 
forward motion, press connector lightly on exposed cloth twice. Inspect connector end face. Repeat if needed. When not in 


use, the cleaning substance is protected from contamination by a stainless steel sliding cover. 
The lightweight cartridge is filled with 20 feet of cloth tape. It’s 4.5" x 2.5" x 1". 


UCC-700 Universal Connector Cleaner 


UN aac P see alan sap sscvcadansstn cos incvruesvossunnussesbbncasvesanietsv dius suse 1-24, $16.75 ea.; 25-up, $16.00 ea. 


WSCONEC 


NEOCLEAN-R 


Low Cost and Disposable 


e Constructed of anti-static resin 
e Disposable cassette 
e 200+ cleanings per reel 


NEOCLEAN-R is a simplified and disposable cassette-type cleaner for 
connector plug end-faces. The bright orange cassette case is made of anti-static resin. This 
palm-sized unit is lightweight and affordable. 


Model 8505 delivers consistently high-quality cleaning performance. The densely woven micro-fiber cleaning cloth is manufac- 
tured and washed in a Class 1000 clean room to prevent contamination. It features an alcohol-free dry solution. 
This efficient system is easy to use for single-fiber and female multi-fiber connectors. It cleans these connectors: SC, FC, ST, 


MU, LC, MPO, MT and MT-RuJ (without pins). 


Cassette provides over 200 ferrule cleaning cycles. This unit measures 4.53" x 1" x 2.17". 
1-5, $36.00 ea.; 6-up, $34.50 ea. 


846X825 8505 Neoclean-R CasSette CICANES ....ccccccccccecesssssssssssesessensessessessessesersessssenees 


800-866-5353 


Hellermanntyton 


FiberClean 
Low-Cost Refillable Dispenser 


e Economical and convenient connector cleaning 
e Lightweight design makes it great for installers 

Use this non-woven, lint-free film for complete dust, dirt, oil 
and grease removal from fiber and ferrule end faces. Dispenser 
keeps film clean, dry and held in place while cleaning. Three 
figure 8 strokes with connector provide optimal signal transmis- 
sion. Tear off used material at perforation and discard. Each 
1.5" strip cleans six connectors for over 400 per dispenser. 
Includes 10 feet of 1.5" film strips. 


OST X1OTP FO MriberCleantSy Steiner: acto cn ante eens $17.00 ea. 
OS1X099 FEO Reni CanidgG eer ee ee nee eee 12.75 ea. 


oP Ctiber 


66-5353 


er 


4 


Use the affordable NEOCLEAN-R dry cloth cassette 
on single-fiber and female multi-fiber connectors. 


www.specialized.net 


HUXCleaner™s are 
In-Adapter Ferrule Cleaners J ne Fibers° 


¢ More economical than 500 swabs 
¢ Fiber gauge window shows remaining thread 

HUXCleaner™ is the world’s first pen-type in- 
adapter ferrule cleaner designed to prevent signal er- iis 
ror. Each pocket-sized pen is filled with an advanced : “s -_. ' Sc ARAB TOR Havana CLEAN 
cleaning fiber that has better water and oil suction \ ss = 
than swabs, 

You don’t have to open the frame to clean the 
female side of metal ferrules inside adapters. Just 
insert cleaning tip inside adapter. Turn the rotator 


Disposable pen performs about 500 cleanings quickly and easily at a fraction 0 
cost of 500 swabs. Tool’s fiber gauge window shows how much of the 145-mm clea 
thread length remains. Cap prevents contamination. 


clockwise one to two clicks to remove dirty fiber. For He-1-25-mm tool is desi 
een pare ‘ gned precisely for the depth of LC and MU ferrules. Use the 
better cleaning with the 1.25-mm model, turn the Advanced cleaning fiber per 2 Bian tool on SC, Fe and SI. ferrules. 


body two to three times after turning the rotator. The forms 500 ferrule cleanings. Turn | | 
2.5-mm version's body may be turned after or before rotator clockwise one to two 952X100 Hux Cleaner, 1.25-MM.....cscccceseveeee 1-24, $54.50 ea.; 25-up, $50.00 ea. 


the rotator. Glieks to remove dirty material”) QR2X200. Hux Glegie, 2 SM xatic osscaccsn 1-24, 45.50 ea.; 25-up, 42.00ea. 


ESC brand cicaner 


USCONEC 


IBC™ Brand Cleaners 
Easy Push-Action Tape Advancement 


e The tools give you 525+ cleanings 
e Extendable nozzle reaches recessed connectors 
e Cleans connectors in bulkhead adapters and cable assemblies 

US Conec IBC™ Brand Cleaners feature dry cloth specially designed to clean single fi- 
ber connectors residing in an adapter, faceplate or bulkhead. Each cleaner’s dust cap acts 
as an adapter for cleaning unmated connectors. Designed for simplex connections, these 


devices are simple to use and highly effective IBC Brand Cleaners cleaners are proven effective at removing Arizona road dust, dryer 
at removing oil and dust contaminants that lint, skin oil, pre- and post-mate graphite, 70% IPA residue, distilled H,0 residue, hand 
can impact optical performance negatively. lotion, NaCl residue and vegetable oil. 

An easy pushing motion engages the Applications include fiber network panels and assemblies, outdoor FTTX applications, 


connector and initiates the cleaner. Each cable assembly production facility, testing laboratories, servers, switches, routers and 
disposable unit provides over 525 cleanings. OADMS with SC and LC interface. 


Tools are made from antistatic resins. Clean- The 9392 cleans SC, ST, FC and E2000 connectors with UPC and APC. The 9393 
ing micro fibers are densely stranded and cleans LC, LC secure key and MU connectors with UPC and APC. The 9394 cleans OptiTap® 
debris free. Cleaning system rotates 180° for connectors on drop cables and multiport enclosures in FTTH applications. 
a full sweep. Extendable tip reaches recessed 
Guide oT Foaling nee alow eens a connectors. You’! hear an audible click when 846X900 9392 IBC Cleaner for SC Conn. aig aaoutn eda fae, 1-5, $64.00 ea.; 6-up, $61 :00 ea. 
connectntent tise engaged. Durable units are crush resistant to 846X905 9393 IBC Cleaner for LC Conn. «0.20.20... 1-5, 64.00 ea.; 6-up, 61.00 ea. 
45 pounds and impact resistant to 6 feet. 846X910 9394 IBC Cleaner, HC/OptiTap..............-. 1-5, 72.00 ea.; 6-up, 68.50 ea. 


FLUKE 
Fiber Optic Cleaning Kits ile 


Eliminate Contamination and Fiber Link Failure 


¢ Lint-free materials enable optimal wet/dry cleaning sequence 
¢ Various swabs are designed to fit many connector port styles 


Use Fluke Networks® Fiber Optic Cleaning Kits to ensure all fiber end-faces are clean before every 
mating. NFC-Kit-Case Fiber Optic Cleaning Kit contains a cleaning cube with wipes, 10 cards with 
sealed cleaning zones, 9-gram solvent pen plus 50 2.5-mm and 25 1.25-mm port cleaning swabs in 
a rugged case. The NFC-Kit-Box is a Fiber Optic Cleaning Kit that includes a cleaning cube with wipes, | NFC-Kit-Box 
five cards with sealed cleaning zones, 9-gram solvent pen and 50 2.5-mm port cleaning swabs, Order 
replacement products separately. The NFC-Cube Cleaning Cube contains wipes to clean 50 end- 
faces. NFC-SolventPen dispenses a special solvent. NFC-Cards-5pack Fiber Optic Cleaning Cards feature 12 
sealed cleaning zones each for troubleshooting. NFC-Swabs-1.25mm contains 25 LC and MU port cleaning 
swabs. The NFC-Swabs-2.5mm features 50 SC and ST 2.5-mm port cleaning swabs. NFC-SWABS-MULTI 
includes 50 MTP/MPO port cleaning swabs. 


044X514 NFC-Kit-Case Fiber Optic Cleaning Kit With CaS ......ccccccccccscccecssscescsescseeesrseeeess $175.00 ea. 
044X517 NFC-Kit-Box Fiber Optic Cleaning Kit.....0...2..sccccessssscscosscssssessosscesnssovscscecncesesvecenses 80.00 ea. 
044X521 NFC-Cube Cleaning Cube With WID@S........:0ccccccccssssscssssssesssssssesensssrsesvsssencneverseacnes 
044X519 NFC-Cards-5pack Five-Pack Cleaning Card .......cccccccccsssscesssssesessvsvsvessesensesvstseseees 
044X523 NFC-SolventPen Fiber Optic Cleaning Pen, 9-GIAM ..ccccccccccccccssccssssecssseessesecerscseses 
044X525 NFC Swabs-1.25mm LC and MJ 1.25-mm Port Cleaning Swabs (25)... 
044X526 NFC-Swabs-2.5mm SC and ST 2.5-mm Port Cleaning Swabs (50).........c0ccccc000000+- 
044X527 NFC-Swabs-Multi MTP/MPO Port Cleaning SWaDS (50) .......ccccccccccccescceeeseseeeseseeeee 


www.specialized.net 800-866-5353 


(300) 866-5353 


Fiber Optic Cleaning Swabs IWHW SPECIALIZED NET 


2.5-mm Precision Applicators: For ST-, SC- and FC-Type Connectors Next-day 

Delivery Available 

Precision cleaning applicator heads conform to 2.5-mm connector faces. Their wrapped foam design provides outstanding particle entrap- 
ment. Swabs are free of fibers, adhesives and binders. They won't leave residue. Use these 6" long swabs in tight areas. 

SASROZORZ alii OWALS: (/ Ks) seetencrast ce. ae acre ce Te FUE 2 csececevstones 1-11, $ 4.50 pkg.; 12-up, $ 4.25 pkg. 

SASKGIS EO -MmimioWals (1OO/DKGs) scsecs. scctecsetee races cone iors cetesoe aa ook aan oer suv anboes vast essensaeeas 1-11, 92.50 pkg.; 72-up, 88.00 pkg. 


The Chemtronics® wet cleaning system swabs are designed for fiber optic equipment maintenance to improve signal transmission. Use 
these 2.5-mm tips with Electro-Wash® PX to clean bulkhead adapters. Supplied in a clear plastic tube. 


SS2ZROLO Ros TM SWANS; (O0/TUDG) a mment oee sete srineeee serene eestor csemtavieane stresses tages ens xeric 1-9, $13.75 ea.; 10-up, $13.25 ea. ' 332X010 


348X620 


1.25-mm Fiber Optic Sleeve Cleaning Swabs: Economical Tips for LC- and MU-Type Bulkheads 


These precision swabs clean contamination from 1.25-mm fiber optic alignment sleeves, 1.25-mm backplane connections and polishing 
pucks. They fit snugly and conform to all 1.25-mm mating sleeves, adapters and slurry polishing fixtures. Use wet or dry to remove dirt and oil. 


Polyester swabs are free of fibers, seams, hard surfaces and adhesives. “Seon aetna 
AGNES (HE FE ah SWANS (G/KG) a Sc A ss Si, DDN ING tin 1-24, $ 3.25 ea.3 25-up, $ 3.00 ea. steke3 
SAGX GSO M25 ITI SWADS1 OOK) esese cre cons corestrres oe rote reer arora cecsinene tice oe teei secrete ee cohrerees 1-5, 72.00 ea.; 6-up, 68.50 ea. 


1.25- and 2.5-mm Optipop Swabs: Premium Applicators for SC-, ST-, LC- and MU-Type Connectors 


Dry-cloth Optipop cleaning system provides excellent performance for small-form factor duplex, hard-to-reach single-fiber connectors (SC, 
ST, LC and MU), transceiver interfaces and lenses. Unique pipe cleaner design cleans outside of single-fiber ferrules and inside of connector to 
minimize chance of debris contaminating fiber tip. 


BAGXBO1 1.25-mm Connector Cleaners (10/DKQ.) sevecccsccsssossssssssssssssessvssssssssnsssissssssnssssessiesse 1-5, $6.25 ea.; 6-up, $6.00 ea, 


S4GX80G6 2.5-mm Connector Cleaners (1O/DKG.) ...:..c.s-cesercscersssersessssssscnsescrsssssssasssesssensecssssnsssessssasseers 1-5, 6.25 ea.; 6-up, 6.00 ea. 846X806 


846X801 


1.25- to 2.5-mm Cletop Sticks: /dea/ for SC, ST, LC and MU Bulkheads a S| 
For fast removal of dirt, dust, oil and grease from adapters, choose these convenient 2.5-mm cleaning sticks. No alcohol or solvents are 719x400 


required. Sticks are designed to clean hard-to-reach areas and adapters. Their small size is ideal for field applications. 


7 SXA008 2-5-1 Adapten Cleaner SUCKS: (O/DKO:) maresteres octet cacscecnrereceeceors er cote e cee se sacencoieh ootet co eas caeneonsuseaeororeeceseaeaeostsroceer $5.75 ea. EE 


To remove dirt, dust, oil and grease from adapters quickly and economically, choose these convenient 1.25-mm cleaning sticks. No alcohol or 


solvents are required. Sticks are designed to clean hard-to-reach areas and adapters. Their small size is ideal for field applications. 719X410 
A OXAT OM Porm AdAplen Cleaner SUCKS: \( S/DKQs) sarmrceats create teasers eet emtatetecorsaeese-cseraecse ara cararactacereeetetechespenssoueesare $5.75 ea. 

Use these 2-mm Cleaning Sticks for contamination removal and fiber optic equipment maintenance. They're designed for use in military a il = 
and aeronautic applications. 716X065 
TAGKOGS eA NCleaner SUCKS (O/DKG:) emeserececce cterereiass scree cas eumecete or spencer tree resale re cesenc tee eeaeee 1-24, $5.50 ea.; 25-up, $5.25 ea. 

Each single-ended 2.5-mm Cleaner Stick has a clear blue guide sleeve for multi-pin ruggedized connectors. welll 
716X072 2.5-mm Sleeved Cleaner Sticks (5/DKQ.)......ccccccccsssssvscssessssssssessssssssseesssssssversssssssseessssssessees 1-24, $5.50 ea.; 25-up, $5.25 ea. 716X072 


1.25- and 2.5-mm Double-Ended Cleaning Sticks: Tips for SC-, ST-, LC- and MU-Type Connectors 


Double-ended tips clean connector end faces twice. Use them to clean 1.25-mm ferrules in LC- and MU-type small-form factor connectors 812X615 


plus sockets for ferrules and termini in alignment sleeves. 
812X615 7.25-mm LC/MU Double-Ended Cleaning TipS (40/TUDE) ...cscccccccccscscsecsecssssscscssssssscsvsssssessassesessvevssasseasacsevecevsseseeses $46.50ea jo. 
Versatile CLETOP Sticks have a 2.5-mm swab on one end and a 2-mm one on the other. The 2.5-mm end features a guide sleeve for 2.5-mm end 
multi-pin ruggedized connectors. sl enna 
716X070 2.5/2-mm Double Cleaner Sticks (5/DKG.).vcscccsccssssessssesssssesesssesssunestossessennesssiee 1-24, $10.75 ea.; 25-up, $10.25 ea. 2-mm end ee 


Noyes Test & Inspections’ molded tips are designed to clean connector end faces. Double-ended design allows two cleanings. The blue 
tube is color-coded for use on 2.5-mm ST, SC and FC fiber optic ferrules in alignment sleeves or bulkhead adapters. 


812X625 2.5-mm SC/ST/FC Double-Ended Cleaning Tips (40/TUDC)..vve.scccccsccscsvvvssssssssesesssssssscssseesessssssssssssesessssissssssseeeesen $46.50 ea. a ave 
Miscellaneous Swabs: Use on Fusion Splicers and to Clean Bare Fiber Before Terminations 


Split-tip swab design cleans fiber easier and more efficiently than other methods. It's more productive with fewer broken fibers. Each clear 
tube handle is pre-loaded with 99% isopropyl alcohol. Evaporation is very slow. Use a single swab for 15-25 cleanings or until alcohol is gone. 


SION 2G ee Sil ip EOaIT OWADS (ZO/DKQ)) vec.sectcrercesete testes cevesceeneaccretvorestwacesntantvesascspéssustescartes 1-11, $27.00 ea.; 12-up, $26.00 ea. 


General-purpose Cotton Swabs for a variety of fiber optic cleaning applications. They remove debris and contaminants from connector end 
faces, mating sleeves and bulkheads. 


TZIXOO TE COTO SWADSU TOO DKGH EAS Ao mr eee aca esas onsa cde catses ceive nnd casnasaeoenenstenctoaovesutssidorensntonry cont esis $4.00 ea. 721X007 


800-866-5353 aso www.specialized.net 


370X292 


Deluxe Cleaning Pack 
Includes Cletop Type “S” 
Connector Cleaner 


Field clean all types of fiber optic connector 
end faces, adapters and on jumpers. This fiber 
cleaning pack includes a 3-ounce can of the 
exclusive FCC2 non-hazardous cleaning fluid with 
four tubes of tips described below (two blue, 
one green and one yellow) with color- 
coded instructions in a wall- or rack- 
mountable ballistic nylon carrying 
case. This 1.5-pound kit measures 
Bide Mou 


Standard Cleaning Pack 2 


For Fiber Optic Connectors, Adapters 
and Patch Cords 


This Noyes kit is ideal for field cleaning 
all types of connector end faces, adapters and 
on jumpers. It includes a 3-ounce can of the 
exclusive FCC2 non-hazardous cleaning fluid 
with 10 tubes of cleaning tips described 
below (three blue, one green, one 
orange, four yellow and one pink) with 
rack-mountable soft carry case. This 
1.3-pound kit measures 8.5" x 8.5" x 3". 


FCP1-00-0914 Deluxe Cleaning Kit with Cletop Type “S” Connector Cleaner FCP1-00-0915 Standard Fiber Cleaning Kit IV Ni OYES 
SIQKGSG 5) Pesca AI ieee ee nee $261.00ea, (S12X638"..2. eee $308.00 ea. A Division of AFL Telecommunications 


Fiber Optic Cleaning Tips 


Cleaning Tip Connector Types Tube Color Cleaning Tip Description Stock No. Price/Tube 


Rebs For MT ferrules and Biconic connectors in jumpers and in Biconic, MTP®, 
noo | MPO and MPX® adapters. 20 per tube. Ae 
Ideal for 2.5-mm SC, ST and FC fiber optic ferrules in alignment sleeves 
purer Ft or bulkhead adapters. 40 per tube. erases | asses 
Lc, MU Use on 1.25-mm ferrules in LC- and MU-type small-form factor connectors 46.50 on 
plus sockets for ferrules and termini in alignment sleeves. 40 per tube. 
All 1.5-2.5 mm Universal for all exposed fiber optic ferrule end faces and patch cables for 812X610 
1.5- to 2.5-mm connectors. 20 per tube. ; 
For MT-RJ connectors plus 1.6- and 2-mm termini in D4 and Mil socket 812X620 46.50 ea. 
adapters. 40 per tube. 
= 


sTyvChemtronics FiberWipes™ 
7 Stronger and More Absorbent 
Than Traditional Wipes 


Specifically designed to 
remove and trap common contam- 
inants found in fiber optic instal- 
lations, AFL Telecommunications’ 
FiberWipes™ provide superior dry 
or wet cleaning results. 

Use these wipes to clean 
optical fibers prior to termination 
or splicing, fiber optic connector 
end faces, plus lenses, mirrors and 


Cleaning Fluids 
Non-Hazardous Sprays 


Non-flammable, environmen- 
tally safe, residue-free solvents 
are fast acting. High-purity sprays 5 is . ™ 
are double filtered to .2 ym. C2 eer Optic Prep 

Connector Cleaner dissolves °C .d Presaturated 


oils, salts, grime and uncured Cleaning Pads 
COS aN Teeter Ideal for Field Service Kits 


tion Fluid cleans fibers after 

stripping and before splicing or High-quality lens-grade tissue is 

field termination. Get over 400 presaturated with fast-drying, ultra-pure, 
non-abrasive solvent. Quickly remove 


cleanings from each 3-ounce 
non-aerosol can. dust, oil and contaminants as you clean 
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eg 
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: and polish optical surfaces, lenses, other optical surfaces. Moisten solvent-safe wipes for wet 
FCC2-00-0900 Fiber Connector Cleaner photographic equipment, CRT screens and instruments. cleaning. Rugged mini-tub keeps 90 tear-resistant 4.25" x 
BUZKGS5 ..esssssssseeeeceessennssnnssnssrsessenes $13.50 ea. Chemtronics® Optic Preps are residue free. Box of 50 pads. 2" wipes clean and dry. 
FPF1-00-0900 Fiber Preparation Fluid CP410 Optic Preps (50/box) FiberWipes, 90/Tub 
812X640 fe eee ee: $13.50 ea. 348X186 ........ 1-23, $22.75 box; 24-up, $21.75 box S12X228 een 1-9, $8.00 ea.; 10-up, $7.75 ea. 


D’Gel®-FO Fiber Optic 


TECHNOLOGIES ‘ 
Oversized Shipping Rates Ae Solvent Wipes 
Apply to AllChemicals l y Degreaser Solvent 


D’Gel® Cable Gel Solvent Wipes replace isopropyl 
For Fiber/Copper Cables and Tools alcohol. Use them on fiber optic 


This solvent removes cable gels (icky-pic), blocking, flooding and filling cable when no residue is toler- 
compounds. It passed Bellcore and independent compatibility tests on ated. Remove blocking/filling/form- 
cable insulations, components, plastics and metal. D’Gel® contains ing compounds, grease, oil, cable 
no water. For removal of blocking compounds, filling compounds, gels, resin, tar and wax from copper 
forming compounds, grease, oil, cable gels, resin, tar and wax from cables, equipment, fiber optic cables, painted surfaces and 
copper cables, equipment, fiber optic cables, painted surfaces and tools. Washes off with water. Wipes are 8" x 11". 
tools. Wipes are 8" x 11". 


IS f FO Solvent Wipes, Case of 144 
330X150 /ndividual Cable Gel Solvent Wipe..... 1-11, $2.75 ea.; 12-up, $ 2.65 ea. = Bis.) 330X300 ...... 1-11, $338.00 ea.; 12-up, $322.00 ea. 
330X100 Cable Gel Solvent Wipes, 144/cs....... 1-11, 388.00 ea.; 12-up, 369.00 ea. ae Individual FO Solvent Wipes 
330X200 Cable Gel Solvent, 32-07. Bottle........ 1-11, 18.75 ea.; 12-up, 18.00 ea. SOOKSIU eee 1-11, $2.50 ea.; 12-up, $2.40 ea. 


www.specialized.net | 60 | 800-866-5353 


Oversized Shipping 
Rates Apply to 
All Chemicals 


y7TvwChemtronics’ 


Fiber Optic 
Cleaning Kit 


FTTH Fiber Optic Cleaning Kit 
Optimal FTTH Fusion Splice Cleaning 


Mode! CFK1000 Fiber Optic Cleaning Kit cleans fusion 
splicer V-grooves, mirrors and fiber optic connections. 
Use it for successful fusion splices and 2.5-mm fiber optic 
connections. Field kit includes a box of 200 QbE® wipes, 
__ 5-ounce can of Electro-Wash® PX Fiber Optic Cleaner, 

three tubes of swabs (50 2.5-mm foam fiber optic cleaning 

swabs, 50 V-groove/ferrule cleaning swabs and 15 fusion splice mirror lens swabs), 100 4"x 
4" lint-free wipes, five Electro-Wash MX premoistened wipes and instructions in a rugged 
red ballistic nylon case with carabineer attachment. 


348X423 CFK1000 Fiber Optic Cleaning Kit....... 1-5, $120.00 ea.; 6-up, $114.00 ea. 


Hang g either bag’s ca carabi- 

ner clip from belt, truck, ‘ 
bucket or line to create a 
workbench. 


QhE® Precision Fiber Wipes 
End-Face Cleaning System in a Box 

Use wipes dry or wet for end-face and connector clean- 
ing plus splice preparation. Heavy-duty lint-free material 
won't shred or tear. It’s tough for buffer gel removal yet soft 
for end faces. Fiber-safe foam platen on box side provides 
cleaning surface. Dispenser has roll of 200 perforated wipes. 
QbE Precision Fiber Wipes 
348X950 ............ 1-9, $34.50 ea.; 10-up, $33.00 ea. 


7TyvChemtronics: 


Non-Woven, Lint-Free Wipers 
Non-Abrasive for Sensitive Cleaning 

Coventry™ Econowipes™ from Chemtronics® are made from a hydro-entangled, 45/55 
polyester/cellulose blend for optimum purity in non-woven wipes. Use these lint-free, non- 
abrasive wipes for sensitive cleaning. The 4" x 4" wipes come in packages of 100 or 1200. 
The 9" x 9" wipers come in a package of 300. 


348X530 4" x 4" Wipers (100/DKQ.)..ev...:e00000 1-23, $ 3.25 pkg.; 24-up,$ 3.00 pkg. 
348X535 4" x 4" Wipers (1200/DKQ.) eos... 1-23, 30.50 pkg.; 24-up, 29.00 pkg. 
348X540 9" x 9" Wipers (300/DKQ.).......:00.00. 1-23, 30.50 pkg.; 24-up, 29.00 pkg. 


800-866-5353 


Installation and 
Maintenance Kit 


~ Spray a small a amount ob, aes 
* Electro -Wash® PX on ak fo 
= __ corner of a QbE® pad and J 
_ wipe the fiber. Removing | 
~ soil may solve as much ie a 
, 70% % of ‘network transmis- et 
E sion n problems. ae 
oe Se _ 


Installation and 
Maintenance Cleaning Kit 
Efficient 2.5-mm Fiber Connection Cleaning 

The CFK1010 Installation and Maintenance Cleaning Kit features just the supplies 
needed to make successful 2.5-mm fiber optic connections. Use box of 200 QbE® wipes 
and 5-ounce can of Electro-Wash® PX Fiber Optic Cleaner for combination cleaning. Clean 
ferrules, alignment sleeves and backplane connections with tube of 50 2.5-mm foam swabs. 
Includes 100 4"x 4" lint-free wipes. Wipe tools and cables with five Electro-Wash MX pre- 
moistened wipes. Rugged blue ballistic nylon case includes carabineer clip and instructions. 


348X426 CFK1070 Fiber Optic I&M Cleaning Kit...... 1-5, $86.50 ea.; 6-up, $82.50 ea. 


Electro-Wash® PX 
Extra-Strength Fiber Optic Cleaner 


Clean hard-to-reach fiber optic end-faces, connectors and cables. Use 
for splice prep and one-step buffer gel removal. Clean a wide range of oil 
and handling soils. Use with QbE™ Fiber Optic Cleaning System. Safe for 
plastics, cleans quickly, dries fast and leaves no residue. Precision wash is 
upper ozone safe plus CFC/HCFC free. Flammable. Aerosol sprays in any 


direction, even upside down! 


ES810 ElectrO-Wash PX, 5-0z. 
348X833 2 ee - 


Electro-Wash® MX 
Presaturated Wipes 
Remove Organic and lonic Soils Without Residue 


Electro-Wash® MX, an extra-strength plastic-safe universal cleaner, has a moderate evapo- 
ration time to increase cleaning power. Use these presaturated wipes to clean all soil types plus 
remove organic and ionic soils. They leave no residue and are great for toolbox or travel. 

These wipes are ideal for cleaning fiber optics and fiber optic connectors, cables, hard-line 
coax cable, cable splices, PC boards, motors, tools and transformers, flooding compounds, 
control systems, screens and stencils. 

Box includes 25 8" x 10" presaturated wipes. 


348X185 CP427 Electro-Wash MX, 25-ct. Box.....1-11, $41.50 ea.; 12-up, $39.50 ea. 


www.specialized.nef 


Optical Fiber Access Tool 
For Access in Mid-Span Locations 


CORNING 


Discovering Beyond Imagination 


¢ Splits buffer tube to expose fibers 
¢ Remove halves with scissors 
e Gauge determines buffer tube diameter 


Use the Corning Cable Systems OFT-000 tool to access fibers in a buffer tube in a 
mid-span location with or without slack. Optical Fiber Access Tool (OFAT) is designed to 
split a buffer tube to expose the fibers inside without damaging them. The resulting buffer 
tube halves can be removed easily with scissors. This tool utilizes blades mounted in two 
precisely machined grooves to cut the buffer tubes. The smaller groove cuts buffer tubes 
2.4-2.6 mm (0.094"-0.102") in diameter while the larger groove cuts buffer tubes 2.7-3.1 
mm (0.106"-0.122") in diameter. 
Model OFT-000 is equipped with a gauge to determine buffer tube diameter when the 
tube size is unknown. A thumbscrew latch facilitates cutting a buffer tube in a situation 
where gripping the tool is difficult for the operator. Both center pieces and all four outer 
pieces of the tool are marked with either one or two dots to aid in reassembly after cleaning 
or blade replacement. 

Includes Allen wrench and manual. This tool measures 2" x 1.5" x 1.25". 


807X050 OFT-000 Mid-Span AXIS ENtry TOO] .....ccccccscesescseesseseseneereteeseneees $274.00 ea. 


MM 


JONA: CORP. 


Thermal Strippers 
Removes the Coating from Optical Fiber with Precision 


The Jonard Thermal Strippers are compact, easy-to-use fiber stripping units designed to 
thermo-mechanically remove coatings from optical fibers. The TSAB-40 Adjustable Thermal 
Stripper supports optical fibers with cladding diameters from 40um to 1000um, with buffer 
diameters up to 1200um. This includes standard 250um, 400um, and 900um coated fibers. 
Adjustable temperature and time settings allow them to adapt to stripping a variety of differ- 

Th 
d 


ent acrylate coatings and cladding sizes. The TSFB-125 Fixed Blade Thermal Stripper sup- 
ports standard 125um optical fibers, including 250m, 400um, and 900m coated fibers. 
The precision, self-centering blade design produces high strength stripping performance 
unmatched by previous flat blade strippers. An Ericsson style, Fitel-Fujikura style or Universal 


Clamp style platform is required to operate the adjustable fixed blade thermal strippers. 

054X730 7SAB-40 Adjustable Blade Thermal StripP@.........:c0cccccccccceeeees $2120.00 ea. 
054X735 7SFB-125 Fixed Blade Thermal StripPeP.........:cccccccccescessceessesereee 1885.00 ea. 
054X741) 7SPF-125 Fitel-Fujikura Style PIatfOrin.......ccccccccceccecsersssceccesceceeses 155.00 ea. 
054X739 TSPE-125 Ericsson Style PIAttOri ......1.cccecccsesecssccesscescescsesscseesesees 155.00 ea. 
054X745. TSUC-4O!UniVerSal' ClAIND acid sedotassaisssces.osceasostetevopecdttecesocvdezeneeeee 210.00 ea. 


www.specialized.net 
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Buffer Tube 
Access Tool Kit 
Provides Quick, Easy 
Access to Fibers 


e Positive control of 
cutting depth protects 
fibers from damage 

¢ Precision-machined tube guide channel and blade 
with planing action 

e Inserts support all commonly available buffer tube sizes 

Kit includes hand tool, fiber spatula, spare socket head screw, allen wrench, spare blade 
and three inserts (2.5 mm/12 fiber, 2.8 mm/12 fiber, 3 mm/12 fiber) in a carrying case. The 

two-pound kit measures 9" x 10.5" x 2". 


20021562 6652 Buffer Tube Access Tool Kit 


BABX100 cht ees er eres 1-5, $872.00 ea.; 6-up, $846.00 ea. 
Inserts for Buffer Tube Access Tool 

848X245 20022437 1.5-mm/12-Fiber Insert for Microduct Cable............. $136.00 ea. 
848X205 20021564 1.9-mm/12-Fiber Insert for Microduct Cable............... 136.00 ea. 
848X210 20021565 2.4-mm/24-Fiber Insert for Sewer Cable .........0000000 136.00 ea. 
848X215 20021566 2.5-mm/12-Fiber Insert for Loose Tube Cable............. 136.00 ea. 
848X225 20021568 2.8-mm/12-Fiber Insert for Loose Tube Cable............ 136.00 ea. 
848X230 20021569 3-mm/12-Fiber Insert for Loose Tube Cable................ 136.00 ea. 
848X235 20021570 3-mm/24-Fiber Insert for ADSS Cabl0......:.cccccccceccee 136.00 ea. 


848X240 20021571 4.3-mm/24-F Insert for Loose Tube Cable (Hi Count)..115.00 ea. 


@)) eoveany 


(860) 635-2200 www.ripley-tools.com: 


Mid-Span Access Tool 
Quickly and Easily Access Fibers 


e For use with 2, 2.5 and 3 mm diameter buffer tubes 
¢ Tool incorporates buffer tube size gauges on the tool body 
e Access fibers in mid-span location without fiber damage 
e Convenient spring-loaded lever opens and closes the tool 

The Miller MSAT Mid-Span Access Tool can quickly and easily access fibers in 2, 2.5 
and 3mm buffer tubes in a mid-span location without fiber damage. The tool design incor- 
porates buffer tube size gauges on the tool body for ease of selecting proper tube splitting 
channel. All blades precisely factory mounted in tube slitting channels with no adjustment 
required by the installer. 

The Miller MSAT Mid-Span Access Tool replacement blade includes 1 blade set (2 each) 
and ie" Allen wrench. 
80785 MSAT Mid-Span Access Tool 
155X807. 2082. 6.4 ce ee 1-5, $224.00 ea.; 6-up, $219.00 ea. 


80794 MSAT Replacement Blade Set 
155X810 at er Retna cel 1-5, $33.50 ea.; 6-up, $33.00 ea. 


800-866-5353 


Standard 
Fiber Optic Stripping Kit 
Includes Three Non-Thermal Tools 

Micro-Strip® tools feature lower stripping force for less stress on the fiber and higher 
quality splices. They require less than a pound of peak force to strip coated fiber. 

This Fiber Stripping Kit contains three pre-assembled, three-step tools with standard 
handles, cutter blade sets and fiber guides to strip most fiber sizes. Use them to strip outer 
jackets up to 3.5 mm, 900-um buffers and 250-um coatings. 

The kit also includes Kevlar scissors, the most-used wire stripping components, cleaning 
brush, push tool and instructions in a case. This 1.3-pound kit measures 8" x 5" x 1.75", 


212X720 MS-FOK-2 Fiber Stripping Kit............... 1-5, $194.00 ea.; 6-up, $185.00 ea. 


MICRO ELECTRONICS, INC. 


_ Micro-Strip® 

| Fiber Strippers 
Remove Coating 
and Cladding 


| These stripping tools come 

i with cutter blade set and fiber guide 
installed. Each includes cleaning tool, 
push tool and instructions in a box. 


Complete Tool Price Each Cladding Dia. 
| E Part No. 1-9 10-up ym In. 


MICRO ELECTRONICS, INC. 


Proper Blade Repl. Blade 
Diameter 


Complete Fiber 
Optic Stripping Kit 
Perfect for Field Installers 


The Micro-Strip® self-centering preci- 
sion fiber optic stripper requires lower stripping 
force for less fiber stress and higher quality splices. 

A fiber guide ensures precise positioning. Designed for 
singlemode 125-um fiber cladding with hard, tough or thick coating/buffer up to 250 ym, 
this tool assures concentric scoring and precision-stripped, nick-free fiber. Strip length guide 
is calibrated in Ye" increments. 

Kit features two handle assemblies with fiber components for up to 900-ym buffer coat- 
ing, eight blades (.0063-0.54 mm), 10 tube guide sizes (.0075-3.1 mm), cleaning brush, 
push tool and instructions. The stripper comes with a cutter blade set. 


212X701 MS-FOK-1 Complete Kit...........c0000- 1-5, $229.00 ea.; 6-up, $218.00 ea. 
212X500 MS1-06S-13FS Stripper Only............. 1-9, 36.50 ea.; 70-up, 35.00 ea. 


Micro-Strip® 
Replacement Blades 
With Fiber Lock Guide 

Two cutter blade sets are packaged 


with matching fiber guide lock. Snap apart 
joined, matched blade pairs prior to use. 


(300) 866-5353 


Next-day 


Delivery Available 


Repl. Blade Blade 
Part No. Color 


Coating Dia. Price Each 


Stock No. to Strip 1-9 10-up 


| No-Nik® Fiber Optic Strippers 
Buffer Removal without Fiber Damage 
No-Nik Strippers quickly strip fiber coating off new fiber optic cables, meeting the most 
stringent specifications. With the correct size and usage, these 100% reliable tools make 
the most precise strip possible (accurate to 5 pm). Plastic heads have head-centering de- 
vices. Cutting blades of the finest razor-quality steel score the insulation around the fiber 
completely. Locking back-up blades support cutting blades. Arrow indicates direction to 
apply stripping pressure. Cutting blade diameter is marked on plastic head. 
Cushion-grip handles are color coded for minimum stripping blade diameter: navy 
NN102 (102 um), silver NN127 (127 ym), gold NN152 (152 um), mustard NN175 (175 pm), 
red NN203 (203 um), light blue NN254 (254 um) and white NN305 (305 pm). NNO3 three- 
| piece kit includes NN203, NN254 and NN305. 


| 024X082 NN102 Stripper, Navy 102-pm.......... 1-9, $ 37.00 ea.; 10-up, $ 36.50 ea. 
024X083 NN127 Stripper, Silver 127-pm......... 1-9, 37.00 ea.; 70-up, 36.50 ea. 
024X084 NN152 Stripper, Gold 152-pm.......... 1-9, 37.00 ea.; 70-up, 36.50 ea. 
024X086 NN175 Stripper, Mustard 175-pm....1-9, 37.00 ea.; 70-up, 36.50 ea. 
024X085 NN203 Stripper, Red 203-pm........... 1-9, 33.50 ea.; 70-up, 33.00 ea. 
024X087 NN254 Stripper, Light Blue 254-ym..1-9, 33.50 ea.; 70-up, 33.00 ea. 
024X189 NN305 Stripper, White 305-pm......... 1-9, 33.50 ea.; 70-up, 33.00 ea. 
024X068 NNO3 Three-Piece Set... cece 1-5, 120.00 ea.; 6-up, 117.00 ea. 
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212X500 MS1-06S-13-FS $36.50 $35.00 125-135  .0049-.0053  .0063 212X520 8 MS1-RB-06S Purple 250-343 $34.00 $32.50 
. 212X505 MS1-08S-13-FS 48.50 46.50 125-175  .0049-.0068 .008 212X525 MS1-RB-08S Red 250-343 34,00 32.50 
212X507 = MS1-08S-21-FS_ 36.50 35.00 125-175  .0049-.0068 .008 212X525 MS1-RB-08S Red 457-533 34.00 32.50 
212X509 MS1-08S-40-FS 36.50 35.00 125-175  .0049-.0068 .008 212X525 MS1-RB-08S Red 889-1016 34.00 32.50 
212X510 = =MS1-21S-40-FS 36.50 35.00 435-500 .0171-.0196 021 212X530 = =MS1-RB-21S Blue 889-1016 34.00 32.50 
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FiverOptic™ 
Multi-Function 
Stripper Removes 
Outer Jacket, Buffer Only 
or Buffer and Acrylate 
From 2.0-3.0mm Cable 


Tool strips outer jacket from 2- to 2.4-mm and 2.8- to 
3-mm fiber plus 2- to 3-mm loose tube fiber. Strips 900-m buffer from loose tube 
fiber without removing acrylate. Also strips buffer and acrylate from 900/125-um and 
250/125-m fiber. Features optimum ergonomic design with 22° angle to prevent 
awkward wrist bends and comfortable, rubber-embedded locking handles. Factory-set 
and calibrated tool has precision, CNC-formed stripping areas for reliable strips and 
high-carbon steel for longevity. One-year warranty. 


1163 Multi-Function Stripper 
TZOXO5 On ee cys etcetera terns 1-5, $50.00 ea.; 6-up, $47.50 ea. 


& MILLERS) 


Fiber Optic 
Stripper 
Removes 250- and 
125-Micron Coating 


Use 1-mm diameter hole at tip of tool 
to strip fiber jacket. The 140-uum diameter hole 
and blade’s V-opening allow removal of 250-L1m buffer 
coating from 125-m fiber. It's preset, so no adjustments 
are needed. The CFS-2 stripper won't scratch or nick glass fiber. 
All stripping surfaces are manufactured to precise tolerances to assure 
clean, smooth strips. This tool has comfort-grip, ergonomic handles and a 
second hole for stripping 2-3 mm fiber jackets. Lock holds blades closed when not in use. 


024X015 CFS-2 Fiber Optic StripPel.........00000000 1-9, $23.00 ea.; 10-up, $22.50 ea. 


(300)866-5353 


Next-day 


Delivery Available 


ye 


Simplex-Duplex Jacket Stripper 
For 3-mm Zip Cord Cables 

Versatile, cost-effective and ergonomic tool removes jacket from simplex and duplex 
3-mm fiber optic zip cord cables. Extremely precise knife-type, form-ground blades 
penetrate outer jackets cleanly without damaging Kevlar strength member. Has comfort-grip 
handles. 


45-349 Simplex-Duplex 3-mm Jacket Stripper 


STONE 5 stisscveseobeecadvestias eal jas see eassab i: 1-5, $17.00 ea.; 6-up, $16.25 ea. 


www.specialized.net 
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Fiber Optic Strippers 
Assure Precise Buffer Removal 


A. FO 103-S: Standard model strips 250-m 
buffer coating from 125-ym optical fiber. Preci- 
sion 0.0055" diameter hole and V-opening in 
blade allow for accurate buffer coating removal. 
Tool prevents scratching and nicking of optical fiber. B 
Factory set, it requires no adjustment. All cutting 
surfaces are precision formed, hardened, tempered 
and ground to assure precise buffer removal. Cushion-grip 
handles are hot-dipped. The 2.5-ounce tool is 5.375". 


FO 103-S Fiber Optic Stripper 
155X288 .. 7-5, $41.50 ea.; 6-up, $40.50 ea. 


B. FO 103-D-250: Use standard 125-1m ‘ 
fiber stripper for 250-um removal to125 ym. Ithas ¢ 
the same features as the standard FO 103-S fiber 
tool coupled with a second hole. The FO 103-D-250's 
second hole strips 900-1 tight buffer coating, allowing longer 
stripping lengths without damaging fiber. Tool is ne 
imprinted with easy-to-read stripping diagram. ' 
This 2.5-ounce unit measures 5.375". 


my, 


F0103-D-250 Dual-Hole FO Stripper Nin > 
155X361 .. 7-5, $68.50 ea.; 6-up, $67.00 ea. a 
C. FO 103-D-J: This fiber stripper has the same a 


quality and features as the standard FO 103-S fiber 
tool coupled with a second hole. Standard 125-u1m tool is 

designed for 250-um removal to 125 um. Use the FO 103-D-J’s 
second hole for stripping 2- to 3-mm fiber jackets. Tool is imprinted 
with easy-to-read stripping diagram. This 2.5-ounce unit measures 


Sono 
F0103-D-J Dual-Hole FO Stripper 
T55SX366 .2.2...:c ee ee 1-5, $46.00 ea.; 6-up, $45.00 ea. 


D. FO 103-T-250-J: Tri-hole model performs all common fiber stripping functions in 
one compact tool. Use it for standard 250- to 125-um stripping. The second hole removes 
900-um tight buffer to 250-um buffer coating. This versatile model features a third hole for 
removal of 2- and 3-mm fiber jackets. It has the same consistent quality and features of the 
standard Model FO 103-S tool. This 2.5-ounce unit measures 5.375". 


F0103-T-250-J Tri-Hole FO Stripper 
155X368 onic h tee ee cocee ere rene 1-5, $73.00 ea.; 6-up, $71.50 ea. 


MiniLite-Strip™ 

Two V-Notches for Stripping 

Coating and Outer Insulation 
Small stripping v-notch removes buffer and coat- 

ing from 125-uUm fiber. Large v-notch strips wide range of 

outer cable jacket insulations. No adjustments necessary. Durable tool 

has heat-treated blade and laser marking for easy identification. It withstands normal drops 

without requiring tool realignment. 

45-352 MiniLite-Strip™ Optical Fiber Stripper 

2TOK21 Dis dee ted hace Steere ane 1-11, $50.50 ea.; 12-up, $48.00 ea. 


{4) tite-Strip™ 


Fiber Optic Stripper 

Strips 900-p1m Buffer and 

250- or 500-pm Coating 
V-notch, precision-ground blades cleanly 

strip a wide range of outer cable jacket insulations and 

coatings. One-step, 900-ym stripping hole provides broader strip- 

ping range. Features funneled hole for easy cable insertion and comfort-grip handles. 

45-350 Fiber Optic Stripper 

DTOKAOG eo ite ae PB or tierce 1-5, $157.00 ea.; 6-up, $150.00 ea. 


800-866-5353 


253X200 253X212 


253X223 
Fiber Optic Strippers 


aPGtiber 
Ergonomic, Non-Slip Comfort Grips 


Precision-ground blades produce consistent clean strips without damaging fiber or Keviar® 
strength member. Strippers have ergonomic, non-slip comfort-grip handles. All tools are 6 
%" in length, except for the CFS 200, which is 6 %". Each tool comes with a limited lifetime 
warranty against defect in workmanship. 

Duplex Cable Jacket Stripper: Quickly and easily strip jackets from 3-, 2- and 1.6- 
mm simplex or duplex Zipcord. 


253X200 CFS200 Duplex Cable Jacket Stripper... 1-9, $37.00 ea.; 10-up, $35.50 ea. 


Ribbon Fiber Jacket Stripper: Use this tool to strip jacketing from 12-fiber ribbon 
cable quickly and easily. 


253X212 CFS212 Ribbon Fiber Jacket Stripper .... 1-9, $40.50 ea.; 10-up, $38.50 ea. 


JONA CORP. 


FO Strippers 
Rated for 15,000 
Stripping Applications 

Use the 5.1875" long JIC-125 to 
strip 250-um coating down to glass fiber 
without nicks or cuts. Three-hole 6" 
JIC-375 is an all-in-one tool. First hole 
Strips 1.6- to 3-mm fiber jacket. Second 
hole strips 600- to 900-um buffer coat- 
ing. Third hole strips 250-um coating down to glass fiber without nicks or cuts. Handles are 
imprinted with stripping holes and have cushioned ergonomic grip design. 


054X435 JIC-125 Fiber Optic Stripper................ 1-11, $21.50 ea.; 12-up $20.50 ea. 
054X437 JIC-375 Three-Hole FO Stripper........... 1-11, 22.75 ea.; 12-up, 21.75 ea. 


Ergonomic Fiber 
Optic Keviar® Cutter 
Specially Treated for Durability 


Jonard’s Model JIC-186 features high-carbon stainless- 
steel blades designed to cut Kevlar®, cabling insulation, 
tape, cable ties and other materials. This Ergonomic Fiber 
Optic Kevlar Cutter’s sharp and durable serrated blades grip 
material. It has an adjustable joint screw under a protective cap. 

Ergonomic handles provide user comfort and durability. This tool measures 6" long. 


JIC-186 Ergonomic Fiber Optic Kevlar Cutter 
O5AXG95 Fee Rae ceciienst ccc ceornerties 1-11, $12.00 ea.; 12-up, $11.50 ea. 


yn Paladin Tools° 


Economical 

Keviar® Cutter 
Hard-Chromed Serrated Edges 
Cut Through Kevlar® Easily 


Use Paladin’s 1511 Cutter with serrated edge to cut thin 
protective Kevlar® strands in fiber optic cable. This hand tool 
has hard-chromed steel blades for utility applications. 


1511 Economy-Type Kevlar Cutter 
AZOXAOS ee a aie ie, PE AM toh aasecee tes 1-5, $26.00 ea.; 6-up, $25.00 ea. 


253X235 


253X240 


Fiber Optic Jacket and Buffer Stripper: Industry standard is two tools in one. Larger 
strip notch removes 3-mm jacketing. Use smaller strip notch to remove both 900- and 250- 
um buffer coatings. 


253X223 CFS223 Jacket and Buffer Stripper-........ 1-9, $27.00 ea.; 10-up, $26.00 ea. 


OSP Fiber Optic Buffer Stripper: Single strip notch at front of tool removes both 
250- and 900-m buffer coatings. Front positioning increases productivity and efficiency. This 
Stripper meets OSP (outside plant) and OEM requirements. 


253X235 CFS235 OSP FO Buffer Stripper............. 1-9, $33.00 ea.; 10-up, $31.50 ea. 


Duplex Zipcord Buffer Stripper: Preferred by fiber technicians and OEMs alike, this 
tool is great for Zipcord and all duplex cables. Double strip notches remove both 250- and 
900-um buffer coatings from two fibers at the same time. 


253X240 CFS240 Duplex Zipcord Buffer Stripper.. 1-9, $39.50 ea.; 10-up, $38.00 ea. 
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Fiber Optic Keviar® Cutter 
Powerful Quick-Cutting Action 

This lightweight and compact Ripley tool is 
designed to cut Keviar® strength members in fiber optic 
cables. Model FOKC features powerful quick-cutting 
action with a full serrated edge for consistent, fast and 
clean cuts. The return spring is designed for precise 
repeated cuts. Ergonomic handles have cushioned 
non-slip grips. This Fiber Optic Keviar® Cutter is made of 
high-carbon steel that’s specially treated for long life and 
trouble-free cuts. The 2.52-ounce tool measures 5.69" long. 


FOKC Fiber Optic Keviar Cutter 
ASS XSG7 Focicnccoriaivan eee ener eens 1-9, $25.50 ea.; 70-up, $25.00 ea. 


Keviar® Shears 

Hot-Forged, High-Carbon Steel for Long Life 
Miller's 86 1/2SF Shear has non-slip hardened stainless 

steel serrated blades to trim back Kevlar strength members. Made 

of hot-forged, high-carbon steel with quick-action spring response. 

High leverage provides powerful cutting action. 

86 1/2SF Keviar Shear 

O24X1 OOM are. reer canna tier aenieecces 1-5, $23.00 ea.; 6-up, $22.50 ea. 


Serrated Cutter 

Textured Cushion-Grip Handles 
Two-step process increases the life of this rugged 

tool significantly. Superior quality provides the super-hard 

edges needed to stand up to today’s demands. The 45-344 

with breaker notch features textured cushioned-grip handles. 


45-344 Serrated Cutter with Breaker Notch 
S1OXAOS Pe ieee, ne 1-11, $22.25 ea.; 12-up, $21.25 ea. 


800-866-5353 


www.specialized.net 


Cable Sheath Cutter with 
Inner Duct Slitter for Fiber Optic Cables 


Ratcheting design safely strips outer polyethylene sheathing longitudinally from most 
cables with outside diameters of 0.5" to 4" or greater. Also use the sheath cutter to strip inner 
duct from fiber optic cables. This rugged, compact, maintenance-free tool includes a double-sided 
replacement blade, molded plastic shim, 3-mm Allen key and instructions in a molded plastic case. 

1-5, $199.00 ea.; 6-up, $190.00 ea. 
1-5, 65.50 a.;6-up, 62.50 ea. 


Paladin Tools* AM25 


AM-25 and AM-35 Slitters Round Cable Slitter 
Tools slit, strip and remove round cables’ PVC/Teflon/THHN insulation. Have adjustable Paladin’s 1822 Round Cable Slitter slits, strips and removes the rubber, PVC or nylon 
cutting depth to 0.18" thick, stainless steel swivel blade and cable holding clip. insulation from 0.18"-1.4" diameter 500-1200-MCM power/telecom round cables. Great 
1820 AM-25 Slitter for 0.18"-1" Diameter Cable tool for mid-point taps. Cable support arm can be used to pry off thick insulation. Stainless 
170X195 oo ee ee 1-5, $56.00 ea.; 6-up, $53.50 ea. _ steel blade with spare blade included. 
1821 AM-35 Slitter for 1"-1.4" Diameter Cable 1822 Round Cable Slitter 
AZOX19G 22 Sa ee ee ee 1-5, $67.00 e€.; 6-up, $64.00 ©. 170X197 oi cccccececeeeeeesecercseseseesseecsereatenss 1-5, $28.00 ea.; 6-up, $27.00 ea. 
2109 Replacement Blade 2109 Replacement Blade 
V7OX275 oe. ee ere eee 1-5, $16.00 ea.; 6-up, $15.25 ea, W7OX 275 icc ccccceecceeescssececescscasecesssesenees 1-5, $16.00 ea.; 6-up, $15.25 ea. 
JONARD 
Drop Cable Slitter 


The Jonard FOD-2000 Fiber Optic Drop 
Cable Slitter simplifies the slitting of drop cable 
jackets at the end of the cable or mid-span for 
flat cables. The FOD-2000 puts a slit on both 
sides of the jacket allowing easy access to the 


Round Cable Stripper fiber or strength member. This ease of use 
Use ring/slitting tool for fast, safe, precise jacket removal of multi-fiber cables. Strips PE, makes this tool truly unique. Just position the 
PVC and soft rubber jackets. It has triple-action strip capability. Spring-loaded cable brace tool around the cable, pull and slit. A simple 
holds cable to blade for controlled cutting action. For .178"-1.14" small-diameter cables. solution for a vital task. 
RCS-114 Round Cable Stripper FOD-2000 Fiber Optic Drop Cable Slitter 
gL) Gy Ree ty desis a 2: Sem a 1-11, $43.50 ea.; 12-Up, $42.50 €a. — O54X703 on... ceeecesccesecscscsesssesseesceeevsseesessseseees 1-11, $41.50 ea.; 12-up, $39.50 ea. 
CB231 Replacement Blade Set (RCS-114) FOD-RB25 Replacement Blades, 25/pk ? 
TSDX5 7G ee ee eee ee ee eI re fe Rin $9.25 ea.: «054X707 22a Sens aa ae ae ee $41.50 ea. 
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depths to accommodate 0.315" to 1.125" (8-mm to 28.6-mm) outside 
diameter cable and different coverings. Roller-style cable follower provides cable 
Stability and allows for easier tool movement along cable. Model ACS features rug- 
ged anodized aluminum and steel construction. 


ACS Armored Cable Slitter 


Armored Cable Slitter 


Professional-grade ACS tool is ideal for slitting the corrugated cop- 
per, steel or aluminum armor layer on fiber feeder, central tube, stranded 
loose tube fiber optic cables and other armored cables. Versatile design 
allows jacket or shield slitting on non-fiber optic configurations as well. 

Tool slits outer polyethylene jacket and armor in one operation. 
It performs longitudinal slitting and circumferential (ringing) for 


end stripping. Activate blade lever to rotate blade 90° for easy TSSXOSO eee ee coe 1-5, $127.00 ea.; 6-up, $124.00 ea. 
mid-span preparation (ringing/slitting). CB251-K Replacement Blade 
This Armored Cable Slitter features adjustable blade ASS KT AG 25 cock eee ets oe seach 1-10, $37.00 ea.; 17-up, $36.50 ea. 


www.specialized.net | 66 | 800-866-5353 


Focus™ Tool 
Inserts and Removes SC, SC2, 
MU, LC and MTRJ Connectors 


e Inserts and removes SC and LC connectors 
e Long, tapered spring-loaded jaws reach into patch panel 
e Integrated light improves visibility and improves productivity 


™ 


The Focus™ tool from CablePrep® inserts and removes SC and LC fiber optic connectors 
without disturbing adjacent ones, even when working on densely populated panels. This 
ensures uninterrupted service on neighboring channels and eliminates unnecessary stress 
on delicate fibers. 

This tool is specially designed to work with virtually all types of fiber optic connectors. Its 
spring-loaded jaws are long and tapered 
to reach into a patch panel and facilitate 
proper handling of cables and connectors 
in tightly packed enclosures. Jaws tips are 
made from a special material that grips 
even the smallest connector securely. 

An integrated light improves visibility 
while maneuvering this tool through any 
panel configuration. It also illuminates 
individual panel ports and connectors. 
Ergonomic Model FOC-100 fits comfortably 
in either hand. 

The Focus is powered by two AAA bat- 
teries and weighs 5.9 ounces. Comes with 
holster. Lifetime warranty on tool body. 


An ergonomic design with integrated 
ight makes the Focus™ comfortable to _ 
hold and easy to operate. si 


FOC-100 Focus Fiber Optic Connector Universal Tool with Holster 
SOAXG 20 err ee eee nce cbcetetunse ces 1-5, $59.00 ea.; 6-up, $56.50 ea. 


2652 Die Set 


8017 CrimpAll 
Fiber Crimp Tool 
Crimps SMA, SMB, SFR, ST, SC 


The 8017 CrimpALL works with SMA, SMB, 
SFR, ST and SC connector types. Its crimp sizes 
are 0.128", 0.151”, 0.215”, 0.197” and 0.178” 
hex. Crimp fiber optic sleeves and ferrules. 

World-class, ergonomic Paladin® crimp tool's 
angled head prevents awkward wrist bending during 
operation. Reduced handle grip distance is comfort- 
able for small or large hands. A lower hand force 
produces a higher crimp force. No breakover hand force 
is required to complete a crimp. 

Features an ultra-smooth, fully-ratcheting cycle with built-in safety release, double-plat- 
ed jaw assembly and soft rubber-embedded handles. Long-lasting tool delivers over 50,000 
crimp cycles. EZI-Change® die screws make changing dies quick and easy. Has fixed die 
screws for tight spaces. Too! frame warranty is 10 years, die set is one year. 


8017 SMA, SMB, SFR, ST, SC Universal Crimp Tool and Die 


N7OXG40 es es ae 1-5, $76.00 ea.; 6-up, $72.50 ea. 
2652 SMA, SMB, SFR, ST, SC Universal Die Set Only 
TIONS 38 Pee ee ae te ae 1-5, $26.00 ea.; 6-up, $25.00 ea. 


800-866-5353 


Specially formulated tips ensure a firm grip Detachable internal light improves vis- 
_on SC and LC connectors. 


Paladin Tool 


CablePrep- 


Tools You Trust Since 1979 


ibility in enclosures. It also illuminates 
ports and connectors. 


T-HLSTR Replacement Holster for Focus Tool 
SSOAN 7 5 eee eer ets ec evar aus oeee Me esti $9.00 ea. 


2685 Die Set 


8039 CrimpAll 
Fiber Crimp Tool 
Crimps FC, SC, ST, LC, SMA and MT-RJ 


Use the 8039 crimp tool with FC, SC, ST, LC, 
SMA and MT-RJ connectors. Crimp sizes are 0.151” 
hex, 0.178” hex, LC round and 0.190” round. Use it 
to crimp fiber optic sleeves and ferrules. 

Ergonomic Paladin® tool's angled head prevents 
awkward wrist bending during use. Reduced handle 
grip distance is comfortable for small or large hands. 
A lower hand force produces a higher crimp force. No 
breakover hand force is required to complete a crimp. 

This tool features an ultra-smooth, fully-ratcheting 
cycle with built-in safety release, double-plated jaw__ 
assembly and soft rubber-embedded handles. Long-lasting tool delivers over 50,000 crimp 
cycles, EZI-Change® die screws make changing dies quick and easy. Has fixed die screws 
for tight spaces. Crimps 3M, SC/ST & Lucent/Krone LC, SMA, FC, MT-RJ. LC RND dimen- 
sion proprietary. Tool frame warranty is 10 years, die set is one year. 


8039 FC, SC, ST, LC, SMA, MT-RJ Universal Crimp Tool and Die 


TONG CB on race seAoes ctesesoveetcee ecast on esstassteredoore ss 1-5, $76.00 ea.; 6-up, $72.50 ea. 
2685 FC, SC, ST, LC, SMA, MT-RJ Universal Die Set Only 
DTOXSSO oe restetssesss tetcosss cessevciecatsavsovensvtsbarvdvevorsenes 1-5, $26.00 ea.; 6-up, $25.00 ea. 
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SPC35 


This specially designed kit features a versatile complement of tools and sup- 
plies that meet the multiple fiber optic requirements of field installers. Every item 
was carefully chosen for universal applications. Lint-free 5.75" x 5.75" wipes 
keep fibers clean after stripping and before cleaver insertion. Use Kevlar cutter 
with soft handle grips and fine serrated blades to cut and trim Kevlar strength 
members in fiber optical cable. Fiber optic stripper with cushion-grip handles 
removes 250-um buffer coating without scratching or nicking 125-ym optical 
fiber. Cutting surfaces are precision formed, hardened, tempered and ground. 

View multimode connectors with Ideal’s 100X fiber inspection microscope. 
Oblique illumination provides an excellent view of ferrule cleanliness and overall 
core condition. It features precision glass optics, built-in laser safety filter 
and 100,000-hour white LED. CLETOP’s specially formulated 2-m 
fiber weave dry cloth is the fast, easy and economical 
way to clean 2.5-mm and 1.25-mm ferrules on a 
multiple connectors. Replaceable tape swipes 
each connector twice, lifting dirt off over 400 
connectors. 

All the SPC35 Series tools come organized 
in three Roto-Rugged case sizes. One has the 
convenience of a built-in luggage cart. 


CUSTOMIZEN) 


ANYuany 


Three Case Options Available 

Robust black polyethylene cases feature beefed-up construction, extra-large corners, 
steel spring-loaded handles and quarter-turn latches. The standard 25-pound SPC35R 
measures 17.75" x 14.5" x 6" (inside dimensions). At 26 pounds, the deep SPC35RD is 
17.75" x 14.5" x 9" (|.D.), SPC35C is a heavy-duty black polyethylene case with an integral 
luggage cart. Low-profile rubber wheels are mounted on the side edge for smooth rolling. 
The recessed handle collapses flush with the edge. Hardware is hidden under a removable 
plastic tray in case bottom. Small metal rails on the underside protect the case from stair or 
curb damage. The 26-pound SPC35C measures 18" x 14.75" x 8" (|.D.), Tools carry lifetime 
warranties; cases have one-year warranties. 


Stock No. Kits/Options 1-5 6-up 
SPC35R 6" Complete ToolKit ==‘ $1244.00ea. $1182.00 ea. 


082X474 6" Roto-Rugged Case Only ; 205.00 ea. 195.00 ea. 


SPC35RD 9" Complete ToolKit ==“ $1244.00ea. $1182.00 ea. 


082X476 9" Roto-Rugged Case Only 205.00 ea. 195.00 ea. 
$1362.00 ea. $1294.00 ea. 


SPC35C_ 8" Luggage Cart ToolKit «$1362.00 ea. $1294.00 ea. 


082X536 8" Luggage Cart Case Only 335.00 ea. 319.00 ea. 


SPC35 TOOLS LIST 


Fiber Clean Wipes (25/bag) Cushion-Grip Screwdriver, #2 Phil. Nutdriver, /:" 
Fiber Splinter Tweezer Tape Measure, 12' x %” Kevlar Cutter 
Cable Stripper High-Leverage Cable Cutter Miller Fiber Optic Stripper 


Nutdriver, 14-mm Metric 
Fiber-Optic Stripper 


Wire Stripper, 10-20 AWG 
Tubing Cutter, 4"-14" 
Lineman’s Plier, NE-Type Retractable Utility Knife Buffer Stripper, Single Coat 
Standard Diagonal Cutter Desoldering Bulb Sharpie, X-Fine Point 

Long Nose with Cutter, 6” Nutdriver, 3" Seam Ripper 

Cushion-Grip Screwdriver, % x 4" Nutdriver, ‘%o" Cable Sheath Cutter 
Cushion-Grip Screwdriver, #1 Phil. Nutdriver, %" Coax Stripper up to 4" 


Touch & Go Bottle, 4-0z. 
Electrician’s Scissor 


a 


(300)866-5353 
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Next-day 


Delivery Available 


Hand-Held Fiber Scope 

0-9 Number Tape with Dispenser 

Cotton Friction Tape, 15-mm 

Cletop Ferrule Cleaner 

Econo Fiber Swabs, 2.5-mm 
(50/pkg.) 

Cotton Swabs (100/pkg.) 
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800-866-5353 


(300) 866-5353 


Next-day 


Delivery Available 


SPC870 


Basic Fiber Install Kit 


Our basic universal kit includes a 


comprehensive collection of essen- 


tials for fiber optic cable installation, maintenance 
and termination. Remove sheaths, cut strength members, strip 
cable and install equipment with just one kit. 

The included cable splicer’s kit features a splicer’s knife with 
a tough steel coping-style blade plus stain- and rust-resistant 
steel multi-purpose scissors with serrated blade in a stitched and 
riveted holster. Use the provided plastic pump bottle with exclu- 
sive “Twistlock” pump to dispense alcohol (not included). A unique 
hand-held fiber cleaning dispenser assures totally dirt- and lint-free 
field connections for optimal signal transmission. Its “Ultra White” 


non-woven, lint-free film removes dust, dirt, oil and grease from fiber and 
ferrule end faces. 

A precision fiber optic stripper is manufactured to tolerances tighter 
than .0005”. It requires less than a pound of peak force for stripping 
coated fiber. Fiber guide assures concentric scoring and precision- 
stripped, nick-free fiber without cladding or core damage. Use this tool 
with cutter blade set for singlemode 125-um fiber cladding with hard, 


Basic Ruggedized HD Case 


All the fiber optic tools and supplies listed below come organized on two removable 
pallets in a high-density black polyethylene tool case. Special heavy-duty material has extra- 
deep exterior ridges to make this case virtually indestructible. Protruding bumpers protect 
both case and tools from damage. A heavy-duty tongue strap with grommet secures the top 


tough or thick coating/buffer up to 250 mm. tool pallet in the lid. Includes chrome keyed latches, combination lock, piano hinge, lid stays 


: ” a . and comfortable padded handle. 
The high-leverage 6.5" Kevlar shear has non-slip hardened stainless Weighing 24.8 pounds fully loaded, the SPC870 measures 17.75" x 14.5" x 9" (inside 


steel serrated blades. It trims back the DuPont Kevlar® that serves as the dimensions). The empty case also may be purchased separately. Tools come with lifetime 
central strength member in optical fiber. This hot-forged, high-carbon warranties; the case has a one-year warranty. 

steel tool has a quick-action spring response. Use the silicone adhesive/ 
sealant for resealing splice closures. 


Stock No. Kit 1-5 6-up 
SPC870__—Fiber Optic Installer Ki $770.00 ea. $732.00 ea. 


082X934 180.00 ea. 171.00 ea. 


SPC&870 TOOLS LIST 


Solder Aid Reamer/Scraper Diagonal Cutting Pliers Tape Measure, 25’/7.5 m Kevlar Scissors 

7-Piece Fold Up, 1.5 mm-6 mm 2 Cushion Screwdrivers, 4" x 4" Retractable Utility Knife Speedway Electrical Tape 
5-Piece Fold Up, %«"-%" and %s" X 6" Glass Flux Bottle, 1-Ounce Clear Safety Glasses 
No-Nik Wire Stripper, .010 2 Cushion Phillips Screwdrivers, Fiber Cleaning Dispenser Kahnetics Syringe, 3-cc 
Heavy-Duty Shears #1 and #2 Tie Wraps, 6" and 15", Seam Ripper 


Bifurcated Swipes, 10 
Utility Plier, 10" 

8” Half Round File, 2-Cut 
Lineman’s Pliers, NE-Type 
Standard Diagonal Cutter 
Long Nose with Cutter, 6" 


Cable Splicer's Kit 

Plastic Pump Bottle, 8-Ounce 

Screwdriver with Phillips 

2 Tweezers, Precision- and 
Angle-Pointed 

Acid Brush, 1-Piece 


800-866-5353 


each 100/pkg. 


Replacement Blades, 5/pkg. 


Precision Knife, #1 

2 Adjustable Wrenches with 
Cushions, 6" and 10" 

Fiber Optic Stripper 


Kimwipes, 4.5" x 8.5", 280/box 
Cloth Tape, %" x 66' 

Silicone Adhesive/Sealant 

Long Nose Locking Vise Grip, 6" 
Wire Marker Dispenser 

Cable Stripper, 4"-." 
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SPC515R 
CAT5 Maintenance 
Tool Kit 


Specialized Products’ 
SPC515R Tool Kit is 
specifically designed as a 
complete solution for twisted pair (CAT5) network environments. Tool Kit features 110/66 
punchdown tool, tone and probe, 6 and 8 wire test set adapters, CATS cable prep tool 
and much more. 

The 18-pound standard-depth kit measures 17.75" x 12.5" x 5.25" (inside dimen- 
sions). Black roto-classic tool case is available separately. 

Order the -98 version kit that includes the recommended Psiber LanMaster 25 Link 
Tester, Fluke Networks TS30™ Lineman’s Test Set, CAT 5 Modular Plug Kit and Psiber Data 
Pinger Network IP Tester. Tools come with lifetime warranties; case has one-year warranty. 


Stock No. Kit/Options ets) 6-up 

SPC515R —-5.25" Complete Kit $ 722.00 ea. $ 686.00 ea. 
SPC515R-98 5.25" Complete Kit with All 515 Options 1684.00 ea. 1632.00 ea. 
082X350 5.25" Black Roto-Classic Case Only 195.00 ea. 186.00 ea. 


15 TOOLS LIST 


Cable Tracker Kit Tape Measure, 12'° 4 Phillips Screwdrivers (#00, #0, #1, #2) Spudger 

Yellow CAT 5 Patch Cable, 7’ Cable Ties, 10/pkg. 4 Slot Screwdriver Blades (/4" x 4, 2 Modular Adapters, 
Screw-Holding Screwdriver Large Round Mirror Ye" x 2, 722" x 2, 1.5 x 40 mm) 6- and 8-Wire 

Long Nose with Cutter Precision Knife 2 Balldriver Sets, Metric & English T6 Stripper 

Electrician's Scissors Blade Extension, 4" AA Industrial Flashlight Wrist Strap, 6' 

Jeweler’s Screwdriver Set Regular Blade Handle Trimpot Adjuster CAT 5 Cable Prep Tool 

Bitload Screwdriver, 15-Piece 3 Nutdriver Blades (3/16, 1/4", °/16") D814 Punch-Down Tool w/66 & 110 Blades Telephone Line Tester 
Hemostat, 6" Insertion/Extraction Tool 110 Replacement Blade Three-Wire Receptacle Tester 


(300) 866-5353 


Next-day 


Delivery Available 
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LAN/Telecom Premise Kit 


Specialized Products’ SPC325R LAN / Telecom Premise Wiring Tool Kits feature a full 
assortment of installation and maintenance tools designed for typical premise wiring require- 
ments of today’s high speed LANs. These comprehensive kits offer a selection of screwdriv- 
ers, hex, torx and nut drivers, pliers, a tone and probe generator and much more. 

The 19-pound standard-depth kit measures 17.75" x 12.75" x 5" (inside dimension). 
Black roto-classic case is available separately. 

Order the -01 version kit that includes the recommended Fluke 177 DMM. Tools come 
with lifetime warranties; case has a one-year warranty. 


Stock No. Kit/Options 1-5 6-up 
SPC325R = 5"Complete Kit —__ $ 786.00 ea. $747.00 ea. 
SPC325R-01 5" Complete Kit with Fluke 177 _ 1033.00 ea. 987.00 ea. 


082X320 5" Black Roto-Classic Case Only — 190.00 ea. 181.00 ea. 


R SERIES TOOLS LIST 


Slip Joint Plier, 6" Chain Nose Plier 5" Pro3000 Analog Probe Long Nose w/Cutter 6" 

Tape Measure, 12' X %" Screwstarter, Slot/Phil Nutdriver %/s", Vs", As", %" Slot Screwdriver ¥% X 4, %2X 2, As X 6 
Torx Driver, 110, 115, T20, 725 Metric Balldriver Set, 1.5 -5.0 Coax Cable Cutter Sharpie, Black Fine Point 

D814-66 Delux Impact Tool Telecom Probe Pick Stat-Gard Recept Analyzer XC Batt/Alternator Tester 

Wrench, 6" Adj w/Cushion Diagonal Cutter 4" Pro3000 Tone Generator Cutter w/Strip Notch 5" 

Electrician’s Scissor Precision Knife, #1 Phillips Screwdriver, #0 w/Clip Phillips Screwdriver #0, #1, #2 
Balldriver Hex Key Set LED AAA Penlight Telcom Termination Kit Standard Locking Plier 5” 

Modular Adapter T6 Stripper (45-1829) Cat-5 / RJ-11 Jack Tester Screwdriver, 2-In-1, Phil/Slot 
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701K Tone/Probe Kit 
Fast, Accurate Wire Identification 


The 701K Classic Kit is the standard in wire and cable 
identification. Widespread uses and terrific performance 
made it a long-time favorite with professionals in every 
premise wiring industry. Identify single conductors or 
cables within a bundle at cross-connect point or remote 
ends. Use the 77 HP High-Power Tone Generator to send 
tone, test continuity plus identify tip and ring. It offers +7 
dBm output for reception up to 50,000 feet and through 
low-resistance circuits. Includes modular connector plus 
two leads and clips. Model 200 EP Inductive Amplifier has 
recessed volume control to prevent accidental turn on. 
Battery-powered Line Aid eliminates handset. The 701K 
comes in a 700 C sturdy woven polyester case. 

Case measures 10" x 5" x 2" and weighs 3 pounds 
with contents. Batteries not included. One-year warranty. 


701K Classic Tone/Probe Kit 
367X701 ........ 1-9, $110.00 ea.; 70-up, $105.00 ea. 


Viegger. 


Hand-Held 
TDR and Cable 
Length Meter 


Accurate from 
15' - 10,000' 

The Megger® TDR900 is an advanced instrument with 
an unbeatable combination of features and functions for 
exceptional performance at a price within budget. This 
hand-held unit measures cable lengths and finds distance 
to an open or short using Time Domain Reflectometry. Its 
measurement range is 15' (5 m) to 10,000' (3 km) with a 
minimum resolution of 20" (50 cm). Use this versatile TDR 
for any cable consisting of at least two insulated metallic 
elements, one of which may be the sheath or shield of 
the cable. These correspond to power, telephony, CATV 
and LAN cables. Data is displayed on an extra-large, high- 
resolution, backlit LCD. Rugged ABS enclosure is dust and 
weatherproof to IP 42. Includes alligator clip adapter, soft 
carrying case and user manual. 


TDR900 Hand-Held TDR/Cable Length Meter 
440X621 .......... 1-2, $380.00 ea.; 3-up, $369.00 ea. 


www.specialized.net 


Fluke 233 Multimeter 
True-RMS Remote Display DMM 


The Fluke 233 Remote Display DMM lets the user be 
in two places at once. Wireless technology allows the re- 
movable display to be carried up to 30 feet away from the 
point of measurement. So, holding both the meter and the 
test leads to make a measurement or making measure- 
ments in machines or panels that are physically separated 
from a limit or isolator switch is no longer problematic. 


233 True-RMS Remote Display DMM 
045X055 foi scutes $299.95 ea. 


SureTest® 
Circuit Analyzer 


SureTest® 
Circuit Analyzer 
Tests GFCls and EPDs 


The IDEAL® SureTest® 

Circuit Analyzer has a 

super-bright display and high 
accuracies. It measures voltage drop under full load (12-, 
15- and 20-A load tests). This True-rms tester measures 
line voltage, peak voltage, frequency, ground to neutral 
voltage, ground impedance plus hot and neutral conduc- 
tor impedances. It identifies proper wiring in three-wire 
receptacles and identifies false (bootleg) grounds. Test 
GFCls and EPDs for proper operation without disturbing 
sensitive loads. In just seconds, SureTest will test each 
outlet and circuit under a full load. This test tool checks for 
various wiring conditions including correct wiring, polarity 
reversal and no ground per UL-1436. Includes 1-foot 
extension cord and instruction sheet in a carrying case. 
This 9.4-ounce unit measures 6.4" x 3" x 1.4". Two-year 
defect-free warranty. 


61-164 SureTest Circuit Analyzer 


True RMS 


370X424 ........... 1-5, $267.00 ea.; 6-up, $254.00 ea. 


Visit www.specialized.net for 
more models to choose from. 
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TS22°® Butt Set 
Rugged and RainSafe™ for Field Use 


The TS22®’s built-in amplified speaker has two audio 
levels for hands-free listening and use with computerized 
voice response systems. It’s line powered for talk, monitor 
or dialing function. Features continuous polarity indication 
LEDs, high-voltage protection against station carrier and 
time-out circuit. Has PBX pause button, 3-V maintenance- 
free lithium battery, moisture-resistant housing and rubber 
non-slip shoulder rest. 
ncludes replaceable line cord and spring-loaded 
belt clip. The 1.5-pound model measure 10" x 3" x 3.4". 
Eighteen-month warranty. 


22800-009 TS22 with ABN Cord 
350X415 ........... 1-5, $259.00 ea.; 6-up, $252.00 ea. 
* 


LanRoamer PRO™ 
CAT 5 Tester/Analyzer with Eight Remotes 


Supplied with eight remotes, the Test-Um TP607 
LanRover Pro Kit is a low-cost, high-performance 
combination CAT 5 tester/analyzer that verifies wiring 
faults and configurations on all of your data cable. An 
advanced microprocessor controller is incorporated with a 
popular low-end tester interface. Clear wiremapping form 
is displayed on the two-line, 16 character LCD. Use the 8 
remotes provided to test multiple cables quickly. 

The TP607 features a convenient snap-together case 
for easy storage and patch cable testing. Includes eight 
remotes with adapter cables in a handy carrying case. This 
1.5-pound kit is 12" x 8.25" x 2.5". One-year warranty. 


TP607 LanRoamer PRO with 8 Remotes 
335X476 .......... 1-5, $287.00 ea.; 6-up, $273.00 ea. 
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11-Piece %" Dr. Insulated Socket Set 
High voltage double-insulated deep wall socket set 

contains a reversible ratchet, 3" and 6" extensions, plus 

eight 12-pt deep wall sockets: %", “s", 4", As", %", Ao", 

%" and %e" in a durable tool pouch. 

ISS38-11L %s" Dr. Deep Socket Set, 11-Pc. 

278X420 .......... 1-5, $318.00 ea.; 6-up, $303.00 ea. 


Powerplay 
PT540 Installer’s >» 
Multi-tool e. 
Model P1540 @& 
provides 30 tools 
for electricians and VDV Install- 
ers. This multi-tool is completely L 
customized for wire and cable 
professionals. It features 66 & 110 punch blades, wire 
strippers, drywall saw, wire hook and spudger, Phillips 
and slotted screwdrivers, lug crimpers and tons more. The 
PT540 is 5" long closed and 7.5" open. 
PT540 30-Tool PowerPlay Multi-Tool 


170X810 $124.00 ea. 


TBM45S Compression 
Crimper has an Adjustable 
Keyed Die Whe 


nis 


Copper 
Lug/Splice 
#8 AWG _ 


Bees e 1-5, $203.00 ea.; 6-up, $193.00 
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Paladin Tools° 


LOMENMCX 


The Safety Tool Specialists 


(feces 


4" Dr. Insulated Torque Wrench 
30-150 in/Ib Torque Range 

%" drive, double-insulated (rated to 1000 V ac) torque 
wrench designed to tighten critical connections on bus 
bars, battery racks and power panels. Features an audible 
Click and feel impulse, low friction torque control mecha- 
nism, documented certification of + 4% accuracy. 
30150TW38I %" Torque Wrench, 30-150 in/Ibs 
278X950 ........ 1-5, $288.00 ea.; 6-up, $274.00 ea. 


PowerBlade 
6575 Multi-Purpose Installer’s Knife 


The Paladin Tools® 6575 PowerBlade knife is 
designed for telecom, datacom and electrical wiring 
professionals. The stripper can remove insulation from 
24- to 12-AWG solid or stranded wire. Remove jacket from 
UTP cable with adjustable spring-loaded stripper located 
at the rear of the knife. Lightweight tool handle features 
military-grade Zytel plastic. 


6575 PowerBlade Multi-Purpose Electrician’s Knife 
V7OX785 2 ee eee $59.75 ea. 


Standard Bitload Screwdriver 
Preferred by the Most Demanding Contractors 


The most versatile, easy-to-use screwdriver is the 
award-winning Standard Bitload. It’s gained a reputation 
as the world’s best multi-bits and is preferred by the most 
demanding users. For convenience, seven dual-ended bits 
are stored in the handle and won't fall out when the unique 
retractable cartridge is opened. Bits include flat (slot) 4 & 
6; Phillips #0 & 3 and #1 & 2: square (Robertson) 0 & 3 
and 1 & 2; plus star (Torx) 110 & 15 and 120 & 25, The 
shaft opening serves as a 1/4" hex driver! 


151NAS Standard Bitload Screwdriver 
075X250 ............. 1-9, $22.50 ea.; 10-up, $21.50 ea. 


“Hy HUBER+SUHNER 


Huber Suhner SMA Torque Wrenches 


e SMA economic and SMA/PC 3.5 versions 
e Pre-set torque for highest accuracy 
e Ergonomic, breakover-style design 
Coupling nuts and fastening nuts have to perform 
reliably within a connection. To meet this requirement, 
tightening with a specific torque is recommended. 
Breakover-style torque wrenches pivot when the torque 
setting is achieved. This action prevents an overtorque con- 


Connector 


Torque Setting 
Series Type Nm 


419X416 747-0-0-79  SMAEconomic 0.45 Nm_ 


CablePrep- 


Tools You Trust Since 1979 


SCPT-6591 Drop Cable Stripper 

Cable Prep's new Super SCPT-6591 drop cable 
stripping tool holds two cartridges for use on RG6/59 and 
RG7/11 cable. It’s new insertion feature provides added 
leverage to push connectors into bulky quad-shield cable. 
The tool effortlessly cuts the braid and dielectric, exposing 
the center conductor to .25" (6.4 mm) minimum. 


SCPT-6591 CPT Stripping Tool 
304X572 ooo... 1-5, $42.00 ea.; 6-up, $40.00 ea. 


LATINUM.. 
Froous Xs; 


EZ-RJPro HD CAT5 Crimp Tool 
Installs CAT5, CAT6, EZ RJ45, RJ11 & RJ12 
RJ45 Crimp Tool EZ-RJPro HD CAT 5 crimp tool from 
Platinum Tools installs CATS and CAT6 modular plug and 
is specifically designed for both EZ RJ45 and standard 
RJ45 connector, RJ11 and RJ12 connector types except 
AMP. This ratcheting, high-leverage HD RJ45 crimp tool is 
ultra stable for repeatable terminations. 


100054C EZ-RJPRO HD CAT5 Crimp Tool 
AGCBXO9D os icscecncsscsceeneteecegas ee eee $84.95 ea. 


ttinceS - Free Blade! 
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D914S 
SoftTouch Impact Tool 


For better comfort and performance, 
choose Fluke Networks’ ergonomic D914™S. With a soft 
rubber handle, it absorbs more impact recoil for reduced 
hand stress. Molded handle with rounded edges provides 
better grip and comfort while reducing hand fatigue. 
Versatile soft-grip tool combines torque with high- and low- 
impact settings for different block types. Blade replacement 
iS quick and easy with extra blade storage in the handle. 
Includes a FREE slot/Phillips screwdriver blade! This 
5.5-ounce tool is 1.5" x 6" x 1.1". Lifetime warranty. 


10061-501 D914S w/EverSharp 66, 110 & Free Blade 
350X080............ 1-11, $83.00 ea.; 12-up, $79.00 ea. 


Visit www.specialized.net for 
6 models to choose from. 


dition and provides the user with a noticeable pivot once the 
proper torque has been reached. Proper torquing ensures 
optimal performance over time. 


Opening Prices 


Inch-Lbs. Size 
98 8 mm/.31 


419X421 742-0-0-21 


74 


SMAPC3.5 1.00Nm 


88 8 mm/. 
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Standard Rugged Transit Cases 


Prevent Water Damage to Valuable Contents 


Built tough to provide the ultimate protection for sensi- ™ 
tive, valuable and heavy equipment during transport, Pelican PELICAN 
cases are watertight and airtight to 30 feet. Outstanding 
features like full /-inch thick wall construction and massive 
seven-lock latch integrity make these heavy-duty, equipment 
vaults standard issue for working professionals who demand 
the finest quality in unbreakable portable protection cases. 
ncredibly lightweight, space-age, structural foam resin shells 
are unaffected by dents, scratches and corrosion. Each 
nodel has a neoprene O-ring watertight seal and atmospher- 
C quick-pressure travel purge valve. Reinforced rounded 
bumper corners provide extra protection during transit. 
Customize the interior pre-scored Pick 'n’ Pluck™ foam 
to fit contents. Order replacement foam packs to accom- 
modate different equipment. Cases come in black only. 
Jnconditional lifetime guarantee of excellence. 


Order replacement packs of 
pre-scored Pick ’n’ Pluck™ 
foam to accommodate 
different equipment. 


Keys notate inside dimensions only. 


CASE WITH FOAM INSIDE DIMENSIONS REPL. FOAM PACK 


Stock Part Prices C H1 H2 Weight Stock Price 
No. No. 1 2-up Width Height Height Height Lbs. No. Ea. 
540X110 1120 $32.00 $30.50 540X211 $10.75 
540X115 1150 37.50 36.00 540X215 11.75 
540X120 1200 52.00 49.50 540X220 18.00 
540X125 1300 61.50 9%," TAY : | 540X225 21.75 
540X140 1400 94.50 90.00 12/4" gy" 540X230 _—-30.00 
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540X145 1450 = 121.00 115.00 Ss x 10%" 6" 540X235 36.00 
540X150 ~=1500 140.00 133.00 We 11%" 6" 540X250 — 42.50 
540X152. 1520 = 153.00 146.00 18" 1274" 6%," 540X255 ~—s_- 554.00 
540X155 1550 ~=6.174.00 166.00 19" 14" Th" 540X260 _—i66..50 
540X160 1600 205.00 life 8" [540x265 90.00 


PELICAN’ 


Rolling Rugged Transit Cases 
The World’s Toughest 
Watertight Cases Are 
Conveniently Portable 


Transportable Protector Cases 
are watertight, airtight, dustproof, 
crushproof and built Pelican tough! The 
perfect choice of professionals on the 
go, these rolling cases are easy to push 
or pull. Practical sizes hold large and Four-piece replacement 
heavy loads up to 50 pounds. Pick ’n’ Pluck™ foam pack 
Each super-strong black model has 
2" quiet-rolling, hard-rubber, integral transport wheels. The sturdy exten- 
sion handle is comfortable to grip and easy to maneuver. Use the fingertip 
lock to secure the retractable handle in its extended or recessed position. 
Other features include multiple fold-down carrying handles and atmospheric 
pressure purge valve. Pick 'n’ Pluck™ foam layers in the base can be customized 
to cushion contents snugly and provide total equipment protection during travel. Order 
replacement foam pack to accommodate different contents. 
Unconditional lifetime guarantee of excellence. Oversized shipping rates apply. 


CASE WITH FOAM x - C ie He Not REPL. FOAM PACK 


Stock Part Prices Inside Inside Inside Inside Inside Weight Stock Price 
No. No. 1 2-up Length Width Height Height Height Lbs. No. Ea. 


540X157 1560 $213.00 $203.00 es ee ee ee Ee en ee 
540X161 1610 265.00 252.00 
540X162 1620 288.00 274.00 221/46" 540X275 97.50 
540X180 1630 . 400.00 380.00 | i> 284) Wien oi ns ue doen Ip 540X183 131.00 
540X165 1650 300.00 285.00 32 540X280 _—107.00 


540X168 1660 396.00 377.00 29V/" 20/2" 141" 49 540X285 157.00 


Keys notate inside dimensions only. 
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